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MOUNTING: [ 1/4" SCREW NOTE: THESE CABLE TIES ARE PLENUM RATED AND Posn!.c!ghl;cEEEwce

LOOP TENSILE STRENGH: 120 LBF/534 N MIN, PER AS-23190 e f‘?ggg?
OPERATING TEMP RANGE: |-40°F (-40°C) TO 221 *F (105°C) 9 ‘0

MIN. INSTALLATION TEMP: |32°F (0°C) APPROVALS: ENG. APPR. 1 Lo N == ¢ /s &A\IEBY e Yiadi0 usa

WEIGHT: |4.89 g. / (0.1663 o2) SESERE ,U\M G- 75 DENNISON 5538
BUNDLE DIAMETER: (5 26.9mmTO @88.9mm(1.06~3.5%  SPECIFIED TOLERANCES ARE: | MAAERIAL DESCRIPTION
PO leursic e powni st kA our. | XX 4 03 INCHES X + .7 MM NYLON 6/6 MOUNT - STANDARD T747SCREW
TOOL TENSION SETTING: |6-8 ON HEAVY DUTY TOOL XXX + 010 INCHES XX + 25 MM | COLOR STOCK NO. REV.
PACKAGING. |10 e ANGULAR: + 2° BLACK, HEAT STABILIZED 08441-0 H
T |
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