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UNIT:mm Standard
Panel Lock 10Pin M Conn. M Pin

BU-10PMMP-LC7001 Hubert 2024/05/22
      TOLERANCE
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REV. ECN NO. DATE SIGN DESCRIPTION

E C190269 2019/02/25 Ruru Modify Note

F C211525 2021/09/28 Ruru    X3

G C240563 2024/05/22 Hubert    X1

ITEM NAME Description Spec QTY

1 ZSE00100224 10PIN MALE CONN BODYZSE HALF FINISHED(ZTM119E1001)1

2 ANA00010061 SCREW NUT NYLON+25%GF,94V-0,BK,LTW-TM1221

3 DGA0007EP70 GASKET,SQUARE,EPDM,BLACK,70Φ15.30XΦ20.60XH00.80,N1

Note:

*   Important Dimension To Check.

* Waterproof Rate: IP67, Unmated

* Housing: Thermoplastic, Black

* Pin: Copper Alloy, Gold Plated

* Nut: Thermoplastic, Black

* Gasket: Rubber, Black

* Use With Waterproof Cap Or Dust Cap

      Panel Thickness Max: 3.0mm

* Use Without Waterproof Cap Or Dust Cap

      Panel Thickness Max: 4.5mm

* Gasket and Nut are packed separately

  in PE bags. 
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