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REV. ECN NO. DATE SIGN DESCRIPTION

C LEN1130368 2011/03/11 Kevin Wang Modify The Dimensions

D LEN1180147 2011/08/27 baowei Add Wire Size

E C260582 2026/07/01 Yangyang    *4

ITEM NAME Description Spec QTY

1 ANA00010265 POWER CONN 16A PANEL M HOUSINGNYLON+25%GF,FR50,BK,TM09057A1

2 BAB00010629 MALE 16A SCREW IN BRASSMACHINE ASSY. ∮2.0*L26.04

3 JSM00010072 TBD TBD 4

4 BBB00010037 TBD TBD 4

5 DOR00010118 O-RING,CIRCLE,SILI,XGRAY,70Φ20.00XLΦ2.00 1

M3*0.5 Note:
*   Important Dimensions.
* Waterproof Rate: IP67, Mated,1m/30mins
* Housing:Thermoplastic, Black
* Pin: Copper Alloy, Tin Plated
* Pin Screws: 1.5mm(HEX), Metal
  For wire assembly, tightened by tool.
* Cond. Retainer: Copper Alloy, Tin Plated
* O-ring: Rubber, Gray
* Flame Class: UL94V-0
* One Set Assembled in one PE Bag
* 1.5mm Hex Tool for Screws sold separately
* Wire Size Range: 14AWG~18AWG
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