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1. THIS DRAWING IS RESERVED FOR AMPHENOL CABLE ON DEMAND. =
<
R55 MIN — z
[2]. ASSEMBLIES WITH LENGTHS UP TO 2.0m SHALL BE COMPLIANT TO IEEE802.3ck SPECIFICATION. 107 FOR REPETITIVE FLEXING o 10/23,2025 A R | AHSP 1
) NUMBER OF FLEXES NOT TO QU.DAI mpheno —
3. CABLE ASSEMBLIES, COMPONENTS AND SUB—COMPONENTS SHALL BE COMPLIANT TO EU DIRECTIVE 2011/65/EU—RoHS2. (®11.90 FXCEED 10 OVER LIFETIME 00 4025 s P ©
0.00 + 0.08 A Division of Amphenol Corporation
4. CF/E%E 1AOS_S1E8ME(33|_FIES MUST MEET SHIELDING EFFECTIVENESS REQUIREMENTS OF 35DB MINIMUM FROM 1—10GHZ AND 30DB BEND RADIUS FROM END OF DIECAST —— mmc./D;ONg T
. ANGLES +1.0° W.ZHANG CABLE ASSEMBLY, OSFP 112G N
5. EEPROM CONTENT SHALL BE COMPLIANT WITH CMIS SPECIFICATIONS, Amphenol UNLESS OTHERWISE SPECIFIED PASSIVE. 1000 25AWG. DUAL DRAIN | &
EEPROM REVISION IS EQUAL TO PRINT REVISION, EEPROM IS WRITE PROTECTED DIMENSIONS ARE IN MM ’ :
6. PACKAGE COMPLETED ASSY IN AN APPROPRIATELY SIZED ESD BAG. — //L\ SEE TABLE 1 N /A
I/' \\P CUSTOMER USE DRAWING NO. REV
7. UL LABEL MUST BE ON SHIPPING CARTON PER SUBJECT 764 OF THE UL COMPONENT WIRING T T R DRAWING C—NUMMEN—C199 10
HARNESS (ZPFW2) FILE #E86140. CSA LABEL MUST BE ON SHIPPING CARTON. , 2011/65/EU '
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P P2
GND —_1 ) 3] [(—GND
TX2P — 2 B | 32 [ RX2P
TX2N —1.3 K A 33 [ RX2N
GND —1 4 I o 34 —GND
TX4P — 15 B | 35 | RX4P
TX4N —1_6 O A 36 [ RX4N
GND —1 .7 ) SR 37 — GND
TX6P —1.8 A | 38 RX6P
TX6N —1_9 o |- 39 [——RX6N
GND— 10 1 40 |— GND
TX8P — 11 N - 4] RXSP
TX8N —_12 S | 42 —RX8N
GND —1_13 | . o 43 —GND
SCL —1 14 /ﬁ@ . AW 44 —INT/RSTn
VCC — 115 EEPROM . SK% 45 —VCC
VCC —1_16 . 46 —VCC
LPWh/PRSn—1 17 o 47 —SDA
GND —| 18 SR 48 —GND
RX7N—1_19 1 SR 49 ——TX7N
RX7P —1_20 X e am—— 50 [ TX7P
GND—_2] T 1 51 |— GND
RX5N—_22 K A 52 ——TX5N
RX5P—1 23 || ST 53 —TX5P
GND—_24 S 54 ——GND
RX3N—1_25 | — 55 [ TX3N
RX3P —1_26 1 o 56 |—TX3P
GND —|_27 I B 57 [—GND
RXTN—_28 & 1 58 [ TXIN
RX1P —1_29 K S 59 —TX1P
GND —1_30 . 60 ——GND
GND —1_3] ' ][ GND
RX2P —1 32 e 2 |[—Txop
RX2N—_33 T 3 [ TX2N
GND —1_34 1 4 |—GND
RX4P— 35 AT ! 5 —Tx4pP
RX4N—1_36 o 6 [ TX4N
GND —_37/ T 1 7 —GCND
RX6P —1_38 T 8 [—TX6P
RX6N—1_39 — 9 F—TX6N
GND—1_40 . I 10 —GND
RX8P —1 4] — 11 [ TX8P
RX8N — 42 — ,. 12 ——TX8N
GND —_43 . | 13— GND
INT/RSTn——1_44 WV — . 14 —SCL
VCC —1_45 o 15 —VCC
VCC —_46 ] SN 1ok 16 |—VCC
SDA — 47 . —W 17 _—LPWh/PRSn
GND —1 48 1 — 18 —GND
TX7N —_49 A d 19 [ RX7N
TX7P —1.50 g 1 20 ——RX7P
GND—1_5] I . 21 —GND
TX5N —_52 - 5 22 [ RX5N
TX5P —1 53 I 1 || 23 —RX5P
GND —1_54 ) S 24 (—GND
TX3N —_55 —— | 25 [ RX3N
TX3P —1 56 N K 26 [——RX3P
GND —1 57 R 27 |—GND
TXIN —1_58 A ' 28 [ RXIN
TX1P —_59 ) | 29 ——RXI1P
GND —1 60 30 —GND
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