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High-Performance MCU

The FM4 S6E2C Series provides a highly integrated single chip solution with 200 MHz of CPU power, up to 2 Mbytes of dual banked
high speed on chip flash memory, up to 256 Kbytes of on chip SRAM, and integrated peripheral features including IEEE 1588
compliant 10/100 base Ethernet, CAN, CAN-FD, USB and inverter control timers.

S6E2C Series Features

Digital Subsystem
W 3x Multi-Function Timers (MFT)

High Performance MCU Subsystem
MG675 CoreMark®, 200 MHz Arm® Cortex®-M4F CPU

W365 yA/MHz active current with 2.7 V to 5.5 V operating
voltage B 16x Base Timers, 4x Quadrature
Position/Revolution Counters (QPRC)

B 9x Programmable Pulse Generators (PPG)

B UItra-low power 1.0 pA real-time clock (RTC) operating

current B 1x Dual Timer, 2x CRC, and Watch Counter

B Up to 2 MB flash and 256 KB SRAM with 16 KB flash B 16 channels of Multi-Function Serial (MFS) interfaces
accelerator configurable as SPI, UART, 12C, or LIN

B Error-Correcting Code (ECC) support, hardware WDT1, low- M2x USB, 2x CAN, CAN-FD, IEEE 1588 Ethernet, High-
voltage detect, and clock supervisor blocks for safety-critical Speed Quad-SPI (HS-QSPI), I12S, and External Bus
applications Interfaces

Analog Subsystem

M 3x independent 12-bit, 2-Msps ADCs with a 32-channel
multiplexer input

M 2x dedicated 12-bit digital-to-analog converters (DACs)
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Document Number: 002-04980 Rev. *G S6E2C Series Datasheet Revised July 23, 2026



o CYPRESS

g EMBEDDED IN TOMORROW™

Ecosystem for Cypress FM4 MCUs

S6E2C Series

Cypress provides a wealth of data at http://www.cypress.com to help you to select the right MCU for your design, and to help you
to quickly and effectively integrate the device into your design. Following is an abbreviated list for FM4 MCUs:

B Overview: Product Portfolio, Product Roadmap
B Product Selectors: FM4 MCUs

B Application notes: Cypress offers a large number of FM4
application notes covering a broad range of topics, from
basic to advanced level. Recommended application notes
for getting started with FM4 family of MCUs are:

0 AN204468 - FM4 12S USB MP3 Player Application 32-Bit
Microcontroller FM4 Family: This application note
describes the general structure of the 12S USB MP3Player
software example, its single modules in detail and how it is
used.

O0AN204471 - FM4 S6E2CC Series External Memory
Programmer: This document describes use of the MCU
Universal Programmer as an off-line programmer for Quad
gPI flash memory programming on the S6E2CC Series

K.

O0AN203277 - FM 32-Bit Microcontroller Family Hardware
Design Considerations: This application note reviews
several topics for designing a hardware system around
FMO+, FM3, and FM4 family MCUs. Subjects include
power system, reset, crystal, and other pin connections,
and programming and debugging interfaces.

O0AN202488 - FM4 MB9BF56x and S6E2HG Series MCU -
Servo Motor Speed Control: This document covers servo
motor speed control solution on FM4 MCU - MB9BF56x
and S6E2HG.
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0AN99235 - FM4 S6E2HG Series MCU - 16-Bit PWM Using
a Base Timer: Cypress FM4 Family of 32-bit Arm®
Cortex®-M4 Microcontrollers FM4 S6E2H Series Motor
Control Arm® Cortex®-M4 MCU

0 AN202487 - Differences Among FMO+, FM3, and FM4 32-
Bit Microcontrollers: Highlights the peripheral differences
in Cypress’s FM family MCUs. It provides dedicated
sections for each peripheral and contains lists, tables, and
descriptions of peripheral feature and register differences.

0AN204438 - How to Setup Flash Security for FMO+, FM3
and FM4 Families: This application note describes how to
setup the Flash Security for FMO+, FM3, and FM4 devices

B Development kits:

0 FM4-U120-9B560 - Arm® Cortex®-M4 MCU Starter Kit
with USB and CMSIS-DAP

O FM4-216-ETHERNET Arm® Cortex®-M4 MCU
Development Kit with Ethernet, CAN and USB Host

O FM4-176L-S6E2CC-ETH - Arm® Cortex®-M4 MCU
Starter Kit with Ethernet and USB Host

O FM4-176L-S6E2GM - Arm® Cortex®-M4 MCU Pioneer Kit
with Ethernet and USB Host

B Peripheral Manuals
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1. Block Diagram

S6E2C Series
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2. Product Lineup

Here is the information used in the tables below:

S6E2 C C 9 JOAGV 2000A

_‘ 4‘ Package Identifier
Memory Size

Product Feature Set
C Series
Cypress FM 4 MCU

S6E2C Series

Memory Size
Memory Size S6E2Cx8 S6E2Cx9 S6E2CxA
On-chip flash memory 1024 Kbytes 1536 Kbytes 2048 Kbytes
On-chip SRAM 128 Kbytes 192 Kbytes 256 Kbytes
SRAMO 64 Kbytes 128 Kbytes 192 Kbytes
SRAM1 32 Kbytes 32 Kbytes 32 Kbytes
SRAM2 32 Kbytes 32 Kbytes 32 Kbytes
Package Dependent Features
Feature HOAGV JOAGV JOAGB LOAGL
144 176 192 216
Pin count and package type LQFP: LQS144 LQFP: LQP176 BGA: LBE192 LQFP: LQQ216
(0.5 mm pitch) (0.5 mm pitch) (0.8 mm pitch) (0.4 mm pitch)
High-speed quad SPI N/A 1 unit
Addr: 25-bit, Addr. 25-bit, Addr: 25-bit,
Data: 8-/16-bit Data: 8-/16-bit Data: 8-/16-/32-bit
CS: 8, CS:9, CS: 9,
External bus interface SRAM, NSIF;;M, A NSIF?{%M’h
NOR flash asn, asn,
NAND flash NAND flash NAND flash,
‘ SDRAM SDRAM
4-bit ETM/HTM 8-bit ETM/HTM 16-bit ETM/HTM
1S N/A 1 unit
I/O ports 120 152 190
12-bit A/D converter 24 ch (3 units) 32 ch (3 units)

Note:

—  See 15 Package Dimensions for detailed information on each package.
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Product Feature Set

S6E2C Series

Feature S6E2CC S6E2C5 S6E2C4 S6E2C3 S6E2C2 S6E2C1
CPU Cortex-M4F, MPU, NVIC 128 ch
Freq. 200 MHz
Power supply voltage range 2.7V to 5.5V
USB2.0 (device/host) 2ch 2ch N/A 2ch 2ch N/A
1ch. MIl: 1 1ch. MIl: 1
Ethernet-MAC ch /RMIl: N/A N/A N/A ch /RMIl: N/A
1ch 1ch
CAN 2ch 2ch 2ch N/A N/A N/A
CAN-FD (non-ISO CAN FD) 1ch 1ch 1ch N/A N/A N/A
DMAC 8ch
DSTC 256 ch
Multi-function serial interface 16¢ch (Max)
(UART/CSIO/LIN/I*C) ch0toch 7 : FIFO, ch 8 to ch 15 : No FIFO
Base timer
(PWC/Reload timer/PWM/PPG) 16 ch (Max)
A/D activation 6 ch
_ | .compare
g Input capture 4 ch
= | Free-run timer 3ch 3 units (Max)
< | Output compare 6 ch
Waveform generator 3ch
PPG 3ch
SD card interface 1 unit
QPRC 4 ch (Max)
Dual timer 1 unit
Real-time clock 1 unit
Watch counter 1 unit

CRC accelerator

Yes (fixed, programmable)

Watchdog timer

1 ch (SW) + 1 ch (HW)

External interrupts

32 pins (Max)+ NMI x 1

12-bit D/A converter

2 units (Max)

CSV (clock supervisor) Yes
LVD (low-voltage detector) 2ch
- High-speed 4 MHz
Built-in CR Low-speed 100 kHz
Debug function SWJ-DP/ETM/HTM
Unique ID Yes
Notes:

—  Because of package pin limitations, not all functions within the device can be brought out to external pins. You must carefully

work out the pin allocation needed for your design.
You must use the port relocate function of the I/O port according to your function use.

— See 12.4.3 Built-In CR Oscillation Characteristics for the accuracy of the built-in CR.

Document Number: 002-04980 Rev. *G
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3. Detailed Device Features

S6E2C Series

Devices in the S6E2C Series are highly integrated 32-bit microcontrollers with high performance and competitive cost. This series
is based on the Arm Cortex-M4F processor with on-chip flash memory and SRAM. The series has peripherals such as motor
control timers, A/D converters, and communications interfaces (USB, CAN, UART, CSIO (SPI), I2C, LIN). The products that are
described in this datasheet are placed into TYPE3-M4 product categories "FM4 Family Peripheral Manual Main Part (002-04856)."

32-bit Arm Cortex-M4F Core

B Processor version: rOp1

B Up to 200 MHz frequency operation
BFPU built-in

B Support DSP instructions

EMemory protection unit (MPU): improves the reliability of an
embedded system

M Integrated nested vectored interrupt controller (NVIC): 1 NMI
(non-maskable interrupt) and 128 peripheral interrupts and
16 priority levels

W 24-bit system timer (Sys Tick): system timer for OS task
management

On-chip Memories

B Flash memory
This series is based on two independent on-chip flash
memories.

O Up to 2048 Kbytes

O Built-in flash accelerator system with 16 Kbytes trace
buffer memory

O Read access to flash memory that can be achieved

without wait-cycle up to an operating frequency of 72 MHz.

Even at the operating frequency more than 72 MHz, an
equivalent single cycle access to flash memory can be
obtained by the flash accelerator system.

O Security function for code protection

ESRAM
This is composed of three independent SRAMs (SRAMO,
SRAM1 and SRAM2). SRAMO is connected to the I-code bus
and D-code bus of Cortex-M4F core. SRAM1 and SRAM2 are
connected to system bus of Cortex-M4F core.

0 SRAMO: up to 192 Kbytes

O SRAM1: 32 Kbytes
O SRAM2: 32 Kbytes

Document Number: 002-04980 Rev. *G
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External Bus Interface

B Supports SRAM, NOR, NAND flash and SDRAM device
B Up to 9 chip selects CS0 to CS8 (CS8 is only for SDRAM)
M 8-/16-/32-bit data width

B Up to 25-bit address bus

B Maximum Access size: 256M byte

B Supports address/data multiplexing

B Supports external RDY function

USB Interface (Max two channels)
The USB interface is composed of a device and a host.

BMUSB device
O USB 2.0 Full-speed supported
O Max 6 EndPoint supported
» EndPoint 0 is control transfer
» EndPoint 1, 2 can be selected bulk-transfer, interrupt-
transfer or isochronous-transfer
» EndPoint 3 to 5 can select bulk-transfer or interrupt-
transfer
» EndPoint 1 to 5 comprise double buffer
O The size of each endpoint is as follows.
» Endpoint 0, 2 to 5: 64 byte
» EndPoint 1: 256 byte

BUSB host
0 USB2.0 Full-Speed/Low-Speed supported

O Bulk-transfer, interrupt-transfer, and isochronous-transfer
support

o0 USB Device connected/dis-connected automatically detect
O IN/OUT token handshake packet automatically

O Max 256-byte packet length supported

0 Wake-up function supported

Page 7 of 200
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CAN Interface (Max two channels)
B Compatible with CAN specification 2.0A/B
HEMaximum transfer rate: 1 Mbps

HBuilt-in 32-message buffer

CAN-FD Interface (One channel)

B Compatible with CAN Specification 2.0A/B

B Maximum transfer rate: 5 Mbps

B Message buffer for receiver: up to 192 messages
B Message buffer for transmitter: up to 32 messages
B CAN with flexible data rate (non-ISO CAN FD)

HENotes:

0 CAN FD cannot communicate between non-ISO CAN FD
and ISO CAN FD, because non-ISO CAN FD and ISO
CAN FD are different frame format.

O About the problem of "non-ISO CAN FD", see the White
Paper from CiA(CAN in Automation).
http://www.can-
newsletter.org/engineering/standardization/141222_can-
fd-and-crc-issued_white-paper_bosch

Multi-function Serial Interface (Max 16 Channels)

B Separate 64 byte receive and transmit FIFO buffers for
channels 0 to 7.

B Operation mode is selectable for each channel from the
following:
0O UART
o CSIO (SPI)
oLIN
ol2C
BUART
O Full-duplex double buffer
O Selection with or without parity supported
0O Built-in dedicated baud rate generator
O External clock available as a serial clock

O Various error detect functions available (parity errors,
framing errors, and overrun errors)

ECSIO (SPI)
O Full-duplex double buffer
O Built-in dedicated baud rate generator
O Overrun error detect function available
O Serial chip select function (ch 6 and ch 7 only)
O Supports high-speed SPI (ch 4 and ch 6 only)
O Data length 5 to 16-bit

HLIN
O LIN protocol Rev.2.1 supported
O Full-duplex double buffer
O Master/slave mode supported

O LIN break field generation (can change to 13- to 16-bit
length)

O LIN break delimiter generation (can change to 1- to 4-bit
length)

Document Number: 002-04980 Rev. *G

S6E2C Series Datasheet
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O Various error detect functions available (parity errors,
framing errors, and overrun errors)

H|2C
O Standard mode (Max 100 kbps)/Fast mode (Max 400
kbps) supported

O Fast mode Plus (Fm+) (Max 1000 kbps, only for ch 3 = ch
A and ch 7 = ch B) supported

DMA Controller (Eight Channels)
DMA controller has an independent bus, so the CPU and DMA
controller can process simultaneously.

B Eight independently configured and operated channels

B Transfer can be started by software or request from the built-
in peripherals

B Transfer address area: 32-bit (4 GB)

H Transfer mode: Block transfer/Burst transfer/Demand
transfer

B Transfer data type: bytes/half-word/word
B Transfer block count: 1 to 16
B Number of transfers: 1 to 65536

DSTC (Descriptor System Data Transfer Controller;
256 channels)

The DSTC can transfer data at high-speed without going via
the CPU. The DSTC adopts the descriptor system and,
following the specified contents of the descriptor that has
already been constructed on the memory, can access directly
the memory/peripheral device and perform the data-transfer
operation.

It supports the software activation, the hardware activation,
and the chain activation functions.

A/D Converter (Max 32 Channels)

W 12-bit A/D Converter
O Successive approximation type
O Built-in three units
o Conversion time: 0.5 ys at5 vV
O Priority conversion available (priority at two levels)
O Scanning conversion mode

O Built-in FIFO for conversion data storage (for SCAN
conversion: 16 steps, for priority conversion: 4 steps)

D/A Converter (Max two channels)
HR-2R type

M 12-bit resolution
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Base Timer (Max 16 channels)
Operation mode is selected from the following for each
channel:

M 16-bit PWM timer

W 16-bit PPG timer

W 16-/32-bit reload timer
W 16-/32-bit PWC timer

General Purpose 1/0 Port

This series can use its pins as general purpose |/O ports when
they are not used for external bus or peripherals; moreover,
the port relocate function is built in. It can set the 1/O port to
which the peripheral function can be allocated.

H Capable of pull-up control per pin
HCapable of reading pin level directly
HBuilt-in port-relocate function

B Up to 120 high-speed general-purpose I/O ports in 144-pin
package

HMSome pins 5V tolerant 1/0.
See "5. Pin Descriptions" and "6. I/O Circuit Type" for the
corresponding pins.

Multi-function Timer (Max three units)
The multi-function timer is composed of the following blocks:

Minimum resolution: 5.00 ns

W 16-bit free-run timer x 3 ch/unit
HInput capture x 4 ch/unit

M Output compare x 6 ch/unit

B A/D activation compare x 6 ch/unit
B \Waveform generator x 3 ch/unit

B 16-bit PPG timer x 3 ch/unit

The following functions can be used to achieve the motor
control:

B PWM signal output function

B DC chopper waveform output function
B Dead time function

HInput capture function

BA/D convertor activate function

BDTIF (motor emergency stop) interrupt function

Document Number: 002-04980 Rev. *G
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Real-Time Clock (RTC)
The real-time clock can count year, month, day, hour, minute,
second, or day of the week from 00 to 99.

M Interrupt function with specifying date and time
(year/month/day/hour/minute) is available. This function is
also available by specifying only year, month, day, hour, or
minute.

B Timer interrupt function after set time or each set time.
B Capable of rewriting the time with continuing the time count.

M Leap year automatic count is available.

Quadrature Position/Revolution Counter (QPRC;
Max four channels)

The Quadrature Position/Revolution Counter (QPRC) is used
to measure the position of the position encoder. It is also
possible to use up/down counter.

B The detection edge of the three external event input pins
AIN, BIN and ZIN is configurable.

M 16-bit position counter
W 16-bit revolution counter

B Two 16-bit compare registers

Dual Timer (32-/16-bit Down Counter)

The dual timer consists of two programmable 32-/16-bit down
counters.

Operation mode is selectable from the following for each
channel:

B Free-running

B Periodic (= Reload)

HOne shot

Watch Counter

The watch counter is used for wake up from low-power
consumption mode. It is possible to select the main clock, sub
clock, built-in High-speed CR clock, or built-in low-speed CR
clock as the clock source.

Minterval timer: up to 64 s (max) with a sub clock of
32.768 kHz

External Interrupt Controller Unit
B External interrupt input pin: Max 32 pins

M Include one non-maskable interrupt (NMI)
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Watchdog Timer (Two channels)
A watchdog timer can generate interrupts or a reset when a
time-out value is reached.

This series consists of two different watchdogs: a "hardware"
watchdog and a "software" watchdog.

The hardware watchdog timer is clocked by low-speed internal
CR oscillator. The hardware watchdog is thus active in any
power saving mode except RTC mode and Stop mode.

Cyclic Redundancy Check (CRC) Accelerator
The CRC accelerator helps to verify data transmission or
storage integrity.

CCITT CRC16 and IEEE-802.3 CRC32 are supported.
BCCITT CRC16 generator polynomial: 0x1021
HIEEE-802.3 CRC32 generator polynomial: 0x04C11DB7

Programmable Cyclic Redundancy Check
(PRGCRC) Accelerator

The CRC accelerator helps a verify data transmission or
storage integrity.

CCITT CRC16, IEEE-802.3 CRC32 and generating polynomial
are supported.

BCCITT CRC16 generator polynomial: 0x1021

HIEEE-802.3 CRC32 generator polynomial: 0x04C11DB7

B Generating polynomial

SD Card Interface
It is possible to use the SD card that conforms to the following
standards.

BPart 1 Physical Layer Specification version 3.01
BMPart E1 SDIO Specification version 3.00

B Part A2 SD Host Controller Standard Specification version
3.00

M 1-bit or 4-bit data bus

Ethernet-MAC

B Compliant with IEEE802.3 specification

B 10 Mbps/100 Mbps data transfer rates supported
EMII/RMII for external PHY device supported.
BMII: Max one channel

BRMII: Max one channel

B Full-duplex and half-duplex mode supported.

Document Number: 002-04980 Rev. *G

S6E2C Series Datasheet

S6E2C Series

B \Wake-ON-LAN supported

M Built-in dedicated descriptor-system DMAC

M Built-in 2 Kbytes transmit FIFO and 2 Kbytes receive FIFO.
B Compliant IEEE1588-2008 (PTP)

I2S (Inter-IC Sound Bus) Interface (TX x one channel,
RX x one channel)

B Supports three transfer protocols
ol12817
O Left justified
o DSP mode
O Separate clock generation block for flexible system
integration options
B Master/slave mode selectable

BRX Only, TX Only or TX and RX simultaneous operation
selectable

B Word length is programmable from 7-bits to 32-bits

BRX/TX FIFO integrated (RX: 66 words x 32-bits, TX: 66
words x 32-bits)

EDMA, interrupts, or polling based data transfer supported

High-speed Quad SPI

Up to 66 MHz clock rates for very fast data transfers to and
from SPI compatible devices.

Up to 256 Mbytes of memory mapped address space.

B Single data rate (SDR)
B Supports single, dual, and quad data modes

M Built-in direct mode and command sequencer mode

o Direct mode: Access by use of transmission
FIFO/reception FIFO (up to 16 word x 32 bit)

o Command sequencer mode: Automatic access assigned
to external device area.

Clock and Reset

M Clocks
Five clock sources (two external oscillators, two internal CR
oscillators, and Main PLL) that are dynamically selectable.

O Main clock: 4 MHz to 48 MHz

O Sub clock: 30 kHz to 100 kHz

O High-speed internal CR clock: 4 MHz
O Low-speed internal CR clock: 100 kHz
o0 Main PLL Clock

M Resets
O Reset requests from INITX pin
O Power on reset
O Software reset
O Watchdog timer reset
O Low-voltage detector reset
O Clock supervisor reset
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Clock Supervisor (CSV)
Clocks generated by internal CR oscillators are used to
supervise abnormality of the external clocks.

B External OSC clock failure (clock stop) is detected, reset is
asserted.

B External OSC frequency anomaly is detected, interrupt or
reset is asserted.

Low-Voltage Detector (LVD)

This Series include two-stage monitoring of voltage on the
VCC pins. When the voltage falls below the voltage that has
been set, the low-voltage detector function generates an
interrupt or reset.

BLVD1: error reporting via interrupt

HLVD2: auto-reset operation

Low-power Consumption mode
Six low power consumption modes are supported.

H Sleep
ETimer
HRTC
H Stop

HDeep standby RTC (selectable from with/without RAM
retention)

B Deep standby stop (selectable from with/without RAM
retention)

Peripheral Clock Gating

The system can reduce the current consumption of the total
system with gating the operation clocks of peripheral functions
not used.

Document Number: 002-04980 Rev. *G
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VBAT

The consumption power during the RTC operation can be
reduced by supplying the power supply independent from the
RTC (calendar circuit)/32 kHz oscillation circuit. The following
circuits can also be used.

ERTC

M 32-kHz oscillation circuit

M Power-on circuit

B Back up register: 32 bytes

HPort circuit

Debug
B Serial wire JTAG debug port (SWJ-DP)

BEmbedded trace macrocells (ETM) provide comprehensive
debug and trace facilities.

B AHB trace macrocells (HTM)

Unique ID
Unique value of the device (41-bit) is set.

Power Supply

M Five power supplies

o Wide range voltage:
VCC =27Vto55V

o Power supply for USB ch 0 1/O:
USBVCCO0 = 3.0V to 3.6 V (when USB is used)

=2.7V 10 5.5V (when GPIO is used)
o Power supply for USB ch 1 1/O:
USBVCC1 =3.0Vto 3.6 V (when USB is used)
=2.7Vto0 5.5V (when GPIO is used)
o Power supply for Ethernet-MAC 1/O:
ETHVCC =3.0Vto5.5V (when Ethernetis used.)
=2.7Vto 5.5V (when GPIO is used)

o Power supply for VBAT:
VBAT =1.65Vto55V
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5. Pin Descriptions

List of Pin Functions
The number after the underscore (

pins, there are multiple pins that provide the same function for the same channel.

Use the extended port function register (EPFR) to select the pin.

S6E2C Series

) in pin names such as XXX_1 and XXX_2 indicates the relocated port number. For these

Pin Number
S le
© © 3 N Pin . . gy =g
- ~ < ) Alternate Pin Functions =2 ng
8 Y b7y o Name 8 3 2 E
(¢} g (¢} om < o
-l - -l - =
1 1 1 c1 | vce | | - | -
RTO20_0
2 2 2 B2 PAO (PPG20_0) TIOA8_O AIN2_0 INTOO_O MADATAOO0_ 0 | G K
RTO21 0
C2 PA1 (PPG20_0) TIOA9 0 BIN2_0 MADATAO1_0 G |
RTO22 0
4 4 4 C3 PA2 (PPG22 0) TIOA10_0 ZIN2_0 MADATAO02_0 G |
RTO23_0
5 5 5 D5 PA3 (PPG22 0) TIOA11_0 MADATAQ3_0 G |
RTO24 0
6 6 6 D2 PA4 (PPG24_0) TIOA12_0 | MADATA04 0 G |
RTO25_0
7 7 7 D1 PA5 SIN1_0 (PPG24_0) TIOA13_0 INTO1_0 MADATAO5 0 | G K
SOT1 0
8 8 8 D3 PAG (SDA1 0)) DTTI2X_0 | MADATA06_0O E |
SCK1_0
9 9 9 D4 PA7 (SCL170) IC20 0 MADATAO07_0 E |
RTOO00_1
10 10 - E2 P50 SCS72_0 (PPGO00_1) TIOA8_2 MADATA16_0 E |
RTOO1_1
11 11 - E3 P51 SCS73 0 (PPG00_1) TIOB8_2 MADATA17_0 E |
RTO02_1
12 12 - E4 P52 (PPG02_1) TIOA9 2 MADATA18_0 E |
RTO03_1
13 - - - P53 (PPG02 1) TIOB9 2 MADATA19 0 E |
14 13 10 E5 PA8 SIN7 0 IC21 0 INTO2 0 WKUP1 MADATAQ08 0 | Q
SOT7 0
15 14 1" F1 PA9 (SDA7 0) IC22_ 0 MADATAQ09 0 N |
SCK7_0
16 15 12 F2 PAA (SCL7 0) IC23 0 IC23 0 MADATA10_0 N |
17 16 13 F3 PAB SCS70 0 RX0 0 FRCK2 0 INTO3 0 MADATA11 0 E K
18 17 14 F4 PAC SCS71 0 TX0 0 TIOB8 0 AIN3 0 MADATA12 0 | E |
RTO04_1
19 - - - P54 SIN15_1 (PPGO04_1) TIOA10_2 INTOO 2 MADATA20 0 | E K
SOT15_1 RTO05_1
20 - - - P55 (SDA15 1) | (PPG04 1) TIOB10_2 MADATA21 0 E |
SCK15_1
21 - - - P56 (SCL15 1) DTTIOX_1 TIOBO_1 MADATA22_0 |
22 - - - P57 IC00 1 TIOB1 1 MADATA23 0 |
SCK3 0
23 18 15 F5 PAD (SCL3 0) TIOB9_0 BIN3_0 MADATA13_0 |
24 19 16 F6 PAE ADTG_O (28'13—8) TIOB10_0 ZIN3_0 MADATA14 0 | N |
25 20 17 G2 PAF SIN3 0 TIOB11 0 INT16 0O MADATA15 0 - | K
26 - - - P58 SINT1_1 ICO1_1 TIOB2_1 MADATA24 0 INT02_2 E | K
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Pin Number
5l
g © < N Pin . : g g 2 g
8 E ‘% E Name Alternate Pin Functions G2 tglz
c c c o O | &
- -l - - =
SOT11_1
27 - = = P59 (SDA11_1) 1C02_1 TIOB3_1 MADATA25 0 E |
SCK11_1
28 - - - P5A (SCL11 1) IC03_1 TIOB4 1 MADATA26_0 E |
29 = = = P5B FRCKO_1 TIOB5 1 | MADATA27 0 E [
30 21 18 G3 P08 SIN14 0 TIOB12 0 INT17 0 MDQMO_0 E | K
SOT14_ 0
31 22 19 G4 P09 (SDA1470) TIOB13_0 INT18_0 MDQM1_0 E | K
SCK14_0
32 23 20 G5 POA ADTG_1 (SCL140) AIN2_1 MCLKOUT 0 L |
33 | - : - | psc | TIOA11 2 MADAOTA% RTCCO 1 | SUBOUT 1 E | |
34 24 = G6 P30 RX0_1 TIOA13 2 INTO3 2 MDQM2_0 12SDI0_0 E | K
35 25 = H4 P31 TX0 1 TIOB13 2 MDQM3_0 I2SCKO0 0 E [
36 26 21 H2 P32 BIN2 1 INT19 0 S DATA1 0 L | K
37 27 22 J1 P33 FRCKO 0 ZIN2 1 S _DATAO 0 L [
38 28 23 H3 P34 IC03 0 INTOO 1 S CLK 0 L | K
39 29 24 HA1 VCC = =
40 30 25 H5 VSS = =
41 31 26 H6 P35 IC02 0 INTO1 1 S CMD 0 L | K
42 32 27 J5 P36 IC01 0 INTO2 1 S DATA3 0 L | K
43 33 28 J4 P37 IC00 0 INTO3 1 S DATA2 0 L | K
44 34 29 J3 P38 ADTG 2 DTTIOX 0 S WP 0 E [
RTO00_0 o | o :'
_ 10|l
45 35 30 J2 P39 SIN2_1 (PPGO00_0) TIOAO 1 AIN3_1 c|o 8 G | K
Z | w»
= =
|
SOT2_1 RTO01_0 ~ 1 Q
46 36 31 K1 P3A (SDA2 1) | (PPG00_0) TIOA1 1 BIN3_1 z S G | K
< | =
- oI oI
|
SCK2_1 RTO02_0 o | N U
47 37 32 K2 P3B (SCL2 1) | (PPG02.0) TIOA2_1 ZIN3_1 co|z G | K
zZ Z
£ |l ==
ol OI
RTO03_0 S|y
48 38 33 K3 P3C SIN13 0 (PPG02.0) TIOA3 1 INT19_1 3|2 G| K
S| =
SOT13_0 RTO04 0
49 39 34 K4 P3D (SDA130) | (PPG04 0) TIOA4 1 MAD20_0 MNWEX_0 G| I
SCK13_0 RTO05_0
50 40 35 L1 P3E (SCL130) | (PPG04 0) TIOA5_1 MAD19_0 MNREX_0 G| I
51 41 - L2 P5D SIN10_1 TIOB11 2 INTO1 2 MADATA29 0 | I2SMCLKO 0 | E | K
SOT10_1
52 42 - L3 P5E (SDA10 1) TIOA12_2 | MADATA30 0 | 12SDO0_0 E |
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S6E2C Series

Pin Number
S le
© © 3 o Pin . . gy =g
b N~ < 2} Alternate Pin Functions =2 »ng
8 T 5 o Name 8'2 .E'2
(<} g (¢} oM = o
| 4 | - =
SCK10_1
53 43 - M2 P5F (SCL10_1) TIOB12_2 MADATA31_0 I2SWSO0_0 E
54 44 36 M1 VSS - -
55 45 37 N1 VCC - -
OI o|
RTO10_0 o | %
56 | 46 | 38 | N2 | P40 SIN3_1 (PPG10.0) TIOAO_0 AINO_0 g G| K
=z (@)
= =
SOT3_1 RTO11_0
57 47 39 N3 P41 (SDA3_1) (PPG10_0) TIOA1_0 BINO_O MCSX6_0 G |
SCK3_1 RTO12_0
58 48 40 M3 P42 (SCL3 1) (PPG120) TIOA2_0 ZINO_0 MCSX5_0 G |
RTO13_0
59 49 41 L4 P43 SIN15_0 (PPG12 0) TIOA3_0 INTO4_0 MCSX4_0 G K
SOT15 0 | RTO14 0
60 50 42 M4 P44 (SDA150) | (PPG14 0) TIOA4_0 MCSX3_0 G |
SCK15_0 RTO15_0
61 51 43 N4 P45 (SCL15 0) | (PPG14 0) TIOA5 0 MCSX2 0 G |
62 52 44 P2 C - -
63 53 45 P3 VSS - -
64 54 46 P4 VCC - -
65 - - - P4A SIN12 1 AINO 1 INTO4 2 E K
SOT12_1
66 - - - P4B (SDA12 1) BINO_1 |
SCK12_1
67 - - - P4C (SCL12 1) ZINO_1 |
68 - - - P4D SCS72 1 RX2 2 INTO5 2 E K
69 - - - P4E SCS73 1 TX2 2 E |
o
N I
SCK1_1 X
70 55 47 L5 P7D RX2_0 DTTIMX_ 0 INTO5_0 2 L Q
(SCL1_1) é 8
=
71 56 48 M5 P7E ADTG 7 TX2 0 FRCK1 0 MCSX0 0 L |
72 57 49 N5 INITX B C
73 58 50 P5 P46 X0A P S
74 59 51 P6 P47 X1A Q T
75 60 52 P8 VBAT - -
76 61 53 N6 P48 VREGCTL O U
77 62 54 M6 P49 VWAKEUP O U
78 63 - K5 PFO SCS63 0 RX2 1 FRCK1 1 TIOA15 1 INT22 1 E K
79 64 - K6 PF1 SCS62 0 TX2 1 TIOB15 1 INT23 1 E K
80 65 55 L6 P70 ADTG 8 SIN1 1 INTO6 O MRDY 0 | K
SOT1_1
81 66 56 J6 P71 (SDA1 1) MADOO_0O E |
82 67 57 L8 P72 SIN9 0 TIOBO 0 INTO7 O MADO1 0 E K
SOT9 0
83 68 58 K8 P73 (SDA9 0) TIOB1_0 MADO02_0 E |
SCK9_0
84 69 59 J8 P74 (SCL9 0) TIOB2_0 MADO3_0 E |
RTO10_1
85 70 - N8 PF2 (PPG10_1) TIOAG6_1 MRASX 0 L |
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S6E2C Series

Pin Number
Se g
© © < N Pin . . bt -
b N~ < 2} Alternate Pin Functions =2 »ng
8 T 5 o Name 8 = £ =
(<} g (¢} oM = o
| | | - =
RTO11_1
86 71 - M8 PF3 (PPG10_1) TIOB6_1 INTO5_1 MCASX_0 L K
RTO12_1
87 72 - N9 PF4 (PPG12_1) TIOA7_1 INTO6_1 MSDWEX_0 L K
RTO13_1
88 73 - P9 PF5 (PPG12 1) TIOB7_1 INTO7_1 MCSX8_0 L K
RTO14_1
89 74 - M9 PF6 (PPG14_1) TIOA14_1 INT20_1 MSDCKE_O L K
RTO15_1
90 75 - L9 PF7 (PPG14_1) TIOB14_1 INT21_1 MSDCLK_0 L K
91 76 60 K9 P75 SIN8_0 TIOB3_0 AIN1_0 INT20_0 MADO4_0 E K
SOT8 0
92 77 61 P10 P76 (SDA8_0) TIOB4_0 BIN1_0 MADO05_0 E |
SCK8_0
93 78 62 N10 P77 (SCL8 0) TIOB5_0 ZIN1_0 MADO06_0 E |
94 - - - PF8 SCS70 1 DTTIMX 1 AIN1 1 E |
95 - - - PF9 SCS71 1 IC10 1 BIN1 1 E |
96 79 63 L10 P78 SIN6 0 IC10 0 INT21 0 MADQ7 0 E K
SOT6_0
97 80 64 K10 P79 (SDA6_0) IC11_0 MADO08_0 L |
SCK6_0
98 81 65 M10 P7A (SCL6_0) IC12_0 MADOQ9 0 L |
99 82 66 N11 P7B DA1 SCS60_0 IC13 0 INT22 0 R J
100 83 67 M11 P7C DAO SCS61_0 INTO4_1 R J
SCK7_1
101 - - - PFA (SCL7 1) IC11_1 ZIN1 1 E |
SOT7_1
102 - - - PFB (SDA7_1) IC12_1 INTO7_2 E K
103 - - - PFC SIN7 1 IC13 1 INTO6 2 E K
104 84 68 N13 PEO MD1 C E
105 85 69 N12 MDO J D
106 86 70 P12 PE2 X0 A A
107 87 71 P13 PE3 X1 A B
108 88 72 N14 VSS - -
109 89 73 M14 VCC - -
110 90 74 M13 | AVCC - -
111 91 75 M12 | AVSS - -
112 92 76 L13 AVRL - -
113 93 77 L12 AVRH - -
114 94 78 L11 P10 ANOO SIN10_0 TIOAQ_2 AINO_2 INTO8_0 F M
SOT10_0
115 95 79 K13 P11 ANO1 (SDA10_0) TIOBO_2 BINO_2 F L
SCK10_0
116 96 80 K12 P12 ANO02 (SCL10 0) TIOA1_2 ZINO_2 F L
117 97 81 K14 P13 ANO03 SING 1 RX1 1 INT25 1 F M
SOT6_1
118 98 82 K11 P14 ANO4 (SDA6_1) T™X1_1 F L
119 - - - PB8 ADTG 6 SCS63 1 INTO8 2 TRACEDS8 E O
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S6E2C Series

Pin Number
5l
© © 3 o Pin . . gy =g
S ~ 3 o Alternate Pin Functions Gy ng
8 T 5 o Name 8'2 .E'2
g () (e] m ~ o
- - — - -
120 | - . | PB9 | SIN9 1 AIN2 2 INTO9 2 TRACED9
SOT9. 1
121 | - - - | PBA | 3pagq) | BIN22 | TRACEDIO N
SCK9_1
122 | - - - | PBB | 32lg7y) | ZN22 | TRACEDT E| N
123 | 99 | 83 | J13 | P15 ANO5 SIN11.0 TIOB1 2 AIN1_2 INTO9_0 Flwm
SOT1 0
124 | 100 | 84 | J12 | P16 ANOB (SDAH0) | TIOA2.2 BIN1 2 FlL
SCK11 0
125 | 101 | 85 | J11 | P17 ANO7 (Lo | TIOB2.2 ZIN1_2 FlL
SCK6_1
126 | 102 | - | J10o | PBO AN16 SCLe 1) TIOA9 1 FlL
127 | 103 | - | Jo | PB1 AN17 SCS60 1 TIOB9 1 INTO8_1 F | M
128 | 104 | - | H10 | PB2 AN18 SCS61 1 | TIOA10 1 INTO9 1 F | M
129 | 105 | - | Ji4 | PB3 ANT9 SCS62 1 | TIOB10 1 FlL
130 | 106 | 86 | HO | P18 ANOS SIN2 0 TIOA3 2 INT10_0 F | M
SOT2.0
131 | 107 | 87 | H12 | P19 AN09 DAz ) | TIOB32 INT24_1 TRACECLK | F | O
132 | 108 | 88 | H14 | P1A AN10 égg—g) TIOA4 2 TRACEDO F | N
133 | 109 | 89 | Gi4 | P1B ANAT SIN12 0 TIOB4 2 INT11 0 TRACED1 | F
SOT12.0
134 | 110 | 90 | H13 | P1C AN12 DAz ) | TIOAS2 TRACED2 F N
SCK12.0
135 | 111 | 91 | H11 | P1D AN13 @cLis 0y | TIOB5.2 TRACED3 F N
136 | - ] - | vss -] -
137 | - ] - | vee -] -
138 | 112 | - | Gi3 | PB4 AN20 SINS_1 TIOAT1 1 INT10_1 TRACED4 | F | O
SOT8. 1
130 | 113 | - | F14 | PB5 AN21 (DAGl) | TIOBTL INT11_1 TRACED5 | F | O
140 | 114 | - | G12 | PBe AN22 (gg:fg—:) TIOA12_1 TRACED6 F N
121 | 115 | - | G611 | P87 AN23 TIOB12 1 | TRACED? F N
142 | 116 | 92 | G10 | P1E AN14 TIOA8 1 INT26_1 MAD10 0 F | M
143 | 117 | 93 | G9 | P1F AN15 RTS5 0 TIOB8 1 INT27 1 MADI1 0 | F | M
144 | 118 | 94 | F10 | P2A AN24 CTS5 0 MAD12 0 FlL
SCK5._0
145 | 119 | 95 | F11 | P29 AN25 (CLeT0) | MADT3.0 FlL
SOT5.0
146 | 120 | 96 | F12 | P28 AN26 (DA o) | MAD14.0 FlL
147 | 121 | 97 | F13 | P27 AN27 SIN5 0 INT24 0 MAD15 0 F | M
148 | - - - | PBC TX1 2 | TRACED12 E | N
SCKO_1
149 | - ; - | peD | 2o, RX1 2 AIN3_2 INT10_2 TRACED13 | E | O
SOTO_1
150 | - - - | PBE | 3paoy) | BINS2 | TRACED14 E| N
151 | - - = | PBF | SINO 1 ZIN3 2 INT11 2 TRACED15 E| O
152 | 122 | 98 | E10 | P26 TX1 0 MAD16_0 E | |
153 | 123 | 99 | E11 | P25 AN28 RX1 0 INT25 0 MAD17 0 F | M
154 | 124 | 100 | E12 | P24 AN29 TIOA13 1 | MAD18 0 F L
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S6E2C Series

Pin Number
S le
el e |3 |g|pn in Funct 5858
8 = = 2 Name Alternate Pin Functions 8'2 2!2
(¢} g (¢} oM ~ o
| | | - =
SCKO0 0
155 125 101 E13 P23 UHCONX1 AN30 (SCLO 0) TIOB13_1 F L
SOTO0_0
156 126 102 D12 P22 AN31 (SDAQ_0) INT26_0 F M
157 127 103 D13 P21 ADTG 4 SINO_0 INT27_0 CROUT_0 I K
158 128 104 | C13 P20 NMIX WKUPO | F
USBV

159 129 105 E14 cC1 - -
160 130 106 D14 P82 UDM1 H R
161 131 107 | C14 P83 UDP1 H R
162 132 108 B14 VSS - -
163 133 109 | A13 VCC - -
164 134 110 B13 P00 TRSTX E G
165 135 111 A12 P01 TCK SWCLK E G
166 136 112 C12 P02 TDI E G
167 137 113 B12 P03 TMS SWDIO E G
168 138 114 B11 P04 TDO SWO E G
169 139 - C11 P90 INT12 1 Q 103 0 S K
170 140 - D11 P91 SIN5 1 INT13 1 Q102 0 S K

SOT5 1
171 141 - B10 P92 (SDA5_1) INT14_1 Q_101_0 S K

SCK5 1
172 142 - Cc10 P93 (SCL5 1) INT15_1 Q_100 0 S K
173 143 - D10 P94 CTS5 1 Q SCK 0 S I
174 144 - B9 P95 RTS5 1 Q CS0 0 S I
175 - - - P96 RX0 2 INT12 2 QCs10 S K
176 - - - P97 TX0 2 INT13 2 Q CS2 0 S K
177 145 115 C9 PCO E RXER K V
178 146 116 B8 PC1 TIOB6_0 E_RX03 K \
179 147 117 D9 PC2 TIOA6 0 E_RX02 K V
180 148 118 E9 PC3 TIOB7 0 E_RXO01 K V
181 149 119 F9 PC4 TIOA7 0O E RXO00 K \
182 150 120 C8 PC5 TIOB14 0 E RXDV K V
183 151 121 D8 PC6 TIOA14 0 E_MDIO K V
184 152 122 E8 PC7 INT13 0 E MDC CROUT 1 E | W
185 153 123 | A10 PC8 E RXCK REFCK K V
186 154 124 F8 PC9 TIOB15 0 E COL K \
187 155 125 B7 PCA TIOA15 0 E CRS K \
188 156 126 A9 ETHVCC - -
189 157 127 A8 VSS - -
190 158 128 A7 PCB INT28 0 E COUT L W
191 159 129 C7 PCC E TCK K V
192 160 130 A6 PCD SOT4_1 INT14_ 0 E TXER L W

(SDA4 1) — —
193 161 131 D7 PCE SIN4 1 INT15 0 E TX03 L W
194 162 132 E7 PCF RTS4 1 INT12 0 E TX02 L W
195 163 133 F7 PDO INT30 1 E TX01 L W
196 164 134 B6 PD1 INT31 1 E TXO00 L W
197 165 135 C6 PD2 CTS4 1 FRCK2 1 E_TXEN L V

SCK4 1

198 166 136 D6 P6E ADTG_5 (SCL4 1) IC23_1 INT29_ 0 E_PPS E | W
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S6E2C Series

Pin Number
S le
© © 3 o Pin . . gy =g
b N~ < 2} Alternate Pin Functions =2 »ng
8 T 5 o Name 8 = £ =
(<} g (¢} oM = o
| | ar | =
SCK14_1
199 - - - P6eD (SCL14_1) 1IC22_1 TIOB6_2 E |
SOT14_1
200 - - - P6C (SDA14 1) IC21_1 TIOA6_2 E |
201 - - - P6B SIN14_1 1IC20 1 TIOB7_2 INT14 2 E K
202 - - - P6A DTTI2X 1 TIOA7 2 E |
RTO20_1
203 - - - P69 (PPG20_1) TIOB14_2 E |
SCK13_1 | RTO21_1
204 - - - P68 (SCL13 0) | (PPG20 1) TIOA14_2 E |
SOT13_1 | RTO22 1
205 - - - P67 (SDA13 1) | (PPG22 1) TIOB15_2 E |
RTO23_1
206 - - - P66 SIN13_1 (PPG22_1) TIOA15_2 INT15_2 E K
RTO24_1
207 167 - E6 P65 (PPG24_1) INT28_1 E K
RTO25_1
208 168 - B5 P64 CTS4_0 (PPG24_1) INT29_1 | K
209 169 137 C5 P63 ADTG 3 RTS4 0 INT30 O MOEX 0 L K
SCK4_0
210 170 138 B4 P62 (SCL4 0) MWEX 0 L |
211 171 139 C4 P61 UHCONXO0 (28'1:2—8) MALE_O RTCCO_0 SUBOUT_0 L |
212 172 140 B3 P60 SIN4 0 INT31:0 WKUP3 | Q
213 173 141 A4 USBVCCO - -
214 174 142 A3 P80 UDMO H R
215 175 143 A2 P81 UDPO H R
216 176 144 B1 - -
- - - E1 - -
- - - G1 - -
- - - pP7 - -
- - - | P11 - -
- - - | L4 - | -
- - S INT - -
- - - AS | vss i
- - - N7 - -
- - - M7 - -
- - - L7 - -
- - - K7 - -
- - - J7 - -
- - - G7 - -
- - - H7 - -
- - - H8 - -
- - - G8 - -
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Signal Descriptions
The number after the underscore ("_") in pin names such as XXX_1 and XXX_2 indicates the relocated port number. For these

pins, there are multiple pins that provide the same function for the same channel.

Use the extended port function register (EPFR) to select the pin.

S6E2C Series

Pin Number

Module Pin Name Function LQQ LQP LQS LBE
216 176 144 192

ADTG 0 24 19 16 F6
ADTG 1 32 23 20 G5
ADTG 2 44 34 29 J3
ADTG 3 209 169 137 C5
ADTG 4 A/D converter external trigger input pin 157 127 103 D13
ADTG 5 198 166 136 D6

ADTG 6 119 - - -
ADTG 7 71 56 48 M5
ADTG 8 80 65 55 L6
ANOO 114 94 78 L11
ANO1 115 95 79 K13
ANO02 116 96 80 K12
ANO03 117 97 81 K14
ANO04 118 98 82 K11
ANO05 123 99 83 J13
ANO06 124 100 84 J12
ANO7 125 101 85 J11
ANO08 130 106 86 H9
AN09 131 107 87 H12
AN10 132 108 88 H14
A/D converter AN11 133 109 89 G14
AN12 134 110 90 H13
AN13 135 111 91 H11
AN14 142 116 92 G10
AN15 A/D converter analog input pin. 143 117 93 G9
AN16 ANxx describes A/D converter ch xx. 126 102 - J10
AN17 127 103 - J9
AN18 128 104 - H10
AN19 129 105 - J14
AN20 138 112 - G13
AN21 139 113 - F14
AN22 140 114 - G12
AN23 141 115 - G11
AN24 144 118 94 F10
AN25 145 119 95 F11
AN26 146 120 96 F12
AN27 147 121 97 F13
AN28 153 123 99 E11
AN29 154 124 100 E12
AN30 155 125 101 E13
AN31 156 126 102 D12
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S6E2C Series

Pin Number
Module Pin Name Function LQQ | LQP LQS LBE
216 176 144 192
TIOAO0 O 56 46 38 N2
B TIOAQ 1 Base Timer ch 0 TIOA pin 45 35 30 J2
Tiif:r TIOAO 2 114 94 78 L11
0 TIOBO 0 82 67 57 L8
TIOBO 1 Base Timer ch 0 TIOB pin 21 - - -
TIOBO_2 115 95 79 K13
TIOA1 0 57 47 39 N3
B TIOA1 1 Base Timer ch 1 TIOA pin 46 36 31 K1
TifnS:r TIOA1 2 116 96 80 K12
1 TIOB1_ 0 83 68 58 K8
TIOB1_1 Base Timer ch 1 TIOB pin 22 - - -
TIOB1 2 123 99 83 J13
TIOA2 0 58 48 40 M3
B TIOA2 1 Base Timer ch 2 TIOA pin 47 37 32 K2
TiamS:r TIOA2 2 124 | 100 84 J12
2 TIOB2 0 84 69 59 J8
TIOB2_1 Base Timer ch 2 TIOB pin 26 - - -
TIOB2 2 125 101 85 J11
TIOA3 0 59 49 41 L4
B TIOA3 1 Base Timer ch 3 TIOA pin 48 38 33 K3
TiamS:r TIOA3_2 130 | 106 | 86 H9
3 TIOB3 0 91 76 60 K9
TIOB3 1 Base Timer ch 3 TIOB pin 27 - - -
TIOB3 2 131 107 87 H12
TIOA4_0 60 50 42 M4
TIOA4_1 Base Timer ch 4 TIOA pin 49 39 34 K4
B_ase TIOA4_2 132 108 88 H14
Timer
4 TIOB4_0 92 77 61 P10
TIOB4_1 Base Timer ch 4 TIOB pin 28 - - -
TIOB4_2 133 109 89 G14
TIOA5_0 61 51 43 N4
TIOAS5_1 Base Timer ch 5 TIOA pin 50 40 35 L1
Base TIOA5 2 134 110 90 H13
Timer
5 TIOB5_0 93 78 62 N10
TIOB5_1 Base Timer ch 5 TIOB pin 29 - - -
TIOB5_2 135 111 91 H11
TIOAB_0 179 147 117 D9
TIOA6_1 Base Timer ch 6 TIOA pin 85 70 - N8
Base TIOA6_2 200 - - -
Timer
6 TIOB6_0 178 146 116 B8
TIOB6_1 Base Timer ch 6 TIOB pin 86 71 - M8
TIOB6_2 199 - - -
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S6E2C Series

Pin Number
Module Pin Name Function LQQ | LQP | LQS LBE
216 176 144 192
TIOA7_0 181 149 119 F9
TIOA7_1 Base Timer ch 7 TIOA pin 87 72 - N9
Base TIOA7 2 202 - - -
Timer
7 TIOB7_0 180 148 118 E9
TIOB7_1 Base Timer ch 7 TIOB pin 88 73 - P9
TIOB7_2 201 - - -
TIOA8_0 2 2 2 B2
TIOAS8_1 Base Timer ch 8 TIOA pin 142 116 92 G10
Base TIOA8_2 10 10 - E2
Timer
8 TIOB8_0 18 17 14 F4
TIOBS8_1 Base Timer ch 8 TIOB pin 143 117 93 G9
TIOB8_2 11 11 - E3
TIOA9_0 3 3 3 Cc2
TIOA9_1 Base Timer ch 9 TIOA pin 126 102 - J10
Base TIOA9 2 12 12 - E4
Timer
9 TIOB9_0 23 18 15 F5
TIOB9_1 Base Timer ch 9 TIOB pin 127 103 - J9
TIOB9_2 13 - - -
TIOA10_0 4 4 4 C3
TIOA10_1 Base Timer ch 10 TIOA pin 128 104 - H10
Base TIOA10_2 19 - - -
Timer
10 TIOB10_0 24 19 16 F6
TIOB10_1 Base Timer ch 10 TIOB pin 129 105 - J14
TIOB10_2 20 - - -
TIOA11_0 5 5 5 D5
TIOA11_1 Base Timer ch 11 @ TIOA pin 138 112 - G13
Base TIOA11_2 33 - - -
Timer
1 TIOB11_0 25 20 17 G2
TIOB11_1 Base Timer ch 11 TIOB pin 139 113 - F14
TIOB11_2 51 41 - L2
TIOA12_0 6 6 6 D2
TIOA12_1 Base Timer ch 12 TIOA pin 140 114 - G12
Base TIOA12_2 52 42 - L3
Timer
12 TIOB12_0 30 21 18 G3
TIOB12_1 Base Timer ch 12 TIOB pin 141 115 - G11
TIOB12_2 53 43 - M2
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S6E2C Series

Pin Number
Module Pin Name Function LQQ | LQP LQS LBE
216 176 144 192
TIOA13_0 7 7 7 D1
TIOA13_1 Base Timer ch 13 TIOA pin 154 124 100 E12
Base TIOA13_ 2 34 24 - G6
Timer
13 TIOB13_0 31 22 19 G4
TIOB13_1 Base Timer ch 13 TIOB pin 155 125 101 E13
TIOB13_2 35 25 - H4
TIOA14_0 183 151 121 D8
TIOA14_1 Base Timer ch 14 TIOA pin 89 74 - M9
Base TIOA14_2 204 - . -
Timer
14 TIOB14_0 182 150 120 Cs8
TIOB14_1 Base Timer ch 14 TIOB pin 90 75 - L9
TIOB14_2 203 - - -
TIOA15_0 187 155 125 B7
TIOA15_1 Base Timer ch 15 TIOA pin 78 63 - K5
Base TIOA15 2 206 - - -
Timer
15 TIOB15_0 186 154 124 F8
TIOB15_1 Base timer ch 15 TIOB pin 79 64 - K6
TIOB15_2 205 - - -
TX0_0 18 17 14 F4
TX0 1 CAN interface ch 0 TX output pin 35 25 - H4
TX0_2 176 - - -
CANDO =
RX0_0 17 16 13 F3
RX0_1 CAN interface ch 0 RX output pin 34 24 - G6
RX0_2 175 - - -
TX1_0 152 122 98 E10
TX1_1 CAN interface ch 1 TX output pin 118 98 82 K11
X1 2 148 - - -
CAN 1
RX1_0 153 123 99 E11
RX1_1 CAN interface ch 1 RX output pin 117 97 81 K14
RX1_2 149 - - -
TX2_0 71 56 48 M5
X2 1 giﬁ‘N_FD interface ch 2 TX output 79 64 _ K6
CAN 2 TX2_2 69 - - -
(CAN-FD) RX2_0 70 55 47 L5
RX2_1 CAN-FD interface ch 2 RX input pin 78 63 - K5
RX2_2 68 - - -
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S6E2C Series

Pin Number
Module Pin Name Function LQQ | LQP | LQS | LBE
216 176 144 192
SWCLK ﬁ]?)rl:?lp\;\gre debug interface clock 165 135 111 A12
SWDIO iiﬁ?oﬂfu?ﬁ%ug interface data 167 | 137 | 113 | B12
SWO Serial wire viewer output pin 168 138 114 B11
TCK JTAG test clock input pin 165 135 111 A12
TDI JTAG test data input pin 166 136 112 c12
TDO JTAG debug data output pin 168 138 114 B11
™S g‘iLAG test mode state input/output 167 137 13 B12
TRACECLK | Trace CLK output pin of ETM/HTM 131 107 87 H12
TRACEDO 132 108 88 H14
TRACED1 Trace data output pin of ETM/ 133 109 89 G14
TRACED2 Trace data output pin of HTM 134 110 90 H13
Debugger TRACED3 135 111 91 H11
TRACED4 138 112 - G13
TRACED5 139 113 - F14
TRACEDG6 140 114 - G12
TRACED7 141 115 - G11
TRACEDS8 119 - - -
TRACED9 ] 120 - - -
TRACED10 Trace data output pin of HTM 127 - - -
TRACED11 122 - - -
TRACED12 148 - - -
TRACED13 149 - - -
TRACED14 150 - - -
TRACED15 151 - - -
TRSTX JTAG test reset Input pin 164 134 110 B13
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S6E2C Series

Pin Number
Module Pin Name Function LQQ | LQP LQS LBE
216 | 176 | 144 | 4192
MADOO_0 81 66 56 J6
MADO1_0 82 67 57 L8
MADO02_0 83 68 58 K8
MADO3_0 84 69 59 J8
MADO4 0 91 76 60 K9
MADO5_0 92 77 61 P10
MADO6_0 93 78 62 N10
MADO7_0 96 79 63 L10
MADO08_0 97 80 64 K10
MADO09_0 98 81 65 M10
MAD10_0 142 116 92 G10
MAD11_0 143 | 117 93 G9
MAD12_0 External bus interface address bus 144 118 94 F10
MAD13_0 145 119 95 F11
MAD14_0 146 120 96 F12
MAD15_0 147 121 97 F13
External MAD16_0 152 | 122 98 E10
bus MAD17_0 153 123 99 E1
MAD18_0 154 | 124 100 | E12
MAD19_0 50 40 35 L1
MAD20_0 49 39 34 K4
MAD21_0 48 38 33 K3
MAD22_0 47 37 32 K2
MAD23_0 46 36 31 K1
MAD24 0 45 35 30 J2
MCSX0_0 71 56 48 M5
MCSX1_0 70 55 47 L5
MCSX2_0 61 51 43 N4
MCSX3_0 . . 60 50 42 M4
MCSX4_0 Eﬁs;r:iplir?us interface chip select 59 49 41 L4
MCSX5_0 58 48 40 M3
MCSX6_0 57 47 39 N3
MCSX7_0 56 46 38 N2
MCSX8_0 88 73 - P9
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Pin Number
Module Pin Name Function LQQ | LQP | LQS | LBE
216 | 176 | 144 | 192
MADATAOQO0_O 2 2 2 B2
MADATAOQO1_0 3 3 3 Cc2
MADATAO02_0 4 4 4 C3
MADATAOQ3_0 5 5 5 D5
MADATAQ04_0 6 6 6 D2
MADATAOQ0S_0 7 7 7 D1
MADATAQ6_0 8 8 8 D3
MADATAQ7_0 9 9 9 D4
MADATAQ8_0 14 13 10 E5
MADATAQ9_0 15 14 11 F1
MADATA10_0 16 15 12 F2
MADATA11_0 17 16 13 F3
MADATA12_0 18 17 14 F4
MADATA13_0 23 18 15 F5
MADATA14_0 24 19 16 F6
MADATA15_0 | External bus interface data bus 25 20 17 G2
MADATA16 0 | (address/data multiplex bus) 10 i - -
MADATA17_0 11 - - -
MADATA18_0 12 - - -
Extt)i’:a' MADATA19 0 13 - - -
MADATA20_0 19 - - -
MADATA21_0 20 - - -
MADATA22_0 21 - - -
MADATA23_0 22 - - -
MADATA24_0 26 - - -
MADATA25_0 27 - - -
MADATA26_0 28 - - -
MADATA27_0 29 - - -
MADATA28_0 33 - - -
MADATA29_0 51 - - -
MADATA30_0 52 - - -
MADATA31_0 53 - - -
MDQMO_0 30 21 18 G3
MDQM1_0 | External bus interface byte mask 31 22 19 G4
MDQM2 0 signal output pin 34 - - -
MDQM3_0 35 - - -
wate o | EXeralbus Tlotace SATees B | on | 1 | 1 | o4
MRDY 0 ili);tﬁtrr;iaglr?;s interface external RDY 80 65 55 L6
MCLKOUT 0 El’étfg’;ﬂtgﬂf Fi)?r:erface external 32 | 23 | 20 | G5
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S6E2C Series

Pin Number
Module Pin Name Function LQQ | LQP LQS LBE
216 176 144 192
External bus interface ALE signal to
MNALE_O control NAND flash output pin a7 37 32 K2
External bus interface CLE signal to
MNCLE_O control NAND flash output pin 48 38 33 K3
External bus interface read enable
MNREX_0 signal to control NAND flash 50 40 35 L1
External bus interface write enable
MNWEX_0 signal to control NAND flash 49 39 34 K4
External bus interface read enable
MOEX_0 signal for SRAM 209 169 137 C5
External External bus interface write enable
bus MWEX_0 signal for SRAM 210 170 138 B4
SDRAM interface
MSDCLK_0 | gprAM clock output pin 90 75 ) L9
SDRAM interface
MSDCKE_O | spRAM clock enable pin 8 | 74 - M9
SDRAM interface
MRASX_0 SDRAM column active strobe pin 85 70 ) N8
SDRAM interface
MCASX_0 SDRAM row active strobe pin 86 1 } M8
SDRAM interface
MSDWEX_0 | SpRAM write enable pin 87 | 72 - N9
INTOO_O 2 2 2 B2
INTOO_1 FI?i>r<1temal interrupt request 00 input 38 28 23 H3
INTOO_2 19 - - -
INTO1_0 7 7 7 D1
INTO1_1 FI?i>r<1temal interrupt request 01 input 41 31 26 H6
INTO1_2 51 41 - L2
INT02_0 14 13 10 E5
INTO2_1 FIfi)r(;[ernal interrupt request 02 input 42 32 27 55
External INTO2_2 26 - ) )
interrupt INTO3_0 17 16 13 F3
INTO3_1 FIfi):]ternal interrupt request 03 input 43 33 28 J4
INT03_2 34 24 - G6
INTO4_0 59 49 41 L4
INTO4_1 FI§i>r<]ternal interrupt request 04 input 100 83 67 M11
INT04_2 65 - - -
INTO5_0 70 55 47 L5
INTO5_1 FI§i>r<]ternal interrupt request 05 input 86 71 _ M8
INTO5_2 68 - - -
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S6E2C Series

Pin Number
Module Pin Name Function LQQ | LQP | LQS LBE
216 176 144 192
INTO6_0 80 65 55 L6
INTO6_1 FIfi)r(]’[ernal interrupt request 06 input 87 72 j N9
INTO6_2 103 - - -
INTO7_0 82 67 57 L8
INTO7_1 FIf;:]ternal interrupt request 07 input 88 73 j P9
INTO7_2 102 - - -
INTO8_0 114 94 78 L11
INTO8_1 FI§i>r<1ternal interrupt request 08 input 127 103 _ 19
INTO8_2 119 - - -
INT09_0 123 99 83 J13
INTO9_1 FIfi)r(;[ernal interrupt request 09 input 128 104 _ H10
INT09_2 120 - - -
INT10_0 130 106 86 H9
INT10_1 FIfi)r(;[ernal interrupt request 10 input 138 112 i G13
INT10_2 149 - - -
INT11_0 133 109 89 G14
INT11_1 FI§i>r<1temal interrupt request 11 input 139 113 _ F14
INT11_2 151 - - -
INT12_0 194 162 132 E7
External INT12_1 Ei>r<1temal interrupt request 12 input 169 139 _ C11
interrupt P
INT12_2 175 - - -
INT13_0 184 152 122 E8
INT13_1 FI?i)r(;[ernal interrupt request 13 input 170 140 _ D11
INT13_2 176 - - -
INT14_0 192 160 130 A6
INT14_1 FIfi):]ternal interrupt request 14 input 171 141 _ B10
INT14_2 201 - - -
INT15_0 193 161 131 D7
INT15_1 FI§i>r<1ternal interrupt request 15 input 172 142 _ c10
INT15_2 206 - - -
INT16_0 External interrupt request 16 input 25 20 17 G2
INT16_1 pin 45 35 30 J2
INT17_0 External interrupt request 17 input 30 21 18 G3
INT17_1 pin 46 36 31 K1
INT18_0 External interrupt request 18 input 31 22 19 G4
INT18_1 pin 47 37 32 K2
INT19_0 External interrupt request 19 input 36 26 21 H2
INT19 1 pin 48 38 33 K3
INT20_0 External interrupt request 20 input 91 76 60 K9
INT20_1 pin 89 74 - M9
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Pin Number

Module Pin Name Function LQQ | LQP LQS LBE

216 176 144 192

INT21_0 External interrupt request 21 input 96 9 63 L10

INT21_1 pin 90 75 - L9

INT22 0 External interrupt request 22 input 99 82 66 N11

INT22_1 pin 78 63 - K5

INT23_0 External interrupt request 23 input 56 46 38 N2

INT23_1 pin 79 64 - K6

INT24_0 External interrupt request 24 input 147 121 97 F13

INT24_1 pin 131 107 87 H12

INT25_0 External interrupt request 25 input 153 123 99 E11

INT25_1 pin 117 97 81 K14

INT26_0 External interrupt request 26 input 156 | 126 | 102 | D12

External INT26_1 pin 142 | 116 92 | G10
interrupt

INT27_0 External interrupt request 27 input 157 | 127 | 103 | D13

INT27_1 pin 143 117 93 G9

INT28_0 External interrupt request 28 input 190 158 128 A7

INT28_1 pin 207 167 - E6

INT29_0 External interrupt request 29 input 198 166 136 D6

INT29_1 pin 208 168 - B5

INT30_0 External interrupt request 30 input 209 169 137 C5

INT30_1 pin 195 163 133 F7

INT31_0 External interrupt request 31 input 212 172 140 B3

INT31_1 pin 196 164 134 B6

NMIX Non-maskable interrupt input pin 158 128 104 C13
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Pin Number
Module Pin Name Function LQQ | LQP | LQS | LBE
216 176 144 192
P00 164 134 110 B13
PO1 165 135 1M1 A12
P02 166 136 112 C12
P03 167 137 113 B12
General-purpose I/O port 0
P04 168 138 114 B11
P08 30 21 18 G3
P09 31 22 19 G4
POA 32 23 20 G5
P10 114 94 78 L11
P11 115 95 79 K13
P12 116 96 80 K12
P13 117 97 81 K14
P14 118 98 82 K11
P15 123 99 83 J13
P16 124 100 84 J12
P17 125 101 85 J1
General-purpose I/O port 1
P18 130 106 86 H9
GPIO P19 131 107 87 H12
P1A 132 108 88 H14
P1B 133 109 89 G14
P1C 134 110 90 H13
P1D 135 111 91 H11
P1E 142 116 92 G10
P1F 143 117 93 G9
P20 158 128 104 C13
P21 157 127 103 D13
P22 156 126 102 D12
P23 155 125 101 E13
P24 154 124 100 E12
P25 General-purpose I/O port 2 153 123 99 EN
P26 152 122 98 E10
P27 147 121 97 F13
P28 146 120 96 F12
P29 145 119 95 F11
P2A 144 118 94 F10
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Pin Number
Module Pin Name Function LQQ | LQP | LQS | LBE
216 176 144 192
P30 34 24 - G6
P31 35 25 - H4
P32 36 26 21 H2
P33 37 27 22 J1
P34 38 28 23 H3
P35 41 31 26 H6
P36 42 32 27 J5
P37 General-purpose /O port 3 43 33 28 J4
P38 44 34 29 J3
P39 45 35 30 J2
P3A 46 36 31 K1
P3B 47 37 32 K2
P3C 48 38 33 K3
P3D 49 39 34 K4
GPIO P3E 50 40 35 L1
P40 56 46 38 N2
P41 57 47 39 N3
P42 58 48 40 M3
P43 59 49 41 L4
P44 60 50 42 M4
P45 61 51 43 N4
P46 73 58 50 P5
P47 General-purpose /O port 4 74 59 51 P6
P48 76 61 53 N6
P49 77 62 54 M6
P4A 65 - - -
P4B 66 - - -
P4C 67 - - -
P4D 68 - - -
P4E 69 - - -
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Pin Number
Module Pin Name Function LQQ | LQP | LQS | LBE
216 176 144 192
P50 10 10 - E2
P51 11 11 - E3
P52 12 12 - E4
P53 13 - - -
P54 19 - - -
P55 20 - - -
P56 21 - - -
P57 22 - - -
General-purpose I/O port 5
P58 26 - - -
P59 27 - - -
P5A 28 - - -
P5B 29 - - -
P5C 33 - - -
P5D 51 41 - L2
P5E 52 42 - L3
GPIO P5F 53 43 - M2
P60 212 172 140 B3
P61 211 171 139 C4
P62 210 170 138 B4
P63 209 169 137 C5
P64 208 168 - B5
P65 207 167 - E6
P66 206 - - -
P67 General-purpose I/O port 6 205 - - -
P68 204 - - -
P69 203 - - -
P6A 202 - - -
P6B 201 - - -
P6C 200 - - -
P6D 199 - - -
P6E 198 166 136 D6

Document Number: 002-04980 Rev. *G

S6E2C Series Datasheet

Page 35 of 200



Y

w CYPRESS

> EMBEDDED IN TOMORROW™

S6E2C Series

Pin Number
Module Pin Name Function LQQ | LQP | LQS | LBE
216 176 144 192
P70 80 65 55 L6
P71 81 66 56 J6
P72 82 67 57 L8
P73 83 68 58 K8
P74 84 69 59 J8
P75 91 76 60 K9
P76 92 77 61 P10
P77 General-purpose /O port 7 93 78 62 N10
P78 96 79 63 L10
P79 97 80 64 K10
P7A 98 81 65 M10
P7B 99 82 66 N11
P7C 100 83 67 M11
GPIO P7D 70 55 47 L5
P7E 71 56 48 M5
P80 214 174 142 A3
P81 215 175 143 A2
General-purpose I/O port 8

P82 160 130 106 D14
P83 161 131 107 C14
P90 169 139 - Cc1
P91 170 140 - D11
P92 171 141 - B10
P93 172 142 - c10
oz General-purpose 1/O port 9 173 143 - D10
P95 174 144 - B9

P96 175 - - -

P97 176 - - -
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Pin Number
Module Pin Name Function LQQ | LQP | LQS | LBE
216 176 144 192
PAO 2 2 2 B2
PA1 3 3 3 Cc2
PA2 4 4 4 C3
PA3 5 5 5 D5
PA4 6 6 6 D2
PA5 7 7 7 D1
PAG 8 8 8 D3
PA7 9 9 9 D4
General-purpose 1/O port A
PA8 14 13 10 E5
PA9 15 14 1 F1
PAA 16 15 12 F2
PAB 17 16 13 F3
PAC 18 17 14 F4
PAD 23 18 15 F5
PAE 24 19 16 F6
GPIO PAF 25 20 17 G2
PBO 126 102 - J10
PB1 127 103 - J9
PB2 128 104 - H10
PB3 129 105 - J14
PB4 138 112 - G13
PB5 139 113 - F14
PB6 140 114 - G12
PB7 141 115 - G11
General-purpose I/O port B
PB8 119 - - -
PB9 120 - - -
PBA 121 - - -
PBB 122 - - -
PBC 148 - - -
PBD 149 - - -
PBE 150 - - -
PBF 151 - - -
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Pin Number
Module Pin Name Function LQQ | LQP | LQS | LBE
216 176 144 192
PCO 177 145 115 C9
PC1 178 146 116 B8
PC2 179 147 117 D9
PC3 180 148 118 E9
PC4 181 149 119 F9
PC5 182 150 120 C8
PC6 183 151 121 D8
PC7 184 152 122 ES8
bCs General-purpose /O port C 185 153 123 A10
PC9 186 154 124 F8
PCA 187 155 125 B7
PCB 190 158 128 A7
PCC 191 159 129 c7
PCD 192 160 130 A6
PCE 193 161 131 D7
PCF 194 162 132 E7
PDO 195 163 133 F7
GPIO PD1 General-purpose /O port D 196 164 134 B6
PD2 197 165 135 C6
PEO 104 84 68 N13
PE2 General-purpose 1/O port E 106 86 70 P12
PE3 107 87 71 P13
PFO 78 63 - K5
PF1 79 64 - K6
PF2 85 70 - N8
PF3 86 71 - M8
PF4 87 72 - N9
PF5 88 73 - P9
PF6 General-purpose I/O port F 89 74 - M9
PF7 90 75 - L9
PF8 94 - - -
PF9 95 - - -
PFA 101 - - -
PFB 102 - - -
PFC 103 - - -
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Pin Number
Module Pin Name Function LQQ | LQP LQS LBE
216 176 144 192
SINO_0 Multi-function serial interface ch 0 157 | 127 | 103 | D13
SINO_1 input pin 151 - - -
SOTO0_0 Multi-function serial interface ch 0
(SDA0_0) output pin 156 | 126 102 | D12
This pin operates as SOTO when it
Multi- SOTO 1 is used in a UART/CSIO/LIN
Function SDAO 1 (operation modes 0 to 3) and as 150 - - -
Serial ( _1) SDAOQ when it is used in an I12C
0 (operation mode 4).
Multi-function serial interface ch 0
SCKO_0 clock 1/O pin 155 125 101 E13
(SCLO_0) This pin operates as SCKO when it
is used in a CSIO (operation mode
SCKO_1 2) and as SCLO when it is used in 149 . ) )
(SCLO_1) an I12C (operation mode 4)
SIN1_0 Multi-function serial interface ch 1 7 7 7 D1
SIN1_1 input pin 80 65 55 L6
SOT1_0 Multi-function serial interface ch 1
(SDA1.0) | output pin 8 8 8 D3
This pin operates as SOT1 when it
Multi- SOT1 1 is used in a UART/CSIO/LIN
Function SDA1T 1 (operation modes 0 to 3) and as 81 66 56 J6
Serial ( ) SDA1 when it is used in an 12C
1 (operation mode 4).
SCK1_0 Multi-function serial interface ch 1
(SCL10) | clock I/ pin 9 9 9 D4
This pin operates as SCK1 when it
SCK1_1 is used in a CSIO (operation mode
(SCL1 1) | 2)and as SCL1 when it is used in 70 ) %5 | 47 LS
an I°C (operation mode 4).
SIN2_0 Multi-function serial interface ch 2 130 106 86 H9
SIN2_1 input pin 45 35 30 J2
SOT2_0 Multi-function serial interface ch 2
(SDA2_0) output pin 131 107 87 H12
This pin operates as SOT2 when it
Multi- SOT2 1 is used in a UART/CSIO/LIN
Function SDA2 1 (operation modes 0 to 3) and as 46 36 31 K1
Serial ( 1) SDA2 when it is used in an I12C
2 (operation mode 4).
SCK2_ 0 Multi-function serial interface ch 2
(SCL2 0) | clock I/ pin 132 | 108 | 88 | Hi4
This pin operates as SCK2 when it
SCK2_1 is used in a CSIO (operation mode
(8CL2_1) 2) and as SCL2 when it is used in a7 37 32 K2
an I°C (operation mode 4).
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Pin Number
Module Pin Name Function LQQ | LQP LQS LBE
216 176 144 192
SIN3_0 Multi-function serial interface ch 3 25 20 17 G2
SIN3_1 input pin 56 46 38 N2
SOT3_0 Multi-function serial interface ch 3
(SDA3_0) | output pin 24 19 16 F6
This pin operates as SOT3 when it
Multi- SOT3 1 is used in a UART/CSIO/LIN
Function SDA3 1 (operation modes 0 to 3) and as 57 47 39 N3
Serial ( 1) SDA3 when it is used in an I12C
3 (operation mode 4).
SCK3_0 Multi-function serial interface ch 3
(SCL3 0) | clock /O pin 23 | 18 | 15 | F5
This pin operates as SCK3 when it
SCK3_1 is used in a CSIO (operation modes
(SCL3 1) | 2)and as SCL3 when it is used in 58 | 48 | 40 | M3
an I°C (operation mode 4).
SIN4_0 Multi-function serial interface ch 4 212 172 140 B3
SIN4_1 input pin 193 161 131 D7
SOT4_0 Multi-function serial interface ch 4
(SDA4_0) | output pin 211 | 171 139 | C4
This pin operates as SOT4 when it
SOT4 1 is used in a UART/CSIO/LIN
SDA4 1 (operation modes 0 to 3) and as 192 160 130 A6
( 1) SDA4 when it is used in an I12C
Multi- (operation mode 4).
Function SCK4_0 Multi-function serial interface ch 4
Serial (SCL4 0) | clock /O pin 210 | 170 | 138 | B4
4 This pin operates as SCK4 when it
SCK4_1 is used in a CSIO (operation mode
(SCL4 1) | 2)and as SCL4 when it is used in 198 | 166 | 136 | D6
an I°C (operation mode 4).
CTs4_0 Multi-function serial interface ch 4 208 168 - BS
CTS4_1 CTS input pin 197 | 165 | 135 | C6
RTS4_0 Multi-function serial interface ch 4 209 169 137 C5
RTS4_1 RTS output pin 194 | 162 | 132 E7
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Pin Number
Module Pin Name Function LQQ | LQP LQS LBE
216 176 144 192
SINS_0 Multi-function serial interface ch 5 147 | 121 97 F13
SIN5_1 input pin 170 | 140 - D11
SOT5_0 Multi-function serial interface ch 5
(SDA5_0) | output pin 146 | 120 | 96 | F12
This pin operates as SOT5 when it
SOT5 1 is used in a UART/CSIO/LIN
SDA5 1 (operation modes 0 to 3) and as 171 141 - B10
( 1) SDAS5 when it is used in an I12C
Multi- (operation mode 4).
Function SCK5_0 Multi-function serial interface ch 5
Serial (SCL5 0) | clock I/O pin 145 | 119 | 95 | F11
5 This pin operates as SCK5 when it
SCK5_1 is used in a CSIO (operation mode
(SCL5 1) | 2) and as SCL5 when it is used in 172 | 142 - | c10
an I°C (operation mode 4).
CTS5.0 Multi-function serial interface ch 5 144 18 94 F10
CTS5_1 CTS input pin 173 143 - D10
RTS5_0 Multi-function serial interface ch 5 143 17 93 G9
RTS5_1 RTS output pin 174 | 144 - B9
SIN6_0 Multi-function serial interface ch 6 96 79 63 L10
SIN6_1 input pin 117 97 81 K14
SOT6_0 Multi-function serial interface ch 6
(SDA6_0) | output pin 97 | 80 | 64 | KIO
This pin operates as SOT6 when it
SOT6 1 is used in a UART/CSIO/LIN
SDAG 1 (operation modes 0 to 3) and as 118 98 82 K11
(SDA6_1) | SDAG when it is used in an I°C
(operation mode 4).
SCK6_0 Multi-function serial interface ch 6
Multi- (SCL6_0) | clock /O pin 9% | 8 65 | M10
Function This pin operates as SCK6 when it
Serial SCK6_1 is used in a CSIO (operation mode 126 102 10
6 (SCL6_1) 2) and as SCL6 when it is used in )
an I°C (operation mode 4).
SCS60_0 Multi-function serial interface ch 6 99 82 66 N11
SCS60_1 chip select 0 input/output pin 127 103 - J9
SCS61._0 Multi-function serial interface ch 6 100 83 67 M11
SCS61_1 chip select1 input/output pin 128 104 - H10
SCS62_0 Multi-function serial interface ch 6 79 64 - K6
SCS62_1 chip select2 input/output pin 129 105 - J14
SCS63_0 Multi-function serial interface ch 6 78 63 - K5
SCS63_1 chip select3 input/output pin 119 - - -
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Pin Number
Module Pin Name Function LQQ | LQP LQS LBE
216 176 144 192
SIN7_0 Multi-function serial interface ch 7 14 13 10 E5
SIN7_1 input pin 103 - - -
SOT7_0 Multi-function serial interface ch 7
(SDA7 0) | output pin 15 14 T F1
This pin operates as SOT7 when it
SOT7 1 is used in a UART/CSIO/LIN
— (operation modes 0 to 3) and as 102 - - -
SDA7_1
( -1 SDA7 when it is used in an I1°C
(operation mode 4).
SCK7_0 Multi-function serial interface ch 7
Multi- (SCL7 0) | clock l/O pin 16 15 12 F2
Function This pin operates as SCK7 when it
Serial SCK7_1 is used in a CSIO (operation mode 101
7 (SCL7_1) 2) and as SCL7 when itis used in B ) )
an I°C (operation mode 4).
SCS70_0 Multi-function serial interface ch 7 17 16 13 F3
SCS70_1 chip select 0 input/output pin 94 - - -
SCS71_0 Multi-function serial interface ch 7 18 17 14 F4
SCS71_1 chip select 1 input/output pin 95 - - -
SCS72_0 Multi-function serial interface ch 7 10 10 - E2
SCS72_1 chip select 2 input/output pin 68 - - -
SCS73_0 Multi-function serial interface ch 7 11 11 - E3
SCS73_1 chip select 3 input/output pin 69 - - -
SIN8_0 Multi-function serial interface ch 8 91 76 60 K9
SIN8_1 input pin 138 112 - G13
SOT8_ 0 Multi-function serial interface ch 8
(SDA8 0) | output pin 92 77 61 | P10
This pin operates as SOT8 when it
Multi- SOT8 1 is used in a UART/CSIO/LIN
Function SDAS 1 (operation modes 0 to 3) and as 139 113 - F14
Serial ( 1) SDA8 when it is used in an I12C
8 (operation mode 4).
SCK8_0 Multi-function serial interface ch 8
(SCL8 0) | clock /O pin 93 8 62 | N10
This pin operates as SCK8 when it
SCK8 1 is used in a CSIO (operation mode
(SCL8 1) 2) and as SCL8 when it is used in 140 14 ) G12
an I°C (operation mode 4).
SIN9_0 Multi-function serial interface ch 9 82 67 57 L8
SIN9 1 input pin 120 - - -
SOT9 0 Multi-function serial interface ch 9
(SDA9 0) | output pin 83 68 58 | k8
This pin operates as SOT9 when it
Multi- SOT9 1 is used in a UART/CSIO/LIN
Function SDA9 1 (operation modes 0 to 3) and as 121 - - -
Serial (SDA9_1) | SDA9 when it is used in an I°C
9 (operation mode 4).
SCK9_0 Multi-function serial interface ch 9
(SCL9 0) | clock I/O pin 84 69 59 J8
This pin operates as SCK9 when it
SCK9_1 is used in a CSIO (operation mode 122
(SCL9 1) 2) and as SCL9 when it is used in B ) )
an I°C (operation mode 4).
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Pin Number
Module Pin Name Function LQQ | LQP LQS LBE
216 176 144 192
SIN10_0 Multi-function serial interface ch 10 114 94 78 L11
SIN10_1 input pin 51 41 - L2
SOT10_0 Multi-function serial interface ch 10
(SDA10_0) | output pin 115 95 79 | K13
This pin operates as SOT10 when it
Multi- SOT10 1 is used.in a UART/CSIO/LIN
Function (SDA10_1) (operation mongs Oto 3) and as 52 42 - L3
Serial - SDA10 when it is used in an I°C
10 (operation mode 4).
SCK10_0 Multi-function serial interface ch 10
(SCL10_0) | clock I/O pin 16 | 96 80 | K12
This pin operates as SCK10 when it
SCK10_1 is used in a CSIO (operation mode 53 43 M2
(SCL10_1) 2) and as SCL10 when it is used in )
an I°C (operation mode 4).
SIN11_0 Multi-function serial interface ch 11 123 99 83 J13
SIN11_1 input pin 26 - - -
SOT11_0 Multi-function serial interface ch 11
(SDA11_0) | output pin 124 | 100 84 J12
This pin operates as SOT11 when it
Multi- SOT11 1 is used.in a UART/CSIO/LIN
Function (SDA11_1) (operation qugs 0to 3) and as 27 - - -
Serial - SDA11 when it is used in an 12C
1 (operation mode 4).
SCK11_0 Multi-function serial interface ch 11
(SCL11_0) | clock l/O pin 125 | 101 85 | JM
This pin operates as SCK11 when it
SCK11_1 is used in a CSIO (operation mode 8
(SCL11_1) 2) and as SCL11 when itis used in B ) )
an I°C (operation mode 4).
SIN12_0 Multi-function serial interface ch 12 133 109 89 G14
SIN12_1 input pin 65 - - -
SOT12_0 Multi-function serial interface ch 12
(SDA12_0) | output pin 134 | 110 90 | H13
This pin operates as SOT12 when it
Multi- SOT12 1 is used in a UART/CSIO/LIN
Function (SDA12_1) (operation modes Oto 3_) and as 66 - - -
Serial — SDA12 when it is used in an I°C
12 (operation mode 4).
SCK12_0 Multi-function serial interface ch 12
(SCL12 0) | clock I/O pin 135 | 1M1 91 H11
This pin operates as SCK12 when it
SCK12_1 is used in a CSIO (operation mode 67
(SCL12_1) 2) and as SCL12 when it is used in B ) )
an I°C (operation mode 4).
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Pin Number
Module Pin Name Function LQQ | LQP LQS LBE
216 176 144 192
SIN13_0 Multi-function serial interface ch 13 48 38 33 K3
SIN13_1 input pin 206 - - -
SOT13_0 Multi-function serial interface ch 13
(SDA13_0) | output pin 49 39 34 K4
This pin operates as SOT13 when it
Multi- SOT13 1 is used in a UART/CSIO/LIN
Function (SDA13_1) (operation modes 0 to 3) and as 205 - - -
Serial — SDA13 when it is used in an I12C
13 (operation mode 4).
SCK13_0 Multi-function serial interface ch 13
(SCL13°0) | clock I/O pin S0 40 35 L1
This pin operates as SCK13 when it
SCK13_1 is used in a CSIO (operation mode 204
(SCL13_1) 2) and as SCL13 when it is used in B ) )
an I°C (operation mode 4).
SIN14_0 Multi-function serial interface ch 14 30 21 18 G3
SIN14_1 input pin 201 - - -
SOT14_0 Multi-function serial interface ch 14
(SDA14_0) | output pin 31 22 19 G4
This pin operates as SOT14 when it
Multi- SOT14 1 is used in a UART/CSIO/LIN
Function (SDA1471) (operation modes 0 to 3) and as 200 - - -
Serial - SDA14 when it is used in an 12C
14 (operation mode 4).
SCK14_0 Multi-function serial interface ch 14
(SCL14 0) | clock I/O pin 32 23 20 G5
This pin operates as SCK14 when it
SCK14_1 is used in a CSIO (operation mode 199
(SCL14_1) 2) and as SCL14 when it is used in B ) )
an I°C (operation mode 4).
SIN15_0 Multi-function serial interface ch 15 59 49 41 L4
SIN15_1 input pin 19 - - -
SOT15_0 Multi-function serial interface ch 15
(SDA15_0) | output pin 60 50 42 M4
This pin operates as SOT15 when it
Multi- SOT15 1 is used in a UART/CSIO/LIN
Function (SDA15_1) (operation modes 0 to 3) and as 20 - - -
Serial — SDA15 when it is used in an I12C
15 (operation mode 4).
SCK15_0 Multi-function serial interface ch 15
(SCL15 0) | clock I/O pin 61 51 43 N4
This pin operates as SCK15 when it
SCK15_1 is used in a CSIO (operation mode 21
(SCL15_1) 2) and as SCL15 when it is used in B ) )
an I°C (operation mode 4).
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Pin Number
Module Pin Name Function LQQ | LQP LQS LBE
216 176 144 192
DTTIOX_0 Input signal controlling waveform 44 34 29 J3
generator outputs RTO00 to RTO05
DTTIOX_1 of Multi-Function Timer 0. 21 - - -
FRCK0_0 16-bit free-run timer ch 0 external 37 27 22 J1
FRCKO 1 clock input pin 29 _ - -
IC00_0 43 33 28 J4
IC00_1 22 - - -
IC01_0 42 32 27 J5
1CO1 1 16-bit input capture input pin of 26 - - -
— Multi-Function Timer 0.
1C02_0 ICxx describes channel number. 41 31 26 H6
1C02_1 27 - - -
IC03_0 38 28 23 H3
IC03_1 28 - - -
RTO00_0 Waveform generator output pin of
— 45 35 30 J2
(PPG00_0) | Multi-Function Timer 0.
RTOO00 1 This pin operates as PPG00 when
(PPGO00_1) it is used in PPGO output modes. 10 10 - E2
Multi- =
Function RTO01_0 Waveform generator output pin of 46 36 31 K1
Timer 0 (PPG00_0) | Multi-Function Timer 0.
RTOO01 1 This pin operates as PPG00 when
(PPG00_1) it is used in PPGO output modes. 11 11 - E3
RTO02_0 Waveform generator output pin of
— 47 37 32 K2
(PPG02_0) | Multi-Function Timer 0.
RTO02 1 This pin operates as PPG02 when
(PPG02_1) it is used in PPGO output modes. 12 12 - E4
RTO03_0 Waveform generator output pin of
— 48 38 33 K3
(PPG02_0) Multi-Function Timer 0.
RTOO03 1 This pin operates as PPG02 when
(PPGO2_1) | itis used in PPGO output modes. 13 - - -
RTO04_0 ;
— Waveform generator output pin of 49 39 34 K4
(PPG04_0) Multi-Function Timer 0.
RTO04 1 This pin operates as PPG04 when
(PPGO4_1) | itis used in PPGO output modes. 19 - - -
RTO05_0 ;
— Waveform generator output pin of 50 40 35 L1
(PPG04_0) Multi-Function Timer 0.
RTO05 1 This pin operates as PPG04 when
(PPGO4_1) | itis used in PPGO output modes. 20 - - -
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Pin Number
Module Pin Name Function LQQ | LQP LQS LBE
216 176 144 192
DTTI1X_0 Input signal controlling waveform 70 55 47 L5
generator outputs RTO10 to RTO15
DTTIMX_1 of Multi-Function Timer 1. 94 - - -
FRCK1_0 16-bit free-run timer ch 1 external 71 56 48 M5
FRCK1_1 | clockinput pin 78 63 - K5
IC10_0 96 79 63 L10
IC10_1 95 - - -
IC11_0 97 80 64 K10
IC11_1 16-bit input capture input pin of 101 - - -
Multi-Function Timer 1.
IC12_0 ICxx describes channel number. 98 81 65 M10
IC12_1 102 - - -
IC13_0 99 82 66 N11
IC13_1 103 - - -
RTO10_0 Waveform i
— generator output pin of 56 46 38 N2
(PPG10_0) Multi-Function Timer 1.
RTO10 1 This pin operates as PPG10 when
(PPG10_1) | itis used in PPG1 output modes. 85 70 - N8
Multi- —
Function RTO11_0 Waveform generator output pin of 57 47 39 N3
Timer 1 (PPG10_0) Multi-Function Timer 1.
is pin operates as when
RTO11 1 This pi t PPG10 wh
(PPG10_1) | itis used in PPG1 output modes. 86 71 - M8
RTO12_0 Waveform generator output pin of
_ 58 48 40 M3
(PPG12_0) Multi-Function Timer 1.
is pin operates as when
RTO12 1 This pi t PPG12 wh
(PPG12_1) | itis usedin PPG1 output modes. 87 72 - N9
RTO13_0 Waveform generator output pin of
_ 59 49 41 L4
(PPG12_0) Multi-Function Timer 1.
RTO13 1 This pin operates as PPG12 when
(PPG12_1) | itis used in PPG1 output modes. 88 73 - P9
RTO14_0 .
— Waveform generator output pin of 60 50 42 M4
(PPG14_0) Multi-Function Timer 1.
RTO14 1 This pin operates as PPG14 when
(PPG14_1) it is used in PPG1 output modes. 89 74 : M9
g;g}i-& Waveform generator output pin of 61 51 43 N4
= Multi-Function Timer 1.
RTO15_1 This pin operates as PPG14 when 90 75 L9
(PPG14_1) it is used in PPG1 output modes. )
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Pin Number
Module Pin Name Function LZ?(GQ ITIQg Iigf LBE
7 192
DTTI2X 0 Input signal controlling waveform 8 8 8 D3
— generator outputs RTO20 to RTO25
DTTI2X_1 of Multi-Function Timer 1. 202 - - -
FRCK2_0 16-bit free-run timer ch 2 external 17 16 13 F3
FRCK2_1 clock input pin 197 | 165 | 135 C6
1C20_0 9 9 9 D4
1C20_1 201 - - -
IC21_0 14 13 10 E5
1C21 1 16-bit input capture input pin of 200 - - -
— Multi-Function Timer 2.
IC22_0 ICxx describes channel number. 15 14 1 F1
1C22_1 199 - - -
IC23_0 16 15 12 F2
IC23_1 198 166 136 D6
RTO20_0 Waveform i
— generator output pin of 2 2 2 B2
(PPG20_0) Multi-Function Timer 2.
RTO20 1 This pin operates as PPG20 when
(PPG20_1) | itis used in PPG2 output modes. 203 - - -
Multi- —
Function RTO21_0 Waveform generator output pin of 3 3 3 Cc2
Timer 2 (PPG20_0) Multi-Function Timer 2.
RTO21 1 This pin operates as PPG20 when
u it is used in output modes. - - -
(PPG20_1) | itis used in PPG2 output mod 204
RTO22_0 ;
— Waveform generator output pin of 4 4 4 C3
(PPG22_0) Multi-Function Timer 2.
RTO22 1 This pin operates as PPG22 when
itis used in output modes. - - -
(PPG22_1) | itis used in PPG2 output mod 205
RTO23_0 ;
— Waveform generator output pin of 5 5 5 D5
(PPG22_0) Multi-Function Timer 2.
RTO23 1 This pin operates as PPG22 when
(PPG22_1) it is used in PPG2 output modes. 206 - - -
RTO24_0 Waveform generator output pin of 6 6 6
D2
(PPG24_0) Multi-Function Timer 2.
RTO24 1 This pin operates as PPG24 when
(PPG24_1) | itis used in PPG2 output modes. 207 167 - E6
Elp—ggi_g Waveform generator output pin of 7 7 7 D1
( _0) Multi-Function Timer 2.
RTO25 1 This pin operates as PPG24 when
(pp(324:1) it is used in PPG2 output modes. 208 168 B BS
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Pin Number
Module Pin Name Function LQQ | LQP LQS LBE
216 | 176 | 144 | 192
AINO_O 56 46 38 N2
AINO_1 QPRC ch 0 AIN input pin 65 - - -
AINO_2 14 | o4 78 | L1
Q;jgi’t?;‘:]r/e BINO_0 57 | 47 | 39 | N3
Revolution BINO_1 QPRC ch 0 BIN input pin 66 - - -
Co%”ter BINO 2 115 | 95 79 | K13
ZINO_0 58 48 40 M3
ZINO_1 QPRC ch 0 ZIN input pin 67 - - -
ZINO_2 16 | 96 80 | K12
AIN1_0 91 76 60 K9
AIN1_1 QPRC ch 1 AIN input pin 94 - - -
AIN1_2 123 | 99 83 | J13
Q;j:irt?;‘;r/e BIN1_0 92 | 77 | 61 | P10
Revolution BIN1_1 QPRC ch 1 BIN input pin 45 - - -
C°”1”ter BIN1 2 124 | 100 84 J12
ZIN1_0 93 78 62 | N10
ZIN1_1 QPRC ch 1 ZIN input pin 101 - - -
ZIN1 2 125 | 101 85 | J1
AIN2_0 2 2 2 B2
AIN2_1 QPRC ch 2 AIN input pin 32 23 20 G5
AIN2_2 120 - - -
Q;g:irt?;‘;;e BIN2_0 3 3 3 c2
Revolution BIN2_1 QPRC ch 2 BIN input pin 36 26 21 H2
C°”2”ter BIN2 2 121 } - -
ZIN2_ 0 4 4 4 Cc3
ZIN2_1 QPRC ch 2 ZIN input pin 37 27 22 I
ZIN2_ 2 122 - - -
AIN3_0 18 17 14 F4
AIN3_1 QPRC ch 3 AIN input pin 45 35 30 J2
AIN3_2 149 - - -
Qadraturo BIN3_0 23 18 15 | F5
Revolution BIN3_1 QPRC ch 3 BIN input pin 46 36 31 K1
Counter BIN3_2 150 | - - -
ZIN3_0 24 19 16 F6
ZIN3_1 QPRC ch 3 ZIN input pin 47 37 32 K2
ZIN3_2 151 - - -
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Pin Number
Module Pin Name Function LQQ | LQP | LQS LBE
216 176 144 192
RTCCO_0 | 0.5 seconds pulse output pin of 211 171 139 C4
Real-time RTCCO_1 real-time clock 33 _ - -
clock SUBOUT_0 , 211 171 139 C4
Sub-clock output pin
SUBOUT_1 33 - - -
UDMO USB ch 0 device/host D — pin 214 174 142 A3
USBO UDPO USB ch 0 device/host D + pin 215 175 143 A2
UHCONXO0 lr;JlﬁB ch 0 external pull-up control 211 171 139 ca
UDM1 USB ch 1 device/host D — pin 160 130 106 D14
USB1 UDP1 USB ch 1 device/host D + pin 161 131 107 C14
UHCONXA1 :)J|§B ch 1 external pull-up control 155 125 101 E13
Deep Standby mode return signal
WKUPO input pin 0 158 128 104 C13
Low power WKUP1 Deep S_tandby mode return signal 14 13 10 E5
Consumption input pin 1
Deep Standby mode return signal
mode WKUP2 input pin 2 70 55 47 L5
Deep Standby mode return signal
WKUP3 input pin 3 212 172 140 B3
D/A converter ch 0 analog output
D/A DAO pin 100 83 67 M11
converter DA1 FIZ))I/r;’-\ converter ch 1 analog output 99 82 66 N11
VREGCTL On-board regulator control pin 76 61 53 N6
VBAT The return signal input pin from a
VWAKEUP hibernation state i 62 54 M6
SD memory card interface
S_CLK_0 SD memory card clock output pin 38 28 23 H3
SD memory card interface
S_CMD_0 SD memory card command output 41 1 26 H6
S_DATA1_0 36 26 21 H2
S_DATAO0_0 SD memory card interface 37 27 22 J1
SD I/F
S DATA3 0 SD memory card data bus 42 32 27 J5
S_DATA2_0 43 33 28 J4
SD memory card interface
S_CD_0 SD memory card detection pin 45 35 30 J2
SD memory card interface
S_WP_0 SD memory card write protection 44 34 29 13
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Pin Number

Module Pin Name Function LQQ | LQP | LQS | LBE
216 176 144 192

E_COL Collision detection 186 154 124 F8

E_COUT Clock output for Ethernet PHY 190 158 128 A7

E_CRS Carrier detection 187 155 125 B7

E_MDC Management clock 184 152 122 E8

E_MDIO Management data I/O 183 151 121 D8

E_PPS PTP counter monitor 198 166 136 D6

E_RX00 Received data0 181 149 119 F9

E_RX01 Received data1 180 148 118 E9

E_RX02 Received data2 179 147 117 D9

E_RX03 Received data3 178 146 116 B8

Ethernet i i

E_RXDV Received data enable 182 150 120 C8

E_RXER Received data error detection 177 145 115 C9

E_TCK Transition clock input 191 159 129 Cc7

E_TXO00 Transition data0 196 164 134 B6

E_TXO01 Transition data1 195 163 133 F7

E_TX02 Transition data2 194 162 132 E7

E_TX03 Transition data3 193 161 131 D7

E_TXEN Transition data enable 197 165 135 C6

E_TXER Transition data error detection 192 160 130 A6

I2SMCLKO_0 | I1?S external clock pin 51 41 - L2

12SDO0 0 I2S serial transition data output pin 52 42 - L3

12S [2SWSO0_0 I2S frame synchronization signal pin 53 43 - M2
12SDIO_0 I2S serial received data input pin 34 24 - G6

I2SCKO0_0 I2S bit clock pin 35 25 - H4
Q_SCK_0 SPI clock output pin 173 143 - D10
Q_100_0 172 142 - Cc10
Q_l01_0 171 141 - B10

SPI data input/output pin

High-speed Q_102_0 170 140 - D11
quad SPI Q_103_0 169 | 139 - cM
Q_Cs0_0 174 144 - B9

Q. CSs1.0 SPI chip select output pin 175 - - -

Q_Cs2. 0 176 - - -
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Pin Number
Module Pin Name Function LQQ | LQP LQS LBE
216 176 144 192
External reset Input pin
Reset INITX Areset is valid when INITX = L. 72 5 | 49 | NS
Mode 1 pin
MD1 During serial programming to flash 104 84 68 N13
memory, MD1 = L must be input.
Mode 0 pin
Mode During normal operation, MDO = L
MDO must be input. During serial 105 85 69 N12
programming to flash memory, MDO
= H must be input.
1 1 1 C1
39 29 24 H1
55 45 37 N1
VCC Power supply pin 64 54 46 P4
109 89 73 M14
Power
137 - - -
163 133 109 A13
USBVCCO 213 173 141 Ad
3.3V power supply port for USB 1/10
USBVCCH1 159 129 105 E14
ETHVCC Power supply pin for Ethernet I/0O 188 156 126 A9
40 30 25 H5
54 44 36 M1
63 53 45 P3
108 88 72 N14
136 - - -
162 132 108 B14
189 157 127 A8
216 176 144 B1
- - - E1
- - - G1
- - - P7
GND VSS GND pin - - - P11
- - - L14
- - - A11
- - - A5
- - - N7
- - - M7
- - - K7
- - - J7
- - - G7
- - - H7
- - - H8
- - - G8
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Pin Number
Module Pin Name Function LQQ | LQP LQS LBE
216 176 144 192
X0 Main clock (oscillation) input pin 106 86 70 P12
X1 Main clock (oscillation) I/0 pin 107 87 71 P13
Clock X0A Sub clock (oscillation) input pin 73 58 50 P5
X1A Sub clock (oscillation) 1/O pin 74 59 51 P6
CROUT_0 Built-in High-speed CR-oscillation 157 127 103 D13
CROUT _1 clock output port 184 152 122 E8
A/D converter and D/A converter
AVCC analog power-supply pin 10 9% 4 M13
Analog A/D converter analog reference
power AVRL voltage input pin 112 92 76 L13
A/D converter analog reference
AVRH voltage input pin 113 93 77 L12
VBAT VBAT power supply pin
VBAT Backup power supply (battery etc.) 75 60 52 P8
power and system power supply
Analog A/D converter and D/A converter
GND AVSS GND pin 111 91 75 M12
C pin c FI:icrzwer supply stabilization capacity 62 52 44 P2
Note:

—  While this device contains a Test Access Port (TAP) based on the IEEE 1149.1-2001 JTAG standard, it is not fully compliant
to all requirements of that standard. This device may contain a 32-bit device ID that is the same as the 32-bit device ID in
other devices with different functionality. The TAP pins may also be configurable for purposes other than access to the TAP
controller.
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6. 1/0 Circuit Type

Type Circuit Remarks

Pull-up
resistor
P-ch }— P-ch }—Digital output
X1

N-ch }—Digital output

R
It is possible to select the main
oscillation/GPIO function.
Pull-up resistor control
% Digital input When the main oscillation
is selected:
Standby mode control - Oscillation feedback resistor:
lock i approximately 1 MQ
Feedback z Clock input + Standby mode control
A resistor

When the GPIO is selected:

[ + CMOS level output.

+ CMOS level hysteresis input
+ Pull-up resistor control

7 Digital input + Standby mode control
+ Pull-up resistor:
approximately 50 kQ

Pull-up Standby mode control

. . I0H=-4mA, I0L=4mA
resistor
R
P-ch }— -ch Digital output
X0

pon |——
N/C—LB }7 Digital output

Pull-up resistor control

!

Standby mode control

Pull-up resistor + CMOS level hysteresis input
+ Pull-up resistor:

@0 Do Digital input approximately 50 kQ
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Type Circuit Remarks
[T>0— >0 Digital input
c + Open drain output
N-ch } Digital output - CMOS level hysteresis input
P-ch }—— P-ch Higita| output + CMOS level output
+ CMOS level hysteresis input
+ Pull-up resistor control
~ - Standby mode control
E + Pull-up resistor:
N-ch Higital output approximately 50 kQ
R * loy=-4 mA, lo.=4 mA
+ When this pin is used as an I°C pin,
the digital output P-ch transistor is
Pull-up resistor control always off.
Wigital input
0 Standby mode control
P-ch F el }F Digital output
+ CMOS level output
* + CMOS level hysteresis input
+ Input control
N-ch }» Digital output * Analog input
+ Pull-up resistor control
F + Standby mode control
+ Pull-up resistor:
Bull ist | approximately 50 kQ
R ull-up resistor contro < lon= 4 MA. lo,= 4 mA
VYV \1 Digital input - When this pin is used as an I*C pin,
the digital output P-ch transistor is
——Standby mode control always off.
\_ Analog input
T Input control

Document Number: 002-04980 Rev. *G

S6E2C Series Datasheet

Page 54 of 200




A~
W

.

CYPRESS

EMBEDDED IN TOMORROW™

S6E2C Series

Type Circuit Remarks
P-ch F P-ch F Digital output - CMOS level output
- CMOS level hysteresis input
+ Pull-up resistor control
* h - Standby mode control
G + Pull-up resistor:
N-ch }f Digital output approximately 50 kQ
R . |QH=-12mA, |o|_= 12 mA
- When this pin is used as an I?C pin,
the digital output P-ch transistor is
. always off.
Pull-up resistor 4
control
I Digital input
Standby mode
control
‘ GPIO Digital output
M@:ﬁ GPIO Digital input/output direction
1 b ". |, GPIO Digital input
4@— GPIO Digital input circuit control
>
) UDP output It is possible to select either USB I/O or
UDP/P GPIO function.
D xx :J USB Full-speed/Low-speed control
.._J ) — UDPinput When the USB /O is selected:
+ Full-speed, low-speed control
H Dlﬁerer@> »_Diﬁ Differential input
L H .
UDM/Pxx USBJ/GPIO select When the GPIO is selected:
7 ) - CMOS level output
'._J ) — UDMinput - CMOS level hysteresis input
q UDM output - Standby mode control
OCI:« . IOH =-20.5 mA, |o|_= 18.5 mA
| USB Digital input/output direction
.._& GPIO Digital output
‘ﬂ :z [ GPIO Digital input/output direction
{ Dﬁﬂ GPIO Digital input
GPIO Digital input circuit control
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Type Circuit Remarks

- CMOS level output

- CMOS level hysteresis input

P-ch % P-ch F Digital output * 5 Vtolerant

+ Pull-up resistor control

-+ Standby mode control

+ Pull-up resistor:

[ approximately 50 kQ

N-ch F Digital output * lon=-4mA, lo =4 mA

R +Available to control of PZR registers

(pseudo-open drain control)

For PZR registers, refer to GPIO in
. the FM4 Family Peripheral Manual

- Eg#{r‘éﬁ resistor Main Part (002-04856).

% Digital input

L Standby mode control

J /\/\/\/ @C Dc Mode input CMOS level hysteresis input

Pon Jl— PonJ}—  Digital output
+ CMOS level output

° Py + TTL level hysteresis input

+ Pull-up resistor control

. - Standby mode control

N-ch }f Digital output + Pull-up resistor:
approximately 50 kQ

M IOH =-4 mA, IOL= 4 mA

Pull-up resistor control

F@H Digital input
Standby mode control
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Type Circuit Remarks
—o—
P-ch I» P-cEI I— Digital output + CMOS level output
+ CMOS level hysteresis input
+ Pull-up resistor control
e - Standby mode control
+ Pull-up resistor:
L N-a Digital output approximately 50 kQ
* lon=-8mA, lo. =8 mA
+ When this pin is used as an I12C pin,
r77 the digital output P-ch transistor is
Pull-up resistor always off.
R ——control
A\~ —{ 7 > Digital input
Standby mode
control
+ CMOS level output
+ CMOS level hysteresis input
P-ch | Pull-up resistor - 5V tolerant
| control + Pull-up resistor control
P-ch }— Digital output + Standby mode control
+ Pull-up resistor:
® ® approximately 50 kQ
* lon=-4 mA, lo.=4 mA (GPIO)
N + lo.=20mA (Fast mode Plus)
N-ch N-ch }7 Digital output - Available to control of PZR register
(pseudo-open drain control)
- For PZR registers, refer to GPIO in
Fast mode the FM4 Family Peripheral Manual
control Main Part (002-04857).
R + When this pin is used as an I°C pin,
. Digital input the digital output P-ch transistor is
always off.
Standby mode
control
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Type Circuit Remarks

- CMOS level output

- CMOS level hysteresis input
- 5V tolerant

Pull-up resistor + Pull-up resistor control
control - Pull-up resistor:

Digital output approximately 50 kQ

© lon=-4mA, lo.=4 mA

o ® f - Available to control of PZR register

P-ch [

(pseudo-open drain control)

- For PZR registers, refer to GPIO in

Digital output the “FM4 Family Peripheral Manual
Main Part (MN709-00001)".

-+ For I/O setting, refer to VBAT Domain
in the FM4 Family Peripheral Manual
Main Part (002-04856).

B Digital input

P-ch |

Pull-up resistor
control

X0A Digital output

+ CMOS level output
+ CMOS level hysteresis input
« Pull-up resistor control

+ Pull-up resistor:

Digital output approximately 50 kQ

* low=-4mA, lo,.=4 mA

+ For I/O setting, refer to VBAT Domain
in the FM4 Family Peripheral Manual
Main Part (002-04856).

T
Lt
E%

R
Standby mode
control
OSC
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Type Circuit Remarks
P-ch Pull-up resistor It is possible to select the sub
control oscillation/GPIO function.
X1A p-on | F————— Digital output
When the sub oscillation
- is selected:
- Oscillation feedback resistor:
N-ch }7 Digital output approximately 10 MQ
When the GPIO is selected:
Q - CMOS level output.
R - CMOS level hysteresis input
+ Pull-up resistor control
. > Digital input - Pull-up resistor:
imately 50 kQ
Standby mode app_rOX|ma ey ~
control * lon=-4mA, lo.=4 mA
»—o<,—«7 OSsC + For I/O setting, refer to VBAT Domain
RX in the FM4 Family Peripheral Manual
—o_o—AN\—" Main Part (002-04856).
Standby mode
control
| {7 »——> Clockinput
P-ch } Pull-up resistor
control
P-ch }f Digital output CMOS level output .
- CMOS level hysteresis input
+ Analog output
+ Pull-up resistor control
o - Standby mode control
R N-ch FDlg'tal output - Pull-up resistor:
approximately 50 kQ
. IOH =-4 mA, |o|_ =4 mA
(4.5Vto 5.5V)
R . |0H=-2mA, |o|_=2mA
4Digita| input (27Vto4.5V)
Standby mode
control
Analog output
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S6E2C Series

Port Drive Select

' Digital input

Standby mode Control

+ Pull-up resistor:

approximately 50 kQ

* lon=-10 mA, lo. = 10 mA (PDSR = 1)
- lon=-4mA, lo. = 4 mA (PDSR = 0)
+ When this pin is used as an I°C pin,

Type Circuit Remarks
T - CMOS level output
P-ch } Pull-up resistor control + (It is possible to select by port drive
capability. Select register [PDSR])
P-ch - CMOS level hysteresis input
+ Pull-up resistor control
A Digital output - Standby mode control
S
N-ch

the digital output P-ch transistor is
always off.
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7. Handling Precautions

Every semiconductor device has a characteristic, inherent rate of failure. The possibility of failure is greatly affected by the
conditions in which they are used (circuit conditions, environmental conditions, etc.). This page describes precautions that must be
observed to minimize the chance of failure and to obtain higher reliability from your Cypress semiconductor devices.

7.1 Precautions for Product Design
This section describes precautions when designing electronic equipment using semiconductor devices.

Absolute Maximum Ratings
Semiconductor devices can be permanently damaged by application of stress (voltage, current, temperature, etc.) in excess of
certain established limits, called absolute maximum ratings. Do not exceed these ratings.

Recommended Operating Conditions
Recommended operating conditions are normal operating ranges for the semiconductor device. All the device's electrical
characteristics are warranted when operated within these ranges.

Always use semiconductor devices within the recommended operating conditions. Operation outside these ranges may adversely
affect reliability and could result in device failure.

No warranty is made with respect to uses, operating conditions, or combinations not represented on the datasheet. Users
considering application outside the listed conditions are advised to contact their sales representative beforehand.

Processing and Protection of Pins
These precautions must be followed when handling the pins that connect semiconductor devices to power supply and I/O
functions.

1. Preventing Over-Voltage and Over-Current Conditions

Exposure to voltage or current levels in excess of maximum ratings at any pin is likely to cause deterioration within the
device, and in extreme cases leads to permanent damage of the device. Try to prevent such overvoltage or over-current
conditions at the design stage.

2. Protection of Output Pins

Shorting of output pins to supply pins or other output pins, or connection to large capacitance can cause large current flows.
Such conditions, if present for extended periods of time, can damage the device; therefore, avoid this type of connection.

3. Handling of Unused Input Pins

Unconnected input pins with very high impedance levels can adversely affect stability of operation. Such pins should be
connected through an appropriate resistance to a power-supply pin or ground pin.
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Latch-Up

Semiconductor devices are constructed by the formation of p-type and n-type areas on a substrate. When subjected to abnormally
high voltages, internal parasitic pnpn junctions (called thyristor structures) may be formed, causing large current levels in excess of
several hundred milliamps to flow continuously at the power supply pin. This condition is called latch-up.

CAUTION: The occurrence of latch-up not only causes loss of reliability in the semiconductor device, but can cause injury or

damage from high heat, smoke or flame. To prevent this from happening, do the following:

1. Be sure that voltages applied to pins do not exceed the absolute maximum ratings. This should include attention to abnormal
noise, surge levels, etc.

2. Be sure that abnormal current flows do not occur during the power-on sequence.

Observance of Safety Regulations and Standards
Most countries in the world have established standards and regulations regarding safety, protection from electromagnetic
interference, etc. Customers are requested to observe applicable regulations and standards in the design of products.

Fail-Safe Design

As previously mentioned, all semiconductor devices have inherent rates of failure. You must protect against injury, damage or loss
from such failures by incorporating safety design measures into your facility and equipment such as redundancy, fire protection,
and prevention of over-current levels and other abnormal operating conditions.

Precautions Related to Usage of Devices
Cypress semiconductor devices are intended for use in standard applications (computers, office automation and other office
equipment, industrial, communications, and measurement equipment, personal or household devices, etc.).

CAUTION: Customers considering the use of our products in special applications where failure or abnormal operation may directly
affect human lives or cause physical injury or property damage, or where extremely high levels of reliability are demanded (such as
aerospace systems, atomic energy controls, sea floor repeaters, vehicle operating controls, medical devices for life support, etc.)
are requested to consult with sales representatives before such use. The company will not be responsible for damages arising
from such use without prior approval.

7.2 Precautions for Package Mounting

Package mounting may be either lead insertion type or surface mount type. In either case, for heat resistance during soldering, you
should only mount under Cypress's recommended conditions. For detailed information about mount conditions, contact your sales
representative.

Lead Insertion Type
Mounting of lead insertion type packages onto printed circuit boards may be done by two methods: direct soldering on the board,

or mounting by using a socket.

Direct mounting onto boards normally involves processes for inserting leads into through-holes on the board and using the flow
soldering (wave soldering) method of applying liquid solder. In this case, the soldering process usually causes leads to be
subjected to thermal stress in excess of the absolute ratings for storage temperature. Mounting processes should conform to
Cypress recommended mounting conditions.

If socket mounting is used, differences in surface treatment of the socket contacts and IC lead surfaces can lead to contact
deterioration after long periods. For this reason, it is recommended that the surface treatment of socket contacts and IC leads be
verified before mounting.

Document Number: 002-04980 Rev. *G S6E2C Series Datasheet Page 62 of 200



a CYPRESS S6E2C Series

> EMBEDDED IN TOMORROW™

Surface Mount Type

Surface mount packaging has longer and thinner leads than lead-insertion packaging, and therefore leads are more easily
deformed or bent. The use of packages with higher pin counts and narrower pin pitch results in increased susceptibility to open
connections caused by deformed pins, or shorting due to solder bridges.

You must use appropriate mounting techniques. Cypress recommends the solder reflow method, and has established a ranking of
mounting conditions for each product. Users are advised to mount packages in accordance with Cypress ranking of recommended
conditions.

Lead-Free Packaging
CAUTION: When ball grid array (BGA) packages with Sn-Ag-Cu balls are mounted using Sn-Pb eutectic soldering, junction
strength may be reduced under some conditions of use.

Storage of Semiconductor Devices

Because plastic chip packages are formed from plastic resins, exposure to natural environmental conditions will cause absorption

of moisture. During mounting, the application of heat to a package that has absorbed moisture can cause surfaces to peel,

reducing moisture resistance and causing packages to crack. To prevent this, do the following:

1. Avoid exposure to rapid temperature changes, which can cause moisture to condense inside the product. Store products in
locations where temperature changes are slight.

2. Use dry boxes for product storage. Products should be stored below 70% relative humidity, and at temperatures between 5°C
and 30°C.

3. When Dry Packages are opened, it is recommended to have humidity between 40% and 70%.

4. When necessary, Cypress packages semiconductor devices in highly moisture-resistant aluminum laminate bags, with a silica
gel desiccant. Devices should be sealed in these aluminum laminate bags for storage.

5. Avoid storing packages where they are exposed to corrosive gases or high levels of dust.

Baking
Packages that have absorbed moisture may be de-moisturized by baking (heat drying). Follow the Cypress recommended
conditions for baking.

Condition: 125°C/24 h

Static Electricity

Because semiconductor devices are particularly susceptible to damage by static electricity, you must take the following

precautions:

1. Maintain relative humidity in the working environment between 40% and 70%. Use of an apparatus for ion generation may be
needed to remove electricity.

2. Electrically ground all conveyors, solder vessels, soldering irons, and peripheral equipment.

3. Eliminate static body electricity by the use of rings or bracelets connected to ground through high resistance (on the level of 1
MQ). Wearing of conductive clothing and shoes, and the use of conductive floor mats and other measures to minimize shock
loads is recommended.

4. Ground all fixtures and instruments, or protect with anti-static measures.
5. Avoid the use of Styrofoam or other highly static-prone materials for storage of completed board assemblies.
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7.3 Precautions for Use Environment

Reliability of semiconductor devices depends on ambient temperature and other conditions as described above.
For reliable performance, do the following:

1. Humidity

Prolonged use in high humidity can lead to leakage in devices as well as printed circuit boards. If high humidity levels are
anticipated, consider anti-humidity processing.

2. Discharge of static electricity

When high-voltage charges exist close to semiconductor devices, discharges can cause abnormal operation. In such cases,
use anti-static measures or processing to prevent discharges.

3. Corrosive gases, dust, or oil

Exposure to corrosive gases or contact with dust or oil may lead to chemical reactions that will adversely affect the device. If
you use devices in such conditions, consider ways to prevent such exposure or to protect the devices.

4. Radiation, including cosmic radiation

Most devices are not designed for environments involving exposure to radiation or cosmic radiation. Users should provide
shielding as appropriate.

5. Smoke, flame

CAUTION: Plastic molded devices are flammable and therefore should not be used near combustible substances. If devices
begin to smoke or burn, there is danger of the release of toxic gases.

Customers considering the use of Cypress products in other special environmental conditions should consult with sales
representatives.
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8. Handling Devices

Power-Supply Pins

In products with multiple VCC and VSS pins, respective pins at the same potential are interconnected within the device in order to
prevent malfunctions such as latch-up. All of these pins should be connected externally to the power supply or ground lines,
however, in order to reduce electromagnetic emission levels, to prevent abnormal operation of strobe signals caused by the rise in
the ground level, and to conform to the total output current rating.

Be sure to connect the current-supply source with the power pins and GND pins of this device at low impedance. It is also
advisable that a ceramic capacitor of approximately 0.1 uF be connected as a bypass capacitor between VCC and VSS near this
device.

A malfunction may occur when the power-supply voltage fluctuates rapidly even though the fluctuation is within the guaranteed
operating range of the VCC power supply voltage. As a rule of voltage stabilization, suppress voltage fluctuation so that the
fluctuation in VCC ripple (peak-to-peak value) at the commercial frequency (50 Hz/60 Hz) does not exceed 10% of the standard
VCC value, and the transient fluctuation rate does not exceed 0.1V/ps at a momentary fluctuation such as switching the power

supply.

Crystal Oscillator Circuit

Noise near the X0/X1 and X0A/X1A pins may cause the device to malfunction. Design the printed circuit board so that X0/X1,
XO0A/X1A pins, the crystal oscillator (or ceramic oscillator), and the bypass capacitor to ground are located as close to the device as
possible.

It is strongly recommended that the PC board artwork be designed such that the X0/X1 and X0A/X1A pins are surrounded by
ground plane, as this is expected to produce stable operation.

Evaluate the oscillation introduced by the use of the crystal oscillator by your mount board.

Sub Crystal Oscillator
The sub-oscillator circuit for devices in this family is low gain to keep current consumption low. To stabilize the oscillation, Cypress
recommends a crystal oscillator that meets the following conditions:

B Surface mount type

Size: More than 3.2 mm x 1.5 mm
Load capacitance: approximately 6 pF to 7 pF

B Lead type
Load capacitance: approximately 6 pF to 7 pF
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Using an External Clock
When using an external clock as an input of the main clock, set X0/X1 to the external clock input, and input the clock to X0.

X1(PE3) can be used as a general-purpose I/O port. Similarly, when using an external clock as an input of the sub clock, set
XO0A/X1A to the external clock input and input the clock to X0A. X1A (P47) can be used as a general-purpose /O port.

® Example of Using an External Clock

Device
XO0(X0A)
Set as external clock
input
Canbeusedas —| X1(PE3), X1A (P47)
general-purpose
I/O ports. L

Handling When Using Multi-Function Serial Pin As I°C Pin

If the application uses the multi-function serial pin as an 12C pin, the P-channel transistor of the digital output must be disabled. 12C
pins need to conform to electrical limitations like other pins, however, and avoid connecting to live external systems with the MCU
power off.

C Pin

Devices in this series contain a regulator. Be sure to connect a smoothing capacitor (Cs) for the regulator between the C pin and
the GND pin. Please use a ceramic capacitor or a capacitor of equivalent frequency characteristics as a smoothing capacitor.
Some laminated ceramic capacitors have a large capacitance variation due to thermal fluctuation. Please select a capacitor that
meets the specifications in the operating conditions to use by evaluating the temperature characteristics of the device. A smoothing
capacitor of about 4.7 yF would be recommended for this series.

Device l

VSS

GND

Mode Pins (MDO)

Connect the MD pin (MDQ) directly to VCC or VSS pins. Design the printed circuit board such that the pull-up/down resistance
stays low, the distance between the mode pins and VCC pins or VSS pins is as short as possible, and the connection impedance is
low when the pins are pulled up/down such as for switching the pin level and rewriting the flash memory data. This is important to
prevent the device from erroneously switching to test mode as a result of noise.
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Notes on Power-On
Turn power on/off in the following order or at the same time. The device operates normally after all power on.

VBAT only Power-on is possible when VBAT and VCC turn Power-on and Hibernation control is setting and then VCC turns Power-
off. About Hibernation control, see Chapter 7-2: VBAT Domain(B) in FM4 Family Peripheral Manual Main Part (002-04856).
Turning on: VBAT — VCC — USBVCCO
VBAT — VCC — USBVCC1
VBAT -VCC —ETHVCC
VCC — AVCC — AVRH
Turning off: AVRH — AVCC — VCC
ETHVCC — VCC — VBAT
USBvVCC1 — VCC — VBAT
USBVCCO0 — VCC — VBAT

Serial Communication
There is a possibility of receiving incorrect data as a result of noise or other issues introduced by the serial communication. Take
care to design the printed circuit board to minimize noise.

Consider the case of introducing error as a result of noise, perform error detection such as by applying a checksum of data at the
end. If an error is detected, retransmit the data.

Differences in Characteristics within the Product Line

The electric characteristics including power consumption, ESD, latch-up, noise, and oscillation differ among members of the
product line because chip layout and memory structures are not the same; for example, different sizes, flash versus ROM, etc. If
you are switching to a different product of the same series, please make sure to evaluate the electric characteristics.

Pull-Up Function of 5 V Tolerant I/O
Please do not input the signal more than VCC voltage at the time of Pull-Up function use of 5 V tolerant 1/O.

Pin Doubled as Debug Function
The pin doubled as TDO/TMS/TDI/TCK/TRSTX, SWO/SWDIO/SWCLK should be used as output only. Do not use as input.
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9. Memory Size
See Memory size in 2. Product Lineup to confirm the memory size.

10.Memory Map

Memory Map (1)

Peripherals Area

" 0x41FF_FFFF
Resened

0x4008_1000
0x4008_0000| Programmable-CRC

0x4000_1000
_ 0x4000_0000 MainFlash I/F

!
! 0x4007_0000 CANch.3
! 0x4006_F000 GPIO
! 0x4006_E000 SD-Card I/F
OXFFFF_FFFF 0x4006_D000 Resened
Resered ! 0x4006_C000 128
0xE010_0000 :
Cortex-M4 Private : F—
0xE000_0000 Peripherals !
Reg. Area 0x4006_7000
0xD000_0000 ! 0x4006_6000] __Ether-Control-Reg.
/ 0x4006_4000 Ether-MAC ch.0
! 0x4006_3000 CAN ch.1
External Device : 0x4006_2000 CAN ch.0
Area i 0x4006_1000 DSTC
0x4006_0000 DMAC
0x6000_0000 ! 0x4005_0000 USB ch.1
/ 0x4004_0000 USB ch.0
Resened / 0x4003_F000 EXT-bus IF
0x4400_0000 B 0x4003_E000 Reserved
32 Mbytes | 0x4003_D000 12S prescaler
0x4200_0000 Bit band alias o 0x4003_C800 Resered
0x4003_C100| Peripheral Clock Gating
Peripherals 0x4003_C000| Low Speed CR Prescaler
0x4000_0000 0%4003_B000 RTC/Port Ctrl
\ 0x4003_A000 Watch Counter
Resenved : 0x4003_9000 CRC
0x2400_0000 : 0x4003_8000 MFS
32 Mbytes \ 0x4003_7000 CAN prescaler
0x2200_0000 Bit band alias 0x4003_6000 USB Clock ctrl
| 0x4003_5000 LVD/DS mode
DualFlash : 0x4003_4000 Resenved
0x200F_0000 | 0x4003_3000 DIAC
l', 0x4003_2000 Resenved
Resered \ 0x4003_1000 Int-Req.Read
| 0x4003_0000 EXTI
0x2004_8000 ; 0x4002_F000 Resened
0x2004_0000 SRAM2 : 0%4002_E000 CR Trim
0x2003_8000 SRAM1 \
0x2000_0000 Resened H Resened
0x1FFF_0000 SRAMO | 0x4002_8000
0x0050_0000 Resened : 0x4002_7000 A/DC
0%0040_0000| __Security/CR Trim ; 0x4002_6000 QPRC
; 0x4002_5000 Base Timer
MainFlash ' 0x4002_4000 PPG
! 0x4002_3000 Resened
0x0000_0000 [ 0x4002_2000 MFT Unit2
: 0x4002_1000 MFT Unit1
L 0x4002_0000 MFT Unit0
"‘ Resened
| 0x4001_6000
' 0x4001_5000 Dual Timer
“, Resened
| 0x4001_3000
\ 0x4001_2000 SW WDT
i 0x4001_1000 HW WDT
i 0x4001_0000 Clock/Reset
| Reserved
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S6E2CCAH/JIL

0x2020_0000

0x2004_8000

Reserved

0x2004_0000

SRAM2
32 Kbytes

0x2003_8000

SRAM1
32 Kbytes

0x2000_0000

Reserved

0x1FFD_0000

SRAMO
192 Kbytes

0x0041_0000

Reserved

0x0040_8000

SA0-3(#1) (8KBx4)

0x0040_6000

SA3(#0) (8KB)

0x0040_4000

General purpose

sa1hay oF

yse|Juiep

0x0040_2000

CR trimming

0x0040_0000

Security

0x0020_0000

Reserved

SA9-23(#1) (64KBx15)

SAB8(#1) (32KB)

0x0010_0000

SA4-7(#1) (8KBx4)

SA9-23(#0) (64KBx15)

SA8(#0) (32KB)

0x0000_0000

SAA4-7(#0) (8KBx4)

selhain ¢
yse|4uiepy

S6E2CCOHNJIL

0x2020_0000

0x2004_8000

Reserved

0x2004_0000

SRAM2
32 Kbytes

0x2003_8000

SRAM1
32 Kbytes

0x2000_0000

Resenved

0x1FFE_0000

SRAMO
128 Kbytes

0x0041_0000

Resened

0x0040_8000

0x0040_6000

0x0040_4000

0x0040_2000

0x0040_0000

0x0018_0000

0x0010_0000

SA0-3(#1) (8KBx4) | B §
3
SA3(#0) (8KB) (51; 5
General purpose L 0T
CR trimming
Security
Reserved
SA9-15(#1) (64KBx7)
SAB8(#1) (32KB)
SA4-7(#1) (BKBx4) R
Q
3
SA9-23(#0) (64KBx15) | < 3
3>

SA8(#0) (32KB)

0x0000_0000

SAA4-7(#0) (8KBx4)

S6E2CC8H/J/L

0x2020_0000

0x2004_8000

Reserved

0x2004_0000

SRAM2
32 Kbytes

0x2003_8000

SRAM1
32 Kbytes

0x2000_0000

Resened

0x1FFF_0000

SRAMO
64 Kbytes

0x0041_0000

Reserved

0x0040_8000

0x0040_6000

0x0040_4000

0x0040_2000

0x0040_0000

0x0010_0000

SA0-3(#1) (8KBx4) | S §

3

SA3(#0) (8KB) ‘(SD, B

General purpose i

CR trimming

Security
Reserved

SA9-23(#0) (64KBx15)| 2 &

=}

m

SA8(#0) (32KB)

0x0000_0000

SA4-7(#0) (8KBx4)

*: See S6E2Cx Series Flash Programming Manual to confirm the details of flash memory.
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Memory Map (2) During Dual Flash mode

S6E2C Series

S6E2CCAH/J/L

0x2020_0000

SA9-23(#1) (64KBx15)

0x2010_0000

SAB(#1) (32KB)

SA4-7(#1) (8KBx4)

0x200F_8000

SA0-3(#1) (8KBx4)

0x2004_8000

Resened

0x2004_0000

SRAM2
32 Kbytes

0x2003_8000

SRAM1
32 Kbytes

0x2000_0000

Resenved

0x1FFD_0000

SRAMO
192 Kbytes

0x0041_0000

Resenved

s8)Aqy ze+ S8 |

ysel4leng

0x0040_8000

Resened

0x0040_6000

SA3(#0) (8KB)

0x0040_4000

General purpose

| soMay g
yse|Juiep

0x0040_2000

CR trimming / HTM

0x0040_0000

Security

0x0010_0000

Resened

SA9-23(#0) (64KBx15)

SAB(#0) (32KB)

0x0000_0000

SA4-7(#0) (8KBx4)

selAaIN |
yse|juiepy

S6E2CCOH/J/L

0x2020_0000

Reserved

0x2018_0000

SA9-15(#1) (64KBx7)

0x2010_0000

SAB8(#1) (32KB)
SA4-7(#1) (8KBx4)

zZe+ soMkay Z1G

yse|Jleng

0x200F_8000

SA0-3(#1) (8KBx4)

0x2004_8000

Reserved

0x2004_0000

SRAM2
32 Kbytes

0x2003_8000

SRAM1
32 Kbytes

0x2000_0000

Reserved

0x1FFE_0000

SRAMO
128 Kbytes

0x0041_0000

Resenved

0x0040_8000

Resenved

0x0040_6000

SA3(#0) (8KB)

0x0040_4000

General purpose

| sorhaM g

yse|Jutep

0x0040_2000

CR trimming / HTM

0x0040_0000

Security

0x0010_0000

Resenved

SA9-23(#0) (64KBx15)

SAB8(#0) (32KB)

0x0000_0000

SA4-7(#0) (8KBx4)

selAqiy |
yse|qurey

S6E2CC8H/JIL

0x2020_0000

0x2010_0000

Resened

ysel4leng

0x200F_8000

SA0-3(#1) (8KBx4)

0x2004_8000

0x2004_0000

0x2003_8000

0x2000_0000

0x1FFF_0000

0x0041_0000

0x0040_8000

0x0040_6000

Resened
SRAM2
32 Kbytes
SRAM1
32 Kbytes
Resenved
SRAMO
64 Kbytes
Resenved
Resenved = 5
o 2
SA3(#0) (8KB) B
o 5

0x0040_4000

General purpose

0x0040_2000

CR trimming / HTM

0x0040_0000

Security

0x0010_0000

Resened

SA9-23(#0) (64KBx15)

SAB(#0) (32KB)

selAaIN |
yse|juiepy

0x0000_0000

SA4-7(#0) (8KBx4)
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S6E2C Series

0x6000_0000

S6E2CCAH
0xDO00_0000
0xC000_0000
Resened
0x8000_0000
0x7000_0000
SRAM

/NOR Flash Memory
/NAND Flash Memory
256 Mbytes

0xD000_0000

0xC000_0000

0x8000_0000

0x7000_0000

0x6000_0000

S6E2CCAJ

Hi-Speed Quad SPI
256 Mbytes

Resened

SDRAM
256 Mbytes

SRAM
/NOR Flash Memory
/NAND Flash Memory
256 Mbytes

0xD000_0000

0xC000_0000

0x8000_0000

0x7000_0000

0x6000_0000

S6E2CCAL

Hi-Speed Quad SPI
256 Mbytes

Resened

SDRAM
256 Mbytes

SRAM
/NOR Flash Memory
/NAND Flash Memory
256 Mbytes
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Peripheral Address Map

S6E2C Series

Start Address End Address Bus Peripherals
0x4000_0000 0x4000_OFFF AHB MainFlash I/F register
0x4000_1000 0x4000_FFFF Reserved
0x4001_0000 0x4001_OFFF Clock/reset control
0x4001_1000 0x4001_1FFF Hardware watchdog timer
0x4001_2000 0x4001_2FFF Software watchdog timer
0x4001_3000 0x4001_4FFF APBO Reserved
0x4001_5000 0x4001_5FFF Dual-timer
0x4001_6000 0x4001_FFFF Reserved
0x4002_0000 0x4002_0OFFF Multi-Function Timer unit 0
0x4002_1000 0x4002_1FFF Multi-Function Timer unit 1
0x4002_2000 0x4002 2FFF Multi-Function Timer unit 1
0x4002_3000 0x4002_3FFF Reserved
0x4002_4000 0x4002_4FFF PPG
0x4002_5000 0x4002_5FFF APB1 Base timer
0x4002_6000 0x4002_6FFF Quadrature position/revolution counter
0x4002_7000 0x4002_7FFF A/D converter
0x4002_8000 0x4002_DFFF Reserved
0x4002_EO000 0x4002_EFFF Internal CR trimming
0x4002_F000 0x4002_FFFF Reserved
0x4003_0000 0x4003_OFFF External interrupt controller
0x4003_1000 0x4003_1FFF Interrupt request batch-read function
0x4003_2000 0x4003_2FFF Reserved
0x4003_3000 0x4003_3FFF D/A converter
0x4003_4000 0x4003_4FFF Reserved
0x4003_5000 0x4003_57FF Low voltage detector
0x4003_5800 0x4003_5FFF Deep standby mode Controller
0x4003_6000 0x4003_6FFF USB clock generator
0x4003_7000 0x4003_7FFF CAN prescaler
0x4003_8000 0x4003_8FFF APB2 Multi-function serial interface
0x4003_9000 0x4003_9FFF CRC
0x4003_A000 0x4003_AFFF Watch counter
0x4003_B000 0x4003_BFFF RTC/port control
0x4003_C000 0x4003_COFF Low-speed CR prescaler
0x4003_C100 0x4003_C7FF Peripheral clock gating
0x4003_C800 0x4003_CFFF Reserved
0x4003 D000 0x4003 DFFF I2S prescaler
0x4003_E000 0x4003_EFFF Reserved
0x4003 F000 0x4003 FFFF External memory interface
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S6E2C Series

0x4007_0000

0x4007_FFFF

0x4008_0000

0x4008_OFFF

0x4008_1000

Ox41FF_FFFF

0x200E_0000

0x200E_FFFF

0xD000_0000

OXDFFF_FFFF

Start Address End Address Bus Peripherals
0x4004_0000 0x4004_FFFF USBch 0
0x4005_0000 0x4005_FFFF USB ch 1
0x4006_0000 0x4006_OFFF DMAC register
0x4006_1000 0x4006_1FFF DSTC register
0x4006_2000 0x4006_2FFF CANch 0
0x4006_3000 0x4006_3FFF CANch 1
0x4006_4000 0x4006_5FFF Ethernet-MAC ch 0
0x4006_6000 0x4006_6FFF Ethernet-MAC setting register
0x4006_7000 0x4006_BFFF AHB Reserved
0x4006_C000 0x4006_CFFF 12S
0x4006_D000 0x4006 DFFF Reserved
0x4006_EO000 0x4006_EFFF SD card I/F
0x4006_FO000 0x4006_FFFF GPIO

CAN-FD (CAN ch 2)

Programmable-CRC

Reserved

Workflash I/F register

High-speed quad SPI control register
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11.Pin Status in Each CPU State

The terms used for pin status have the following meanings:

B INITX=0
This is the period when the INITX pin is at the L level.

B INITX =1
This is the period when the INITX pin is at the H level.

B SPL=0
This is the status that the standby pin level setting bit (SPL) in the standby mode control register (STB_CTL) is
set to 0.

B SPL=1
This is the status that the standby pin level setting bit (SPL) in the standby mode control register (STB_CTL) is
setto 1.

B [nput enabled

Indicates that the input function can be used.

Internal input fixed at 0

This is the status that the input function cannot be used. Internal input is fixed at L.
H Hi-Z

Indicates that the pin drive transistor is disabled and the pin is put in the Hi-Z state.
Setting disabled

Indicates that the setting is disabled.

Maintain previous state

Maintains the state that was immediately prior to entering the current mode.
If a built-in peripheral function is operating, the output follows the peripheral function.
If the pin is being used as a port, that output is maintained.

Analog input is enabled
Indicates that the analog input is enabled.

B Trace output
Indicates that the trace function can be used.
B GPIO selected
In Deep standby mode, pins switch to the general-purpose 1/O port.

B Setting prohibition
Prohibition of a setting by specification limitation
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List of Pin Behavior by Mode State

S6E2C Series

Power-On . Run
® Rf_‘iﬁt_‘” INITX Ilr)fevrlrfgl mode Timer mode, Deep Standby RTC Retgg;from
E Voltage Input Reset | ©F Sleep RTC mode, or mode or Deep Standby Stand[I)Jy
" ) Detection State State mode Stop mode State Stop mode State mode State
5 | Function State State
s Group
- P P P
c ower ower ower
= P S | P S | P S |
g Supply | POVSLEUPPY | supply | Povgr Suply MELSWPY | Supply
Unstable Stable Stable
- INITX=0 | INITX=1| INITX=1 INITX=1 INITX=1 INITX=1
- - - - SPL=0 SPL=1 SPL=0 SPL=1 -
Hi- GPIO Hi-
GPIO Setting | Setting | Setting N::'Vni:)aulg N:zl\r/&atlg Zlinternal sitra]ltzcrzazcli, Zlinternal GPIO
selected | disabled | disabled | disabled | P P input fixed | . . input fixed selected
state state input fixed
ato ato
ato
A Main crystal
oscillator
Iggtuetrﬁgll/ Input Input Input Input Input Input Input Input Input
: enabled | enabled | enabled | enabled | enabled enabled enabled enabled Enabled
main clock
input
selected
Hi- GPIO Hi-
GPIO | Seting | Setting | Setting | Maran | Main@in | g | Selected, | zjinterma) GPIO
selected | disabled | disabled | disabled | P P input fixed | . ' input fixed selected
state state input fixed
ato0 ato
ato0
External s o Hi- s Hi- .
main clock | Setting | Setting | Setting I\/Iraelvr}:)aulr; Mril\r;iz)adrs] Zlinternal Mrael\:‘ifnaulg Zlinternal Mrzl\?i:)adz
input | disabled | disabled | disabled | P P input fixed | P input fixed | P
B state state state State
selected ato0 ato
Hi-z/
internal Hi-z/ Hi-z/
Main crystal | input internal | internal Maintain previous state while oscillator active/
oscillator fixed input input When oscillation stops', it will be Hi-Z/
output pin at 0/ fixed fixed Internal input fixed at 0
or input ato ato0
enable
Pull-up/ | Pull-up/ | Pull-up/ | Pull-up/ Pull-up/ Pull-up/ Pull-up/ Pull-up/ Pull-up/
INITX .
C input pin input Input Input Input Input Input Input Input Input
enabled | enabled | enabled | enabled enabled enabled enabled enabled enabled
D Mode Input Input Input Input Input Input Input Input Input
input pin | enabled | enabled | enabled | enabled enabled enabled enabled enabled enabled
Mode Input Input Input Input Input Input Input Input Input
input pin | enabled | enabled | enabled | enabled | enabled enabled enabled enabled enabled
E| GPI0 | Setting | Setting | Setting Maintain | Maintain | H-2/ GPIO -2 GPIO
selected | disabled | disabled | disabled | P P P selected P selected
state state enabled enabled

' Oscillation is stopped at Sub Timer mode, sub CR Timer mode, RTC mode, Stop mode, Deep Standby RTC mode,
and Deep Standby Stop mode.
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Power-On . Run
© Rf_iit_m INITX Ilrjlfevrlrfgl mode Timer mode, Deep Standby RTC RetB?efrom
S Voltage Input | "poset | OF Sleep RTC mode, or mode or Deep Standby Stand%y
' ) Detection State State mode Stop mode State Stop mode State mode State
5 | Function St State
- ate
s Group
- P P P
£ ower ower ower
s Supply | POVSISUPPIY | supply | PoverSupely | PowerSupely | supoly
Unstable Stable Stable
- INITX=0 | INITX=1| INITX=1 INITX=1 INITX=1 INITX=1
- - - - SPL=0 SPL=1 SPL=0 SPL=1 -
NMIX Setting | Setting | Setting Mril\?iz)aljg N:Z'\?izi;g
selected | disabled | disabled | disabled P P
state Hi-z/ state
Resource Maintain | Maintain WKUP WKUP
F | otherthan Hi-z/ Hi-z/ previous | previous Hi-z/ input inout
above . Ml M- state state internal enabled P GPIO
Hi-Z input input . ! enabled
selected enabled | enabled input fixed selected
GPIO at0
selected
JTAG Pull-up/ | Pull-up/ Maintain Maintain Maintain Maintain
selected Hi-Z input input previous previous previous previous
enabled | enabled o — state state state state
Maintain | Maintain
G previous | previous Hi-z/ GPIO Hi-Z/
GPIO | Setting | Setting | Setting | S8t state internal | SS€Aed | internal GPIO
selected | disabled |disabled | disabled input fixed | . ) input fixed selected
input fixed
at0 ato0
at0
JTAG Pull-up/ | Pull-up/ Maintain Maintain Maintain Maintain
selected Hi-Z input input previous previous previous previous
enabled | enabled state state state state
Maintain | Maintain
Resource . .
H other than pret\n;)us pret\n?us Hi- se?eF:tgd Hi-
above | Setting | Setting | Setting | S stale 1 Zinternal o | Z/Intemnal GPIO
selected | disabled | disabled | disabled input fixed | . ! input fixed selected
input fixed
GPIO at0 at0 ato0
selected
Resource Hi-z/ | Hi-z/ | Maintain | Maintai Hi- C|;P|tod Hi-
selected i- i- aintain aintain selected, .
| GPIO Hi-Z input input | previous | previous Iﬁgﬂﬁ&:& internal Iﬁggﬁ:;:é se(?:clzt(g d
enabled | enabled state state input fixed
selected at0 at0 at0
Analog
output 2 3
selected
External _ ) o Maintain GPIO Hi-
interrupt Hi-Z/ Hi-Z/ | Maintain _ selected, | . o nal GPIO
J Hi-Z input input revious previous internal . .
enable p P P _ input fixed selected
selected enabled | enabled | state | Maintain state | jnput fixed {0
R previous - at0 a
esource state Hi-
other than Zlinternal
above input fixed
selected at0

2 Maintain previous state at Timer mode. GPIO selected internal input fixed at 0 at RTC mode, Stop mode.
3 Maintain previous state at Timer mode. Hi-Z/internal input fixed at 0 at RTC mode, Stop mode..
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Power-On . Run
© Rf_iit_m INITX Ilrjlfevrlrfgl mode Timer mode, Deep Standby RTC RetB?efrom
e Voltage Input Reset | ©F Sleep RTC mode, or mode or Deep Standby Stand%
= Dete ctgilo h State State mode Stop mode State Stop mode State mode Stgte
2 | Function St State
= ate
s Group
n
E gl?;ﬁ; Power Supply g&‘;‘;ﬁ; Power Supply Power Supply g&‘;‘;ﬁ;
Unstable Stable Stable Stable Stable Stable
- INITX=0 | INITX=1 | INITX=1 INITX=1 INITX=1 INITX=1
- - - - SPL=0 SPL=1 SPL=0 SPL=1 -
GPIO
selected
External Maintain
interrupt Setting | Setting | Setting revious
enable disabled | disabled | disabled P
state GPIO .
selected s — Hi-
Maintain | Maintain selected, .
K Resource . . int | Zlinternal GPIO
other than . . previous | previous Hi- _Interna input fixed selected
Hi-z/ Hi-z/ state state . input fixed
above Hi-7 inout inout Zlinternal ato ato
selected enaFt))Ied ena%led input fixed
GPIO ato0
selected
izl - Hi-zl e HiZ) Hi-z/ Hi-Z/ Hi-Z/ Hi-Z/ Hi-Z/
internal | internal | internal . | . | . | . | . i
input input input _ |nterr_1a . mterna . mterpa _ mterpa |nterr_1a input
Analog fixed at | fixed at fixed input fixed | input fixed | input fixed | input fixed fixed
input Hi-Z o/ o/ at 0/ at 0/ at 0/ at 0/ at 0/ at 0/
selected analog analog analog analog analog
analog | analog | analog . . . . -
ot | gt | it | AL e e el e
L enabled | enabled | enabled | €MaPle enable enable enable enable
Resource
other than Maintain | Maintain Hi- se?eF::ltzd Hi-
above Setting | Setting | Setting revious revious Zlinternal internal * | Zlinternal GPIO
selected | disabled | disabled | disabled | P P input fixed | . ' input fixed selected
state state input fixed
GPIO ato0 ato ato
selected
M2/ Hiz] e HRZ] Hi-Z/ Hi-z/ Hi-z/ Hi-z/ Hi-z/
internal | internal | internal . . . . . X
input input input _ |nterr_13I _ |nterr_1al _ mternal _ mternal |nterr_1al input
Analog fixed fixed fixed input fixed | input fixed | input fixed | input fixed fixed
input Hi-Z at 0/ at 0/ at 0/ at 0/ at 0/ at 0/ at 0/ at 0/
selected analog analog analog analog analog
analog | analog | analog . . - - ]
. . . input input input input input
input input input
enabled enabled enabled enabled enabled
enabled | enabled | enabled
M !External Maintain
interrupt .
enable previous
state GPIO .
selected Maintain | Maintain selected Hi-
Resource | Setting | Setting | Setting revious revious internal * | Zlinternal GPIO
other than | disabled | disabled | disabled | P P Hi- . . input fixed selected
state state . input fixed
above Zlinternal ato ato
selected input fixed
GPIO at0
selected
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Power-On . Run
© Rf_iit_m INITX Ilrjlfevrlrfgl mode Timer mode, Deep Standby RTC RetB?efrom
e Voltage Input Reset | ©F Sleep RTC mode, or mode or Deep Standby Stand%y
: . ) Detection State State mode Stop mode State Stop mode State mode State
S unction State State
s Group
‘2 Power Power Power
Supply | PONELSUPRY | supply | PowerSupply | PowerSuply | supply
Unstable Stable Stable
- INITX=0 | INITX=1 | INITX=1 INITX=1 INITX=1 INITX=1
- - - - SPL=0 SPL=1 SPL=0 SPL=1 -
inTclari/al in?elzrﬁ{al inljelzrﬁgl il Hi-Zf Hi-Zf il Hli-Zf
input input input internal internal internal internal internal input
Analog fixed fixed fixed input fixed | input fixed | input fixed | input fixed fixed
input Hi-Z ato/ at 0/ at 0/ at 0/ at 0/ at 0/ at 0/ at 0/
selected analog | analog | analog analog analog analog analog analog
input input input input input input input input
enabled enabled enabled enabled enabled
N enabled | enabled | enabled
Trace Trace
selected output GPIO
Resource . . . Maintain | Maintain . selected, Hi-
other than | Setting | Setting | Setting revious revious Hi- internal Zlinternal GPIO
above disabled | disabled | disabled | P tat P tat Zlinternal | . t fixed input fixed selected
selected state state input fixed mp:t (I)XG ato
GPIO ato0
selected
ntemal | imemal | imemal | M2 | HZL | W2 W2
input input input internal internal internal internal internal input
Analog fixed fixed fixed input fixed | input fixed | input fixed | input fixed fixed
input Hi-Z at 0/ at 0/ at 0/ at 0/ at 0/ at 0/ at 0/ at 0/
selected analog | analog | analog analog analog analog analog analog
input input input input input input input input
enabled enabled enabled enabled enabled
enabled | enabled | enabled
Trace Trace
o selected output
External s
interrupt Malqtaln
enable o o previous GPIO Hi-
selected Setting | Setting | Setting g/ll-zlvnii:g 'F\)/Irz'\?iﬁ:g state Siﬁltee(rjtglj, Zlinternal GPIO
Resource | disabled |disabled | disabled state state . input fixed input fixed selected
other than Hi- at 0 at0
above Zlinternal
selected input fixed
GPIO ato0
selected
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Power-On . Run
© Rf_iit_m INITX Ilrjlfevrlrfgl mode Timer mode, Deep Standby RTC RetB?efrom
e Voltage Input Reset | ©F Sleep RTC mode, or mode or Deep Standby Stand%
= Dete ctgilo h State State mode Stop mode State Stop mode State mode Stgte
2 | Function St State
= ate
s Group
n
E gl?;ﬁ; Power Supply g&‘;‘;ﬁ; Power Supply Power Supply g&‘;‘;ﬁ;
Unstable Stable Stable Stable Stable Stable
- INITX=0 | INITX=1 | INITX=1 INITX=1 INITX=1 INITX=1
- - - - SPL=0 SPL=1 SPL=0 SPL=1 -
Hi-z/ Hi-z/ Hi-Z/ . . . . .
internal | internal | internal Hi-Z/ | Hi-Zf | Hi-Zy | Hi-Z/ | . H|-|le
input input input ' |nter[1a . |nterna . |nterpa ' |nterpa |nterrja input
Analog fixed at | fixed at fixed input fixed | input fixed | input fixed | input fixed fixed
input Hi-Z Y o/ at 0/ at 0/ at 0/ at 0/ at 0/ at 0/
selected analo analo analo analog analog analog analog analog
in utg in utg in utg input input input input input
enaFt))Ied ena%led ena%led enabled enabled enabled enabled enabled
S Hi-z/
Pl wkup Maintain | WKUP' |\ p
previous input .
enabled input
state enabled
o o enabled
Resource | Setting | Setting | Setting | Maintain | Maintain GPIO
other than | gisabled | disabled | disabled | P'SYO1S | PreVious Hi- o Hi- selected
above Zlinternal nternal | Zlinternal
selected input fixed | e | input fixed
GPIO ato P o ato
selected
Hi-z/
WKUP WP L WKUP | WKUP input
enabled Maintain ena%led input enabled
Setting | Setting | Setting revious enabled
External disabled | disabled | disabled P state
interrupt
enable Maintain | Maintain
Q| selected previous | previous GPIO Hi-
Resource state state siilti(;:;?’ Zlinternal GPIO
other than Hi-Z/ Hi-z/ _ Hi- input fixed input fixed selected
above Hi-7 inout inout Zlinternal ato ato
selected P P input fixed
enabled | enabled ato
GPIO
selected
Hi- GPIO Hi-
GPIO . .H"Z/ .H'-Z/ Malqtaln Malqtaln Zlinternal s_elected, Zlinternal GPIO
Hi-Z input input previous | previous | . ) internal . .
selected input fixed | . ! input fixed selected
enabled | enabled state state input fixed
ato0 ato
ato0
Wzat | Hizat | HiZat
R mission/ trans- trans-
input mission/ mission/
. . . input input Hi-z/ Hi-z/ .
USB I/0O pin Settlng Settlng Settlng gnabled/ enabled/ enabled/ input input . Hi-2/
disabled | disabled | disabled | internal : ; input enabled
inout internal internal enabled enabled
fixF:ad input fixed | input fixed
at 0 at at0 at at0 at
reception reception | reception
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S6E2C Series

.
Power-On . Run
© Rf_soit_"r INITX Ilrjlfevrlrfgl mode Timer mode, Deep Standby RTC RetB?efrom
e Voltage Input Reset | ©F Sleep RTC mode, or mode or Deep Standby Stand’l)ay
= Dete ctgilo h State State mode Stop mode State Stop mode State mode State
2| Function State State
s Group
n
E g&‘;ﬁ; Power Supply g&‘;‘;ﬁ; Power Supply Power Supply g&‘;ﬁ;
Unstable Stable Stable Stable Stable Stable
- INITX=0 | INITX=1| INITX=1 INITX=1 INITX=1 INITX=1
- - - - SPL=0 SPL=1 SPL=0 SPL=1 -
Ethernet I/O | Setting | Setting | Setting Malqtaln
selected” | disabled | disabled | disabled previous
state
GPIO Hi-
v Resource Mrzlvr}:)au'g N:Z'\zgatlg Si(ramltz(r::ﬁa?, Zlinternal GPIO
other than P tat P tat Hi inout fixed input fixed selected
above Hi-z/ | Hi-zz | S state - t" | inpu t g‘e at"0
selected Hi-Z input input in Iﬂﬁir)r(':d a
enabled | enabled pat 0
GPIO
selected
Ethernet
input/output
selected" Maintain
Setting | Setting | Setting .
External | disabled | disabled | disabled pft"a'toeus SPIO
interrupt Maintain | Maintain selected Hi-
w enable revious revious internal, Zlinternal GPIO
selected P P . ) input fixed selected
state state input fixed
Resource ' ato ato
other than Hi-Z/ Hi-Z/ . Hi-
above Hi-7 input input Zlinternal
selected enabled | enabled input fixed
GPIO at0
selected

4 It shows the case selected by EPFR14.E_SPLC register
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List of VBAT Domain Pin Status

S6E2C Series

o Run Return Return
Device | mode . Deep Standby from VBAT from
o -
2 Poc\;;er ::IL): Internal or I‘\-*I}genru':]d%d%r RTC mode or Deep RTC VBAT
» reset® Stgte Reset | Sleep Stob mode State Deep Standby |(Standby| mode RTC
2 State | mode P Stop mode state | mode | State mode
& |Function State State State
‘2 Group
a Power Power Power | Power | Power
E Supply | Power Supply Suppl Power Supply Power Supply | Supply | Supply | Supply
) Unstabl Stable Sy Stable Stable Stable | Stable | Stable
> e
- INITX=0 | INITX=1 | INITX=1 INITX=1 INITX=1 INITX=1 - -
- - - - SPL=0 SPL=1 SPL=0 SPL=1 - - -
GPIO | Settin Maintain|Maintain|Maintain| Maintain | Maintain | Maintain | Maintain |Maintain| Setting
; 9 previous|previous|previous| previous | previous | previous | previous |previous|prohibitio -
selected |disabled
state state state state state state state state n
Sub
crystal
S |oscillator o s
. . Maintain | Maintain
input pin/| Input Input Input Input Input Input Input Input Input revious | brevious
external |enabled |enabled |enabled|enabled| enabled | enabled | enabled | enabled | enabled | P P
state state
sub clock
input
selected
GPI0 | settin Maintain|Maintain|Maintain| Maintain | Maintain | Maintain | Maintain [Maintain| Setting
. 9 previous|previous|previous| previous | previous | previous | previous |previous |prohibitio -
selected |disabled
state state state state state state state state n
si)t(atecligill( Settin Maintain|Maintain|Maintain| Maintain | Maintain | Maintain | Maintain |Maintain| Maintain | Maintain
. - 9 previous|previous|previous| previous | previous | previous | previous |previous| previous | previous
input |disabled
state state state state state state state state state state
T selected
Hi-z/ Maintain | Maintain | Maintain | Maintain
Sub internal previous | previous | previous | previous
crystal input [Maintain|Maintain|Maintain| state/ state/ state/ state/ |Maintain| Maintain | Maintain
oscillator | fixed at |previous|previous|previous| When When When When |previous| previous | previous
output o/ state state state |oscillation|oscillation|oscillation |oscillation| state state state
pin or input stops, stops, stops, stops,
enable Hi-Z6 Hi-Z68 Hi-Z8 Hi-Z8
Resource
selected Maintain|Maintain|Maintain| Maintain | Maintain | Maintain | Maintain | Maintain| Maintain | Maintain
U Hi-Z |previous|previous|previous| previous | previous | previous | previous |previous| previous | previous
GPIO state state state state state state state state state state
selected

5 When VBAT and VCC power on.
8 When the SOSCNTL bit in the WTOSCCNT register is 0, the sub crystal oscillator output pin is maintained in the previous state. When the SOSCNTL bit in the
WTOSCCNT register is 1, oscillation is stopped at Stop mode and Deep Standby Stop mode.
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12.Electrical Characteristics

12.1 Absolute Maximum Ratings

Rating .
Parameter Symbol Min Max Unit Remarks
Power supply voltage”- Vee Vss - 0.5 Vss + 6.5 \%
Power supply voltage (for USB)79 USBVccO | Vss-0.5 Vss + 6.5 \Y
Power supply voltage (for USB) 7 © USBVcel | Vss-0.5 Vss + 6.5 \%
Power supply voltage (for Ethernet-MAC) 7- 10 ETHVce | Vss-0.5 Vss + 6.5 \Y
Power supply voltage (VBAT) 7.1 Vear Vss - 0.5 Vss + 6.5 \%
Analog power supply voltage 7 12 AVce Vss - 0.5 Vss + 6.5 v
Analog reference voltage 712 AVRH Vss - 0.5 Vss + 6.5 \%
Vee + 0.5 Except for USB and
Vss- 0.5 (< 6.5V) V' | Ethemnet-MAC pin
USBVcc0 + 0.5 .
Vss - 0.5 (< 6.5V) \% USB ch 0 pin
Input voltage 7 Vi ) USBVce1 + 0.5 )
Vss-0.5 (< 6.5V) \% USB ch 1 pin
ETHVcc + 0.5 .
Vss - 0.5 (< 6.5V) \% Ethernet-MAC Pin
Vss - 0.5 Vss + 6.5 V | 5V tolerant
. AVcc + 0.5
Analog pin input voltage ” Via Vss - 0.5 (< 6.5V) \%
Veec + 0.5
7 -
Output voltage Vo Vss - 0.5 (< 6.5V) Vv
10 mA | 4 mAtype
20 mA | 8 mA type
L level maximum output current? loL - 20 mA | 10 mA type
20 mA | 12 mA type
22.4 mA | I°C Fm+
4 mA | 4 mAtype
8 mA | 8 mA type
L level average output current' loLav - 10 mA | 10 mA type
12 mA | 12 mA type
20 mA | I’°C Fm+
L level total maximum output current >loL - 100 mA
L level total maximum output current  ° S loLav - 50 mA
-10 mA | 4 mAtype
H level maximum output current '3 lon - -20 mA | 8 mAtype
-20 mA | 10 mA type
- 20 mA | 12 mA type

7 These parameters are based on the condition that Vss = AVss = 0.0V.

8 Vce must not drop below Vss - 0.5V.

9 USBVcc0, USBVcc1 must not drop below Vss - 0.5V.

0 ETHVcc must not drop below Vss - 0.5V.

" Vgar must not drop below Vss - 0.5V.

2 Ensure that the voltage does not exceed Vcc + 0.5V, for example, when the power is turned on.

3 The maximum output current is defined as the value of the peak current flowing through any one of the corresponding pins.

4 The average output current is defined as the average current value flowing through any one of the corresponding pins for a 100 ms period.
5 The total average output current is defined as the average current value flowing through all of corresponding pins for a 100 ms period.
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Parameter Symbol Min Rating Max Unit Remarks
-4 mA | 4 mAtype
-8 mA | 8 mAtype
14 -
H level average output current loHav 210 mA | 10 mA type
-12 mA | 12 mAtype
H level total maximum output current > lon - - 100 mA
H level total average output current '° > lonav - -50 mA
Storage temperature Tstc -55 + 150 °C
WARNING:

Semiconductor devices may be permanently damaged by application of stress (including, without limitation, voltage,
current or temperature) in excess of absolute maximum ratings. Do not exceed any of these ratings.
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12.2 Recommended Operating Conditions

Parameter Symbol | Conditions Min Value Max Unit Remarks
Power supply voltage Vee - 2.7 16 5.5 \%
When P81/UDPO and
30 3.6 P80/UDMO pins are
’ (£Vce) used as USB (UDPO,
Power supply voltage (for USB ch 0) USBVcc0 - \Y \llJvagr?)PSHUDPO and
27 55 P80/UDMO pins are
' (£Vcce) used as GPIO (P81,
P80)
When P83/UDP1 and
30 3.6 P82/UDM1 pins are
: (£Vee) used as USB (UDP1,
Power supply voltage (for USB ch 1) USBVcc1 - \Y \L/JV?;A; £83/UDP1 and
27 55 P82/UDM1 pins are
’ (£Vee) used as GPIO (P83,
P82)
3.6 When the pins in
3.0 < Ethernet-MAC Pins,
(SVee)
except the
P6E/ADTG_5/SCK4_1/I
45 5.5 C23_1/INT29_0/E_PPS
: (£Vece) pin, are used
Power supply voltage (for Ethernet- as Ethernet-MAC pins
MAC) ETHVce - V' "'When the pins in
Ethernet-MAC Pins,
55 except the
2.7 ( <V.cc) PBE/ADTG_5/SCK4_1/I
- C23_1/INT29_0/E_PPS
pin, are used
as Ethernet-MAC pins
Power supply voltage (VBAT) Vet - 1.65 5.5 V
Analog power supply voltage AVce - 2.7 5.5 \Y AVcce = Ve
Analog reference voltage AVRH - " AVec v
AVRL - AVss AVss \Y
Operating Junction temperature Ty - -40 +125 °C
temperature | Ambient temperature Ta - -40 18 °C

6 For the voltage range between Vcc(min) and the low voltage detection reset (Von), the MCU must be clocked from either the High-speed CR or the low-speed CR.
7 The minimum value of analog reference voltage depends on the value of compare clock cycle (Tcck). See 12.5 12-bit A/D Converter for the details.

8 The maximum temperature of the ambient temperature (Ta) can guarantee a range that does not exceed the
junction temperature (T,).
The calculation formula of the ambient temperature (Ta) is:

Ta (Max) = Ty(Max) - Pd(Max) x 6a

Pd: Power dissipation (W)
Bua: Package thermal resistance (°C/W)

Pd (Max) = Vce x lec (Max) + Z (louxVoL) + Z ((Vcc-Vor) * (- lon))

lov: L level output current
lon: H level output current
Vou: L level output voltage
Voh: H level output voltage
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Package thermal resistance and maximum permissible power for each package are shown below.
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The operation is guaranteed maximum permissible power or less for semiconductor devices.

Table for Package Thermal Resistance and Maximum Permissible Power

S6E2C Series

Maximum Permissible Power

i i Thermal
Package Prlntgga?ércult Resistance 8ja mW)
(OCIW) Ta=+85°C Ta = +105 °C

LQS144 Smgle-l';ézrsed both 48 833 o
(0.5-mm pitch) % layors = — o
LQP176 Slngle-ls%zged both 45 889 ”
(0.5-mm pitch)

4 layers 31 1290 645
LQQ216 Smgle-lsaigiged both 46 870 42
(0.4-mm pitch) Zlayers - e o
LBE192 Single-layered both . ] ]
(0.8-mm pitch) sides

4 layers 35 143 571

WARNING:
The recommended operating conditions are required in order to ensure the normal operation of the semiconductor device.

Document Number: 002-04980 Rev. *G

All of the device's electrical characteristics are warranted when the device is operated within these ranges.

Always use semiconductor devices within their recommended operating condition ranges. Operation outside these ranges
may adversely affect reliability and could result in device failure.

No warranty is made with respect to uses, operating conditions, or combinations not represented on the datasheet.
Users considering application outside the listed conditions are advised to contact their representatives beforehand.

S6E2C Series Datasheet

Page 85 of 200




a CYPRESS S6E2C Series

> EMBEDDED IN TOMORROW™

Ethernet-MAC Pins

Except For Power
Pin Name Ett;:eur:gtti-ONII‘AC Ethernre)t-MAC Supply
Function Type
PEE/ADTG_5/SCK4_1/IC23_1/INT29_0/E_PPS E_PPS " PEE/ADTG_5/SCK4_1/IC23_1/INT29_0 Vce
PCO/E_RXER E_RXER PCO
PC1/TIOB6_0/E_RX03 E_RX03 PC1/TIOB6_0
PC2/TIOA6_O/E_RX02 E_RX02 PC2/TIOA6_0
PC3/TIOB7_0/E_RXO01 E_RXO01 PC3/TIOB7_0
PC4/TIOA7 _0/E_RXO00 E_RX00 PC4/TIOA7 0
PC5/TIOB14_0/E_RXDV E_RXDV PC5/TIOB14_0
PC6/TIOA14_0/E_MDIO E_MDIO PC6/TIOA14_0
PC7/INT13_0/E_MDC/CROUT _1 E_MDC PC7/INT13_0/CROUT _1
PC8/E_RXCK_REFCK E_RXCK_REFCK | PC8
PC9/TIOB15_0/E_COL E_COL PC9/TIOB15_0 ETHVcc
PCA/TIOA15_0/E_CRS E_CRS PCA/TIOA15_0
PCB/INT28_0/E_COUT E_COUT PCB/INT28_0
PCC/E_TCK E_TCK PCC
PCD/SOT4_1/INT14_0/E_TXER E_TXER PCD/SOT4_1/INT14 0
PCE/SIN4_1/INT15_0/E_TX03 E_TXO03 PCE/SIN4_1/INT15_0
PCF/RTS4_1/INT12_0/E_TX02 E_TX02 PCF/RTS4_1/INT12_0
PDO/INT30_1/E_TX01 E_TXO01 PDO/INT30_1
PD1/INT31_1/E_TX00 E_TXO00 PD1/INT31_1
PD2/CTS4_1/FRCK2_1/E_TXEN E_TXEN PD2/CTS4_1/FRCK2_1

9 1t is used to confirm the PTP counter cycle in Ethernet-MAC by waveforms.
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Calculation Method of Power Dissipation (Pd)

The power dissipation is shown in the following formula.

Pd = Vce % lcc + Z (low % VoL) + Z ((Vee-Von) * (-lon))

loL: L level output current
loH: H level output current
Vou: L level output voltage
VoH: H level output voltage

Icc is the current drawn by the device.
It can be analyzed as follows.

lcc = lcc (INT) + Zlcc (10)

Icc (INT): Current drawn by internal logic and memory, etc. through the regulator

Zlec (10): Sum of current (I/0 switching current) drawn by the output pin

For Icc (INT), it can be anticipated by "(1) Current Rating" in "12.3. DC Characteristics" (This rating value does not include lcc (10)
for a value at pin fixed).

For Icc (10), it depends on system used by customers.

The calculation formula is shown below.

lcc (10) = (Cint + Cext) % Ve x fsw
CinT: Pin internal load capacitance
Cexr: External load capacitance of output pin
fsw: Pin switching frequency
Parameter Symbol Conditions Capacitance Value
4 mA type 1.93 pF
Pin internal load capacitance Cint 8 mA type 3.45 pF
12 mA type 3.42 pF

Calculate Icc (Max) as follows when the power dissipation can be evaluated by yourself:
Measure current value Icc (Typ) at normal temperature (+25°C).

Add maximum leakage current value Icc (leak_max) at operating on a value in (1).

lcc(Max) = lcc (Typ) + lcc (leak_max)

Parameter Symbol Conditions Current Value
Maximum leakage current at Ty = +125 :C 79.2 mA
operating Icc (leak_max) T,=+105°C 39.4 mA
T,=+85°C 26.5 mA
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12.3 DC Characteristics

12.3.1 Current Rating

S6E2C Series

Table 12-1 Typical and Maximum Current Consumption in Normal Operation (PLL), Code Running from Flash Memory
(Flash Accelerator Mode and Trace Buffer Function Enabled)

P Pin I~ 20 Value i
arameter Symbol Name Conditions Frequency Typ?' Max22 Unit Remarks
200 MHz 117 224 mA
25 192 MHz 113 219 mA
180 MHz 106 211 mA
160 MHz 95 197 mA
144 MHz 86 186 mA
120 MHz 73 169 mA | %6
100 MHz 61 155 mA | When all peripheral
27 80 MHz 50 140 mA | clocks are on
60 MHz 39 126 mA
40 MHz 27 112 mA
20 MHz 16 97 mA
Power Normal 8 MHz 8.7 88.9 mA
supply lee Vel operation??, 4 MHz 6.4 86.1 mA
current 24 200 MHz 71 168 mA
(PLL) % 192 MHz 68 165 mA
180 MHz 64 159 mA
160 MHz 58 151 mA
144 MHz 52 144 mA
120 MHz 44 134 mA | 26
100 MHz 38 126 mA | When all peripheral
a7 80 MHz 31 117 mA | clocks are off
60 MHz 24 109 mA
40 MHz 17 100 mA
20 MHz 10 91 mA
8 MHz 6.3 86.1 mA
4 MHz 5.0 84.5 mA

20 Frequency is a value of HCLK when PCLKO = PCLK1 = PCLK2 = HCLK/2

21 Ta=+25°C, Vce = 3.3V
2 Ty=+125°C, Vcc = 5.5V
ZFirmware being executed during data collection for this table is not being accessed from the MainFlash memory.

24 When using a 4 MHz crystal oscillator (including the current consumption of the oscillation circuit)

25 When stopping flash accelerator mode and trace buffer function (FRWTR.RWT = 11, FBFCR.BE = 1)
2 When all ports are fixed
27 When stopping flash accelerator mode and trace buffer function (FRWTR.RWT = 10, FBFCR.BE = 1)
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Table 12-2 Typical and Maximum Current Consumption in Normal Operation (PLL), Code with Data Accessing Running

from Flash Memory (Flash Accelerator Mode and Trace Buffer Function Disabled)

S6E2C Series

P ter | Symbol Pin Conditi F 28 Value Unit Remark
arameter ymbo Name onditions requency Typ® | Max® ni emarks
200 MHz 128 236 mA
33 192 MHz 123 230 mA
180 MHz 116 221 mA
160 MHz 102 205 mA
144 MHz 93 193 mA
120 MHz 79 175 mA | *
100 MHz 67 161 MA | When all peripheral
35 80 MHz 54 145 mA clocks are on
60 MHz 42 130 mA
40 MHz 30 115 mA
20 MHz 17 99 mA
Normal 8 MHz 9.2 90.0 mA
Power | VGG operation®', 4 MHz 6.7 86.9 mA
supply ce 32 200 MHz 74 170 mA
current (PLL) 33 192 MHz 71 167 mA
180 MHz 67 162 mA
160 MHz 59 152 mA
144 MHz 53 145 mA
120 MHz 45 135 mA | *
100 MHz 39 127 MA__| When all peripheral
35 80 MHz 32 118 mA clocks are off
60 MHz 25 110 mA
40 MHz 18 101 mA
20 MHz 1 92 mA
8 MHz 6.5 86.8 mA
4 MHz 5.1 85.0 mA

2 Frequency is a value of HCLK when PCLKO = PCLK1 = PCLK2 = HCLK

2 Ta=+25°C, Vcc = 3.3V
30 T,=+125°C, Vcc = 5.5V
31 With data access to a MainFlash memory.

32 When using a 4 MHz crystal oscillator (including the current consumption of the oscillation circuit)

33 When stopping flash accelerator mode and trace buffer function (FRWTR.RWT = 11, FBFCR.BE = 0)
34 When all ports are fixed
35 When stopping flash accelerator mode and trace buffer function (FRWTR.RWT = 10, FBFCR.BE = 0)
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Table 12-3 Typical and Maximum Current Consumption in Normal Operation (PLL), Code with Data Accessing Running
from Flash Memory (Flash 0 Wait-Cycle Mode and Read Access 0 Wait)

Pin . Value )
Parameter | Symbol Name Conditions Frequency3® Unit Remarks
Typ37 Max38
72 MHz 71 161 mA
60 MHz 62 150 mA
48 MHz 51 138 mA 42
41 36 MHz 40 125 mA ]
24 MHz 29 112 mA When all peripheral
12 MHz 17 08 mA clocks are on
Normal 8 MHz 13 93 mA
Power | vee | operation 4 MHz 8.4 88.5 mA
supply ce 39, 40 72 MHz 46 132 mA
current (PLL) 60 MHz 41 125 mA
48 MHz 34 118 mA 42
41 36 MHz 27 110 mA ]
24 MHz 20 102 mA When all peripheral
12 MHz 12 93 mA clocks are off
8 MHz 9.4 89.7 mA
4 MHz 6.5 86.4 mA

36 Frequency is a value of HCLK when PCLKO = PCLK1 = PCLK2 = HCLK

37 Ta=+25°C, Vcc =3.3V

% T,=+125°C, Vcc =55V

39 With data access to a MainFlash memory.

40 When using a 4 MHz crystal oscillator (including the current consumption of the oscillation circuit)

41 When operating flash 0 wait-cycle mode and read access 0 wait (FRWTR.RWT = 00, FBFCR.SD = 000)
42 When all ports are fixed
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S6E2C Series

Table 12-4 Typical and Maximum Current Consumption in Normal Operation (Other than PLL), Code with Data Accessing
Running from Flash Memory (Flash 0 Wait-Cycle Mode and Read Access 0 Wait)

Pin " Value ]
Parameter | Symbol Name Conditions Frequency*® Unit Remarks
Typ44 Max?45
49
Normal 4.7 84.9 mA | When all peripheral
operation clocks are on
46‘ 47 48 4 MHz
(main 49
oscillation) 3.9 83.8 mA | When all peripheral
clocks are off
Normal “ .
operation 3.0 83.2 mA | When all peripheral
46 " clocks are on
(built-in 4 MHz "
Power High-speed 2.1 82.0 mA | When all peripheral
supply lec vCC CR) clocks are off
current 49
Normal 0.78 | 80.37 | mA | When all peripheral
operation clocks are on
46‘ 50 48 32 kHZ "
(sub )
oscillation) 0.77 80.36 mA \é\lloh:kr; :rlla g?fnpheral
49
Normal 0.81 | 80.39 | mA | When all peripheral
operation clocks are on
46 48 100 kHz "
(built-in )
low-speed CR) 0.78 80.38 mA \é\ll::kns aal!L gfefrlpheral

43 Frequency is a value of HCLK when PCLKO = PCLK1 = PCLK2 = HCLK/2
4“4 TA =+25°C,VCC = 3.3V

4 TJ=+125°C, VCC = 5.5V
46 With data access to a MainFlash memory.
47 When using a 4 MHz crystal oscillator (including the current consumption of the oscillation circuit)
48 When operating flash 0 wait-cycle mode and read access 0 wait (FRWTR.RWT = 00, FBFCR.SD = 000)
4 When all ports are fixed

50 When using a 32 kHz crystal oscillator (including the current consumption of the oscillation circuit)
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S6E2C Series

Table 12-5 Typical and Maximum Current Consumption in Sleep Operation (PLL), when PCLKO = PCLK1 = PCLK2 =

HCLK/2
Pin . o Value .
Parameter | Symbol Name Conditions Frequency Typ®? — Unit Remarks
200 MHz 88 188 mA
192 MHz 85 184 mA
180 MHz 80 178 mA
160 MHz 72 164 mA
144 MHz 65 156 mA
120 MHz 55 144 mA | 55
100 MHz 47 134 MA | When all peripheral
80 MHz 38 124 mA clocks are on
60 MHz 30 114 mA
40 MHz 21 104 mA
20 MHz 12 93 mA
Power Sleep 8 MHz 7.4 87.2 mA
supply Iccs vCcC operation®* 4 MHz 5.8 85.2 mA
current (PLL) 200 MHz 44 134 mA
192 MHz 42 132 mA
180 MHz 40 129 mA
160 MHz 36 123 mA
144 MHz 33 119 mA
120 MHz 28 113 mA | 55
100 MHz 24 108 mA | When all peripheral
80 MHz 20 103 mA | clocks are off
60 MHz 16 98 mA
40 MHz 12 93 mA
20 MHz 7.6 87.6 mA
8 MHz 5.2 84.7 mA
4 MHz 4.4 83.7 mA

51 Frequency is a value of HCLK when PCLKO = PCLK1 = PCLK2 = HCLK/2

52 Ta=+25°C, Vcc = 3.3V
% T, =+125°C, Vcc = 5.5V

54 When using a 4 MHz crystal oscillator (including the current consumption of the oscillation circuit)

5 When all ports are fixed
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Table 12-6 Typical and Maximum Current Consumption in Sleep Operation (PLL), when PCLKO = PCLK1 = PCLK2 = HCLK

i Value
Pin . 56 .
Parameter | Symbol Name Conditions Frequency Typ* Max®® Unit Remarks

72 MHz 45 130 mA
60 MHz 38 122 mA
48 MHz 31 114 mA | .,
36 MHz 24 106 mA .
24 MHz 18 | 99 | mA | yonalperipheral
12 MHz 11 91 mA

Power Sleep 8 MHz 8.6 88.3 mA

supply lccs vce operation® 4 MHz 6.3 85.7 mA

current (PLL) 72 MHz 20 103 mA
60 MHz 18 99 mA
48 MHz 15 96 mA | o
36 MHz 12 93 mA )
2ebts | o1 | a3 | ma | tendlpeishes
12 MHz 6.5 86.1 mA
8 MHz 5.5 84.9 mA
4 MHz 4.6 83.8 mA

5 Frequency is a value of HCLK when PCLKO = PCLK1 = PCLK2 = HCLK

57 Ta=+25°C, Vcc = 3.3V

% Ty =+125°C, Vcc = 5.5V

59 When using a 4 MHz crystal oscillator (including the current consumption of the oscillation circuit)
80 When all ports are fixed
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S6E2C Series

Table 12-7 Typical and Maximum Current Consumption in Sleep Operation (Other than PLL), when PCLKO = PCLK1 =

PCLK2 = HCLK/2

Pin . Value .
Parameter | Symbol | oo Conditions Frequency®' Typ® Maxe® | Unit Remarks
65
3.4 82.6 mA | When all peripheral
Sleep clocks are on
operation®* 4 MHz
(main oscillation) 65
2.5 81.7 mA | When all peripheral
clocks are off
65
Sleep 2.5 81.7 mA | When all peripheral
operation clocks are on
Power (built-in 4 MHz &

High-speed CR 1.7 80.9 mA | When all peripheral
supply lccs VCC gn-sp ) clocks are off
current 65

Sleep 0.75 79.97 mA \é\llgéaknszllrgggpheral
operation®® 32 kHz =

(sub oscillation) 074 | 79.96 | mA | When all peripheral

clocks are off
65
Sleep 0.79 80.01 mA | When all peripheral
operation clocks are on
(built-in 100 kHz o

low-speed CR) 0.76 79.98 mA | When all peripheral

clocks are off

51 Frequency is a value of HCLK when PCLKO = PCLK1 = PCLK2 = HCLK/2

62 Ta=+25 °C, Vcc = 3.3V
8 Ty=+125°C, Vcc = 5.5V

64 When using a 4 MHz crystal oscillator (including the current consumption of the oscillation circuit)

85 When all ports are fixed.

8 When using a 32 kHz crystal oscillator (including the current consumption of the oscillation circuit)
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S6E2C Series

Table 12-8 Typical and Maximum Current Consumption in Stop Mode, TIMER Mode and RTC Mode

Parameter | Symbol NF;ir:e Conditions Frequency TypmvalueMasz— Unit Remarks
69 70
0.56 3.01 mA Ta= +25°C
69, 70
IccH Stop mode - - 27.03 MA | 1, = 485°C
69 70
- 39.92 mA Ta = +105°C
69 70
1.40 3.85 mA Ta = +25°C
Timer mode’’ 69 70
(main oscillation) 4 MHz B 2r.8r mA Ta = +85°C
69 70
- 40.76 mA Ta = +105°C
69 70
0.95 3.40 mA Ta = +25°C
Timer mode 69 70
(bUI|t-In 4 MHZ - 2742 mA TA’ - +850C
Power High-speed CR)
supply | vce 40.31 AT
ccT - . m _ 0
current Ta=+105°C
69 70
0.57 3.02 mA Ta = +25°C
Timer mode’? 69 70
(sub oscillation) 32 kHz ) 21.04 MA | Ta = +85°C
69’ 70
- 39.93 mA Ta = +105°C
69, 70
0.58 3.03 mA Ta = +25°C
Timer mode 69 70
(built-in 100 kHz - 27.05 mA L o
low-speed CR) Ta=+85C
69 70
- 39.94 mA Ta=+105°C
69, 70
0.57 3.02 mA T = 425°C
RTC mode’" 69,70
lcr (sub oscillation) 32 kHz - 2704 | mA | 1 - ig50C
69, 70
- 39.93 mA Ta=+105°C
7 Vee = 3.3V
88 Ve = 5.5V

89 When all ports are fixed

70 When LVD is off

™ When using a 4 MHz crystal oscillator (including the current consumption of the oscillation circuit)
72 When using a 32 kHz crystal oscillator (including the current consumption of the oscillation circuit)
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S6E2C Series

Table 12-9 Typical and Maximum Current Consumption in Deep Standby Stop Mode, Deep Standby RTC Mode and VBAT

Parameter Symbol N|;ir:e Conditions Frequency Typ73va|ueMax74 Unit Remarks
75 76
96 248 | MA | 1) - .0500
Deep standby
Stop mode 75,76
(When RAM - - 3009 | WA | 1, = 4g5°C
is off) 75 76
- 3889 | MA | 1, - +105°C
IccHD —
106 259 | WA | 1= 050
Deep standby
Stop mode 75,76
(When RAM - - 3020 | WA | 1, = 4g85°C
is on) —
- 3900 | MA |1, = +105°C
VCC 75 76
96 248 VA | 1) = sosec
Deep standby
RTC mode 75,76
(When RAM - 3009 | WA | 1, =485°C
is off)
Power 75 76
supply lccro 32 kHz i 3889 | MA | 7= +105°C
current
75 76
106 259 WA T;,\ = +25°C
Deep standby
RTC mode 75 76
(When RAM - 8020 | WA | 1, = 4g85°C
is on) 75 76
- 3900 | MA | 1, = +105°C
75 76 78
0.0058 | 0.1 PA | 1) 2 hosec
75 76 78
RTC stop”” - 1.4 MA T/; = +85°C
75 76 78
- 33 | VA | 1i= 4105
lccveat VBAT - 75 76
1.0 1.8 VA | 12 osec
RTC 75Y 76
operation’’ - 3.2 HA | 1, = +85°C
75 76
- 51 | VA 1= 41057
B Vec=3.3V
™ Vec=5.5V

S When all ports are fixed
6 When LVD is off

™ In the case of setting RTC after VCC power on.

8 When sub oscillation is off
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Table 12-10 Typical and Maximum Current Consumption in Low-voltage Detection Circuit, Main Flash Memory Write/Erase

Pin i Value .
Parameter Symbol Name Conditions Min Typ Max Unit Remarks
Low-voltage
detection
circuit (LVD) lecvo At operation - 4 7 A For occurrence of
interrupt
power supply
current
When programming
vee or erase in flash
MainFlash memory, Flash
memory At Memory Write/Erase
write/erase lecrLast write/erase i 134 15.9 MA | current (ICCFLASH)
current is added to the
Power supply current
(Icc).
Peripheral Current Dissipation
Clock . . Frequency (MHz) .
System Peripheral Unit 50 100 200 Unit Remarks
GPIO All ports 0.39 0.81 1.56
DMAC - 0.99 1.97 3.82
DSTC - 0.73 1.49 2.86
External bus I/F - 0.25 0.48 0.97
SD card I/F - 0.74 1.47 2.90
CAN 1ch 0.06 0.08 0.16
HCLK mA
CAN-FD 1ch 0.77 1.50 2.95
USB 1ch 0.48 0.95 1.89
Ethernet-MAC - 1.85 3.63 7.20
12S - 0.51 1.02 1.99
High-speed Quad SPI - 0.48 0.97 1.49
Programmable CRC - 0.05 0.10 0.22
Base timer 4 ch 0.21 0.42 0.83
Multi-functional .
timer/PPG 1 unit/4 ch 0.83 1.65 3.25
PCLK1 Quadrature mA
position/revolution 1 unit 0.07 0.13 0.27
counter
A/D converter 1 unit 0.31 0.60 1.17
PCLK2 Multi-function serial 1ch 0.41 0.81 - mA
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S6E2C Series

(Vee = USBVcec0 = USBVcece1 = ETHVee = AVee = 2.7V to 5.5V, Vss = AVss = 0V)

Value

Parameter | Symbol Pin Name Conditions Min Typ Max Unit | Remarks
CMOS hysteresis Vccx0.8 - Vee +0.3 V
input pin, MO, ] ETHVcex0.8 | - | ETHVec+03 | V
H level
input MADATAXx Vec? 3.0V, 24 - Vee+03 | v |AtExtemal
voltage ViHs Vee € 3.6V, Bus
(hysteresis I5V tc:leyagt iné)lutjpin - Vcex0.8 - Vss +5.5 \Y
input) npu "I’z”(‘: For:]‘+ edas - Veex0.7 - Vss + 5.5 Vv
TTL Schmitt ; 2.0 - | ETHVec+03 | v
input pin
CMOS hysteresis Vss - 0.3 - Veex0.2 V
L level '”p”t,{jl'g'1MD0' ; Vss - 0.3 - ETHVcex02 | V
input 5V tolerant input pin - Vss - 0.3 - Vcex0.2 \%
voltage. Vis Input pin doubled as
(hysteresis 2C Fm+ - Vss - Vcex0.3 \%
input) :
TTL Schmitt
input pin - Vss - 0.3 - 0.8 \%
Vce > 4.5V,
lon = -4 mA
Vee < 4.5V, Vce-0.5 - Vce \Y
lon = -2 mA
4 mAtype ETHVcc > 4.5V,
lon = -4 mA
ETHVcc <45y, | Ve 09 i ETHVce v
lon = -2 mA
Vce 2 4.5V,
lon = - 8 mA
Vec <45V, Vce-0.5 - Vce \Y
lon = -4 mA
8 mAtype ETHVcc > 4.5V,
lon = -8 mA
ETHVec < 4.5V, ETHVcc - 0.5 - ETHVcc V
lon = - 4 mA
H 'evet' v Vee > 4.5V,
outpu OH lon = - 1 A
voltage 10 mA type ‘i;‘cc > 4053 Vee-0.5 ; Vee v
lon = -8 mA
Ve 2 4.5V,
lon =-12 mA
12 mA type Vec <45V, Vce - 0.5 - Vce V
lon = -8 mA
USBVcc > 4.5V, USBVeo
lon = - 20.5 mA
The pin USBVce - USBVeer
doubled as USB /0 0.4 - USBVcc vojare
USBVcc < 4.5V, ) described
lon =-13.0 mA as
USBVcec.
Vce 2 4.5V,
The pin lon = -4 mA
doubled as I2C Fm+ Vee < 4.5V, Vee-0.5 ) Vee V. | AtGPIO
lon = -3 mA
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Parameter | Symbol Pin Name Conditions Min \_I{;Lue Max Unit | Remarks
Vce > 4.5V,
loL =4 mA Vs ) 04 Vv
Vce < 4.5V,
4 mA type |OL = 2 mA
ETHVcc > 4.5V,
loo =4 mA
RTHVcc < 4.5V, Vss i 04 v
lor =2 mA
Vce 2 4.5V,
lor = 8 mA
Vec < 4.5V, Vss - 0.4 V
lo =4 mA
8 mAtype ETHVce > 4.5V,
lo =8 mA
RTHVcc < 4.5V, Vss i 04 v
lo =4 mA
L level |Vcc_21g'anA
output VoL 10 mA type oL = V. - 0.4 v
voltage P Vee < 4.5V, s
lor = 8 mA
Vce 2 4.5V,
12 mAt lor =12 mA V. 0.4 v
mAtype Vee < 4.5V, 8 - '
lor = 8 mA
USBVcc > 4.5V, USBVcco
lo = 18.5 mA andBV
The pin doubled as Vv } 0.4 v l:r?a cet
USB I/0 USBVcc < 4.5V, 5 ' described
lor = 10.5 mA as
USBVcec.
Vce 2 4.5V,
loL =4 mA
At GPIO
The pin doubled as Vce < 4.5V, Vv ) 0.4 Vv
12C Fm+ lo. =3 mA s '
Vce £4.5Y, At 12C
lo. = 20 mA Fm+
Input leak
current e - - -5 - +5 HA
Pull-up , Vee > 4.5V 25 50 100
resistor Reu Pull-up pin kQ
value Vce < 4.5V 30 80 200
Other than
VCC,
USBVCCO,
Input USBVCC1,
capacitance Cn ETHVCC, ) ) 5 15 PF
VBAT, VSS,
AVCC, AVSS,
AVRH
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12.4 AC Characteristics

12.4.1 Main Clock Input Characteristics
(Vee =AVcec = 2.7V t0 5.5V, Vss = AVss = 0V, Ta = -40°C to +105°C)

Pin o Value .
Parameter Symbol Name Conditions M M Unit Remarks
in ax
Vce 24.5V 4 48 MHz When crystal oscillator is
Vce < 4.5V 4 20 connected
Input frequency fen Veo>a4 5Y 7 28
ce=2. MHz | When using external clock
Vce < 4.5V 4 20
X0, Vcc 24.5V 20.83 250
Input clock cycle tevin X1 VCC;: 45V 50 250 ns When using external clock
Input clock pulse width - TDV\\/I\://E:(IL: 45 55 % When using external clock
Input clock rise time and ter, .
fall time tor - - 5 ns When using external clock
fee - - - 200 MHz | Base clock (HCLK/FCLK)
Internal operating clock fcro - - - 100 MHz | APBObus clock &°
" frequency fepr - - - 200 | MHz | APB1bus clock®
fep2 - - - 100 MHz | APB2bus clock &°
tevee - - 5 - ns Base clock (HCLK/FCLK)
Internal operating clock”® tevero - - 10 - ns APBObus clock &
cycle time toveps - - 5 - ns | APB1bus clock &
tcvep2 - - 10 - ns APB2bus clock®®
tevi
0.8 x Vec -~ Sxo_a x Vico / ----- 0.8 x Vee
/ K 0.2 x Ve A--|---- 0.2 x Vee
PwH PwL
tcF tcr

® For more information about each internal operating clock, see Chapter 2-1: Clock in FM4 Family Peripheral Manual Main Part (002-04856).
80 For more about each APB bus to which each peripheral is connected, see 1. Block Diagram in this data sheet.
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12.4.2 Sub Clock Input Characteristics
(Vear = 1.65V t0 5.5V, Vss = 0V)

Pin i Value .
Parameter Symbol N Conditions - Unit Remarks
ame Min Typ Max
When crystal
- - 32.768 - kHz | oscillator is
Input frequency 1/tevil connected®'
XOA, _ 32 _ 100 kHz \é}/::kn using external
X1A -
Input clock cycle teviL - 10 - 31.25 us \é\llc?fkn using external
Input clock pulse width . A . 55 % | Lhen using extermal
tovie
0.8 x Vear A~ 0.8 x Vpar ——— 0.8 x VgaT
/ 2 x 0.2xV
XO0A 0.2 x Vear BAT
Pwh

12.4.3 Built-In CR Oscillation Characteristics

Built-In High-speed CR
(Vcc = 2.7V to 5.5V, Vss = 0V)

Value
Parameter Symbol Conditions - Unit Remarks
Min Typ Max
Ts=-20°Cto +105°C 3.92 4 4.08
When trimming?®?
Clock frequency fcrH Ty =-40°C to + 125°C 3.88 4 412 MHz
Ts=-40°Cto +125°C 3 4 5 When not trimming
Frequency
stabilization tocrwT - - - 30 us 83
time
Built-In Low-speed CR
(Vcc =2.7V to 5.5V, Vss = 0V)
. Value i
Parameter Symbol Condition - Unit Remarks
Min Typ Max
Clock frequency ferL - 50 100 150 kHz

81 For more information about crystal oscillator, see Sub crystal oscillator in 8. Handling Devices

82 |n the case of using the values in CR trimming area of flash memory at shipment for frequency/temperature trimming

8 This is the time to stabilize the frequency of the High-speed CR clock after setting trimming value. During this period, it is able to use the High-speed CR clock as a
source clock.
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S6E2C Series

12.4.4 Operating Conditions of Main PLL (in the Case of Using Main Clock for Input Clock of PLL)

(Vec = 2.7V to 5.5V, Vss = 0V)

Parameter Symbol Min V_?)I,:e Max Unit Remarks
PLL oscillation stabilization wait time®* ¢ 100
(lock up time) LocK ) ) Hs
PLL input clock frequency fpLLI 4 - 16 MHz
PLL multiplication rate - 13 - 100 multiplier
PLL macro oscillation clock frequency frLLo 200 - 400 MHz
Main PLL clock frequency® foLkpLL - - 200 MHz

12.4.5 Operating Conditions of USB/Ethernet PLL - I>’S PLL (in the Case of Using Main Clock for Input Clock of PLL)

(Veec =2.7V t0 5.5V, Vss = 0V)

Parameter Symbol Min V_?)I,:e Max Unit Remarks
PLL oscillation stabilization wait time? ¢ 100 ) ) s
(lock up time) LOCK M
PLL input clock frequency fRLLI 4 - 16 MHz
PLL multiplication rate - 13 - 100 multiplier

I 400 MHz USB/Ethernet
PLL macro oscillation clock frequency frLLo 200 - 384 VAz s

After the M
87 - -

USB/Ethernet clock frequency feLkpLL 50 MHz frequency division
I2S clock frequency 88 foLkpLL - - 12.288 MHz After the M

frequency division

84 Time from when the PLL starts operating until the oscillation stabilizes
85 For more information about Main PLL clock (CLKPLL), see Chapter 2-1: Clock in FM4 Family Peripheral Manual

Main Part (002-04856).

8 Time from when the PLL starts operating until the oscillation stabilizes
87 For more information about USB/Ethernet clock, see Chapter 2-2: USB/Ethernet Clock Generation in FM4 Family Peripheral Manual Communication Macro Part

(002-04862).

8 For more information about 12S clock, see Chapter 7-1: 1S Clock Generation in FM4 Family Peripheral Manual Communication Macro Part (002-04862).
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12.4.6 Operating Conditions of Main PLL (in the Case of Using Built-in High-Speed CR Clock for Input Clock of Main

PLL)
(Vec = 2.7V to 5.5V, Vss = 0V)
Parameter Symbol Min V_?;:e Max Unit Remarks
PLL oscillation stabilization wait time®® ¢ 100 . . s
(lock up time) LocK H
PLL input clock frequency feLLl 3.8 4 4.2 MHz
PLL multiplication rate - 50 - 95 multiplier
PLL macro oscillation clock frequency feLLo 190 - 400 MHz
Main PLL clock frequency ° foLkpLL - - 200 MHz

Note:

— The High-speed CR clock (CLKHC) should be set with frequency/temperature trimming to act as the source clock of the
Main PLL.

12.4.7 Reset Input Characteristics
(Vec = 2.7V to 5.5V, Vss = 0V)

Pin i Value .
Parameter Symbol N Conditions Unit Remarks
ame Min Max
Reset input time tiniTx INITX - 500 - ns

8 Time from when the PLL starts operating until the oscillation stabilizes
% For more information about Main PLL clock (CLKPLL), see Chapter 2-1: Clock in FM4 Family Peripheral
Manual Main Part (002-04856).
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12.4.8 Power-On Reset Timing
(Vec = 2.7V to 5.5V, Vss = 0V)

Pin . Value .
Name Conditions - Unit | Remarks
Min Typ Max

Parameter Symbol

Vce must
be held
below
0.2V for a
minimum
period of
torr.
Improper
initializatio
n may
occur if
this

VCC condition
is not met

This dV/dt
characteri
stic is
applied at
Power ramp rate dv/dt Vce: 0.2V to 2.70V 0.6 - 1000 | mV/us |the power-
on of cold
start
(torFr>1ms)

Power supply shut down time torr - 1 - - ms

Time until releasing Power-on reset terT - 0.33 - 0.60 ms

Note:
— If torF cannot be satisfied designs must assert external reset(INITX) at power-up and at any brownout event per 12.4.7 Reset
Input Characteristics.

Vee
0.2V} — 0.2V
—!
v torr
Internal RST RST Active release
CPU Operation start
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Glossary

S6E2C Series

O Von: detection voltage of Low Voltage detection reset. See “12.8. Low-Voltage Detection Characteristics”.

12.4.9 GPIO Output Characteristics

(Vec = 2.7V to 5.5V, Vss = 0V)

Pin i Value .
Parameter Symbol Conditions Unit Remarks
Name Min Max
Vcc 2 4.5V - 50 MHz
Output frequency trcycLe Pxx®1
Vee < 4.5V - 32 MHz
Pxx
< »|
tecycLe

9 GPIO is a target.
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12.4.10 External Bus Timing

External Bus Clock Output Characteristics

Value
Parameter Symbol Pin Name Conditions Unit Remarks
Min Max

Output frequency tevoLe MCLKOUT 92 - 50% MHz

0.8 X Vcc ¢ \ /0.8 X Vce

MCLK
< =|
tCYCLE
External Bus Signal I/O Characteristics
(Vec = 2.7V to 5.5V, Vss = 0V)
Parameter Symbol Conditions Value Unit Remarks

ViH 0.8 x Vce \%

Signal input characteristics
Vi 0.2 x Vce \%
Vo ) 0.8 x Vce \%

Signal output characteristics
VoL 0.2 x Vcc \%

. /i Vin )

Input signal N Vi Vie S
/ \on Vor )

A\ Vou VoL A

9 The external bus clock (MCLKOUT) is a divided clock of HCLK.

For more information about setting of clock divider, see Chapter 14: External Bus Interface in FM4 Family

Peripheral Manual Main Part (002-04856).

% The Multi-layer AHB clock divided by the (DCLKR:MDIV) divider register, cannot exceed this specification for MCLKOUT or MSDCLK clock.

Document Number: 002-04980 Rev. *G S6E2C Series Datasheet Page 107 of 200



S CYPRESS

> EMBEDDED IN TOMORROW™

S6E2C Series

Separate Bus Access Asynchronous SRAM Mode
(Vcc = 2.7V to 5.5V, Vss = 0V)

Value
Parameter Symbol Pin Name Conditions Unit | Remarks
Min Max
MOEX
Minimum pulse width toew MOEX - MCLKxn-3 - ns
MCSX | —Address MCSX]7: 0],
output delay time fosL-av MADI[24: 0] - -9 +9 ns
MOEX 1 —Address MOEX,
hold time toEH - Ax MAD[24: 0] - 0 MCLKxm+9 | ns
MCSX | —
MOEX | delay time fest - oeL MOEX. - MCLKxm-9 | MCLKxm+9 | ns
MOEX 1 — MCSX[7: 0]
MCSX 1 time toen - csH - 0 MCLKxm+9 | ns
MCSX | — MCSX,
MDQM | delay time tesL - RoaML MDQM[3: 0] - MCLKxm-9 | MCLKxm+9 | ns
Data set up—MOEX 1 ¢ MOEX, i 20 ] o
time DS -OE MADATA[31: 0]
MOEX 1 — ) MOEX, ] 0 ] -
Data hold time DH - OF MADATA[31: 0]
MWEX
Minimum pulse width twew MWEX - MCLKxn-3 - ns
MWEX 1 —Address MWEX,
output delay time e -AX MAD[24: 0] - 0 MCLKxm+9 | ns
MCSX | —
MWEX | delay time test-wet MWEX. - MCLKxn-9 | MCLKxn+9 | ns
MWEX 1 — MCSX[7: 0]
MCSX 1 delay time twen - csH - 0 MCLKxm+9 | ns
MCSX | — MCSX,
MDQM l delay time tesL-woamL MDQM[3 0] - MCLKxn-9 MCLKxn+9 ns
MCSX | — MCSX,
Data output time tosi-ox MADATA[31: 0] - MCLK-9 MCLK+9 ns
MWEX 1 — MWEX,
Data hold time tWeH-DX | \ADATA[31: 0] - 0 MCLKxm+9 | ns
Note:

— When the external load capacitance C.= 30 pF (m=0to 15 n=1to 16)
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-
tevele
<—>
wo MU n
toeH-csH twen-csH
MCSX[7: 0] \
tesiav »l-{€  topnax > >l tosay €  twenax
MAD24: 0] A__Address ) )I\ Address { X:
tesL-oeL
tesL-roamLp «—estwoau g,
MDQM[1: 0]
< tesLweL >
MWEX < twew
tps-oe ton-oE
<«—>l—> <€ tyeH.Dx
MADATA[15: 0] RD { nvaiid ) WD
P € tosiox
tevee
<—>
o TP LML L
toen-csH twen-csH
MCSX]7: 0] \ _\_
tesiav »-{€  tornax > > |-{€tesiay <€ twenax
MAD[24: 0] 1 Address ) Y Address )C
tesi-oeL
MOEX \(T-
tesL-roamLp «—est-woau g,
MDQM[1: 0] \ t
. tesiwer o
- > t
MWEX e,
tps-oe tor-oE
+—pi—> <€ tyeH-Dx
MADATA[15: 0] RD { nvaiid ) WD
> tesL-bx
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Separate Bus Access Synchronous SRAM Mode
(Vec = 2.7V 10 5.5V, Vss = 0V)

Parameter Symbol Pin Name Conditions _ Value Unit Remark
Min Max S
. MCLK,
Address delay time tav MADI[24: 0] - 1 9 ns
tesL - 1 9 ns
MCSX delay time MC'\:/IS&L[?’ 0]
tcsH ' - 1 9 ns
trReL - 1 9 ns
MOEX delay time mg'éf(
treH - 1 9 ns
Data set up t MCLK, ) 19 ) ns
—MCLK 1 time DS MADATA[31: 0]
MCLK 1T — t MCLK, ) 0 ) ns
Data hold time DH MADATA[31: 0]
tweL MCLK - 1 9 ns
MWEX delay time )
y twen MWEX - 1 9 ns
MDQM([1: 0] toam MCLK, - 1 9 ns
delay time toamH MDQMI[3: 0] i} 1 9 .
MCLK T — MCLK,
Data output time toos MADATA[31: 0] - MCLK+1 | MCLK+18 | ns
MCLK T — ¢ MCLK, - 1 18 ns
Data hold time ob MADATA[31: 0]
Note:
— When the external load capacitance CL = 30 pF
tevele
, “—>
i alally N
L ]
E tCSL tCSH
MCSX[7: 0] ; | —l'\ T\
. i tAV. tAV
MADI[24: 0] Address [ X Address X X
i treL tren
MOEX i |
i toamL t t t
MDQM[3: 0] DamH DAML DQM|H
t t
MWEX : WEL WE|—||
tos ton
E <€ > <top
MADATA[31: 0]+ RD ~{ " invaia| X WD
: oDs | | |
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Multiplexed Bus Access Asynchronous SRAM Mode

(Vec = 2.7V to 5.5V, Vss = 0V)
: . Value .
Parameter Symbol Pin Name Conditions Unit | Remarks
Min Max
Multiplexed
address delay time taLE-CHMADY MALE, ) 0 10 ns
i MADI[24: 0
r'\]"olig'ﬁ'rﬁ’éed address tCHMADH [24: ] - MCLKxn+0 | MCLKxn+10 | ns
Note:
— When the external load capacitance C.= 30 pF (m=0to 15, n=1to 16)
teveie
MCLK NN EEIEIElENENEEENE
MCSX[7: 0] — o ‘o
MALE
MAD [24: 0] X Address X X Address X ¥
MOEX |/
MDQM [3: 0] \ |/
MWEX \ /S
Address RD } Address WD —
MADATA[31: 0] N o — = | 4N | |q | |
taLE - cHMADY tae-cHmapy  tohmapn
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Multiplexed Bus Access Synchronous SRAM Mode

S6E2C Series

(Vec = 2.7V 10 5.5V, Vss = 0V)

Value
Parameter Symbol Pin Name Conditions Unit | Remarks
Min Max
tcHAL - 1 9
MALE delay time '\lcl(/i'[’é
tcHAH - 1 9
MCLK T —Multiplexed t } 1 t ns
address delay time CHMADY MCLK, op
MCLK T —Multiplexed t MADATA[31: 0] 1 t
data output time CHMADX ) ob ns

Note:

— When the external load capacitance C. = 30 pF

MCLK

MCSX[7: 0]

MALE

MAD [24: 0]

MOEX

MDQM [3: 0]

MWEX

MADATA[31: 0]

A 4

i
T

N
\
[\
X

-
s

L alle alle
Lonan N tonar
' X Address X Address X
1/
a |/ \ /
i \ /
i ﬁddressH RD } AddressK:L WD }
' T
tcumany P | | tomumoy e tcumanx |
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S6E2C Series

(Vec = 2.7V 10 5.5V, Vss = 0V)

Value
Parameter Symbol Pin Name Conditions . Unit | Remarks
Min Max
MNREX
Min pulse width tNREW MNREX - MCLKxn-3 - ns
Data set up MNREX,
—MNREX 1 time [S-NRE | \IADATA[31: 0] ) 20 - ns
MNREX T — . MNREX, 0
Data hold time DH - NRE MADATA[31: 0] - ) ns
mm\,fde;ay fime tALEH - NWEL it - MCLKxm-9 | MCLKxm+9 | ns
MHCVLgxld;ay time tALEL - NwEL I\I\;Il IIIIIOVLEEX - MCLKxm-9 | MCLKxm+9 ns
MNCLE T — MNCLE
MNWEX delay time teLeH - NwEL MNWE)& - MCLKxm-9 MCLKxm+9 ns
MNWEX T —
MNCLE delay time tNWEH - CLEL IQ/IAH\(/:VIIEEX - 0 MCLKxm+9 ns
MI':VQ)/LIJEI)S(e width twew MNWEX - MCLKxn-3 - ns
MNWEX | — t MNWEX, ) 9 9 ns
Data output time NWEL - DV MADATA[31: 0]
MNWEX T — MNWEX,
Data hold time IWeH-0X | \ADATA[31: 0] - 0 MCLKxm+9 | ns
Note:
— When the external load capacitance C.= 30 pF (m=0to 15, n=1to 16)
NAND Flash Read
! fovae :
Von | Von !
MCLK j ﬂ
L furew N
A Vou |
MNREX ﬂ Vor /ﬁ
\ tosnre . tD",“‘E
1 b
MADATA[31: 0] Vin _ mead T Vi
j ea : '
Vi Lo Vi
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NAND Flash Address Write

tCYCLE

F
¥y .

MCLK " Von " Von

taLEH-NwEL

MNALE 7‘;‘ Vo

MNCLE

MNWEX : twew E
\; VoL /Y Von
| taweLDv : tnwen-ox .
) h L]
MADATA[31: 0] .~ Von . Vo
: VOL erte )

VoL

NAND Flash Command Write

tcyele

- .
& ™

MCLK W

. ta e NwEL : :
MNALE \i_Vou ; 5
. toEnnwe _E :‘ tNwEH-CLEL .
MNCLE 4 Vou i i VoL
E tnwew '
MNWEX o »
> Voo /4 Vo
| taweLDv : tnwen-Dx
b “ "
MADATA[31: 0] Vo . >j Vou
: VoL Vlete VoL
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External Ready Input Timing

S6E2C Series

(Vec = 2.7V 10 5.5V, Vss = 0V)

Parameter

MCLK?

Symbol

Pin Name

Conditions

Value

Min

Max

Unit | Remarks

MRDY input
setup time

troYI

MCLK,
MRDY

19

B When RDY is input

MCLK

Original
MOEX
MWEX

MRDY

Over 2cycle

A

|

tRDYI

B When RDY is released

MCLK

Extended
MOEX
MWEX

MRDY

2 cycles

A

A4

O.SXVCC

troYI

)
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SDRAM Mode
(Vec = 2.7V t0 3.6V, Vss = 0V)
. Unit .
Parameter Symbol Pin Name Value Unit Remarks
Min Max
Output frequency tcycsp MSDCLK - - 50 MHz
Address delay time taosp I\,>IA :&%‘ Kd] - 2 12 ns
MSDCLK T — t MSDCLK, ) 2 12 ns
Data output delay time DOSD MADATA[31: 0]
MSDCLK T — t MSDCLK, ) 2 195 ns
Data output Hi-Z time pOzsD MADATA[31: 0] '
MDQM][3: 0] delay time twrosp MNL.I)SQDMC[IJKO] - 1 12 ns
MCSX delay time tuosso RIS ; 2 12 ns
MRASX delay time trassD MI\/?II?DAC\;SL)T - 2 12 ns
MCASX delay time toasso v ; 2 12 ns
MSDWEX delay time tmwesp mgg\?vl‘é; - 2 12 ns
MSDCKE delay time tckesp mggglkié - 2 12 ns
Data set up time tossp M A'\Igil?l'g[léﬁ 0] - 19 - ns
. MSDCLK,
Data hold time toHsD MADATA[31: 0] - 0 - ns
Note:
— When the external load capacitance C.= 30 pF
tevesp
MSDOLK \ \
taosp
MAD[24:0] _§< Address ><
MDQM[1:0] _:Ltwm" /
MGSX _%\tMCSSD /7
MRASX _:Ltmn /7
MCASX _:Ltms" /7
MSDWEX _:LtMWESD /
MSDCKE _:LWESD /
tossp tonsp
MADATA[15:0] RD
toosp (> toozsp
MADATA[15:0] j( WD ‘
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12.4.11 Base Timer Input Timing

Timer Input Timing
(Vec = 2.7V to 5.5V, Vss = 0V)

Parameter Symbol Pin Name Min Value Max Unit Remarks
Input pulse width triwn, trwe (when-lt—Jlgr'?‘gngsKé%rIL TIN) 2tcyep - ns
triwn trwe
ECK
V|Hs VIHS
TN Vis Vis
Trigger Input Timing
(Veec =2.7V t0 5.5V, Vss = 0V)
Parameter Symbol Pin Name Min Value Max Unit Remarks
Input pulse width trreH, tTRGL (Wh;-r:?gr;gg?sBTnGlN) 2tcvep - ns

trraH trreL
TGIN
G Vins Vins
Vs Vis
Note:

— tcyep indicates the APB bus clock cycle time. For more information about the APB bus number to which the base timer is
connected, see 1. Block Diagram in this datasheet.
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12.4.12 CSIO (SPI) Timing

Synchronous Serial (SPI =0, SCINV = 0)
(Veec = 2.7V to 5.5V, Vss = 0V)

Vcec < 4.5V Vcc 2 4.5V

Pin

Parameter Symbol Name Conditions Min Nax Min Max Unit
Baud rate - - - 8 - 8 Mbps
Serial clock cycle time tscye SCKx 4tcvcp - 4tcycp - ns
SCK|—SOT delay time tsLow SCKx, - 30 +30 -20 +20 ns
SOTx .
SINSSCK] SOKY Internal shift
— y :
setup time tivshi SINX clock operation 50 - 30 . ns
SCK1—SIN hold time x| o 0 - 0 ] ns
Serial clock L pulse width tsLsH SCKx ZtCISP ) - ZtCISP ) - ns
Serial clock H pulse width tsHsL SCKXx tevep + 10 - tevep + 10 - ns
. SCKXx,
SCK|—SOT delay time tsLove SOTx External shift - 50 - 30 ns
SIN—-SCK? ¢ SCKXx, clock 10 ) 10 ) ns
setup time IVSHE SINX operation
. SCKXx,
SCK1—SIN hold time tsHixe SINX 20 - 20 - ns
SCK fall time tr SCKx - 5 - 5 ns
SCK rise time tr SCKx - 5 - 5 ns

Notes:
— The above characteristics apply to CLK synchronous mode.

— tever indicates the APB bus clock cycle time. For more information about the APB bus number to which the multi-function
serial is connected, see 1. Block Diagram in this datasheet.

— These characteristics only guarantee the same relocate port number; for example, the combination of SCLKx_0 and
SOTx_1 is not guaranteed.

Document Number: 002-04980 Rev. *G S6E2C Series Datasheet Page 118 of 200



Y

w CYPRESS

> EMBEDDED IN TOMORROW™

S6E2C Series

tscve
) Von £
SCK \ on
o VoL VoL
tsLowi
Von
SOT VoL
tvern 10 tshxi
SIN ave Vin)
% Vi VL
MS bit =0
< tQI SH » < tQHQI »
Y%
SCK Vi v Vv Vi Vi
< Vi LA
tF th QVF M tR
SOT Vou ><
Vﬂl — — —
- thQHF tQHIXF <
N Vu Vu Vi
MS bit =1
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Synchronous Serial (SPI1 =0, SCINV = 1)
(Veec = 2.7V to 5.5V, Vss = 0V)

Pin . Vcc < 4.5V Vcc 2 4.5V .
Parameter Symbol Name Conditions Min Max Min Max Unit
Baud rate - - - - 8 - 8 Mbps
Serial clock cycle time tscyc SCKXx 4tcvep - 4tcver - ns
. SCKXx,
SCK1—SOT delay time tsHovi SOTx Internal shift - 30 +30 -20 +20 ns
clock
SIN—SCK| setup time tivsLi Sscl::j;(’ operation 50 - 30 - ns
SCK|—SIN hold time x| ey 0 ; 0 ; ns
Serial clock L pulse width tsisn | SCKx Ztcfgp - - ZtC1Y8P - ] ns
Serial clock H pulse width tsHsL SCKXx tCY1Cg * - tCYfg * - ns
. SCKXx, .
SCK1—SOT delay time tsHove SOTx External shift - 50 - 30 ns
SCKx clock
SIN—-SCK| setup time tivsLE SINx, operation 10 - 10 - ns
SCK|—SIN hold time e | aney 20 - 20 ; ns
SCK fall time te SCKx - 5 - 5 ns
SCK rise time tr SCKx - 5 - 5 ns

Notes:
— The above characteristics apply to CLK synchronous mode.

— tevce indicates the APB bus clock cycle time. For more information about the APB bus number to which the multi-function
serial is connected, see 1. Block Diagram in this datasheet.

— These characteristics only guarantee the same relocate port number; for example, the combination of SCKx_0 and
SOTx_1 is not guaranteed.

— When the external load capacitance C. = 30 pF.
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tscve |
SCK Vo 7 \ Vor
Vou N
tsHovi
Von
SOT VoL
tivsLi > tsuixi g
SIN avs Vin)
% Vi VL
MS bit=0
< tQI—IQl » < th SH i
SCK - Vi Vie N
V \T 11 VIL
tr tr A
soT Von ><
Vﬂl _ _
tivsi e tsiixe
SIN

4
VIH
W( Vu

N
V,, M
VII Vi

MS bit = 1
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Synchronous Serial (SPI =1, SCINV = 0)
(Veec = 2.7V to 5.5V, Vss = 0V)

Pin i Vcec <4.5V Vcc 2 4.5V .
Parameter Symbol Name Conditions Min Max Min Max Unit
Baud rate - - - - 8 - 8 Mbps
Serial clock cycle time tscyc SCKXx 4tcvep - 4tcver - ns
SCK1—SOT delay time tsHovi 2%*%( -30 +30 -20 +20 ns
SIN—SCK| SCKXx, Internal shift
setup time tivsLi SINX clock 50 - 30 - ns
operation
SCK|—SIN hold time x| ey P 0 ; 0 ; ns
. SCKXx, 2tcyep - 2tcyep -
SOT—SCK]| delay time tsovi SOTx 30 - 30 - ns
Serial clock L pulse width tsLsH SCKx 2tC1Y8P . - 2tC1Y8P ) - ns
Serial clock H pulse width tsns. | SCKx tCYfg * - tCYfg * ; ns
. SCKXx, .

SCK1—SOT delay time tsHove SOTx External shift - 50 - 30 ns
SIN—>SCK} t SCKx, o) c:akrjactli(on 10 - 10 - ns
setup time IVSLE SINx P
SCK|—SIN hold time e | o 20 ; 20 ; ns
SCK fall time te SCKXx - 5 - 5 ns
SCKrise time tr SCKXx - 5 - 5 ns

Notes:
— The above characteristics apply to CLK synchronous mode.

— tever indicates the APB bus clock cycle time. For more information about the APB bus number to which the multi-function
serial is connected, see 1. Block Diagram in this datasheet.

— These characteristics only guarantee the same relocate port number; for example, the combination of SCLKx_0 and
SOTx_1 is not guaranteed.

— When the external load capacitance C. = 30 pF.
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. tscve K
Vo
SCK X Vou VoL
|‘ tsouL, N tsHovi
Vo ‘\on
soT ji VoL XT VoL
'< tivsui > tsuixi
ViH ViH
SIN Vi Vi
MS bit =0

SCK
VIH

soT Y/f’f

tIVSLE . tSLIXE U
SIN VIH VIH

MS bit = 1
*: Changes when writing to TDR register
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Synchronous Serial (SPI =1, SCINV = 1)
(Veec = 2.7V to 5.5V, Vss = 0V)

Pin i Vcec < 4.5V Vcc 2 4.5V .
Parameter Symbol Name Conditions Min Max Min Max Unit
Baud rate - - - - 8 - 8 Mbps
Serial clock cycle time tscyc SCKXx 4tcvep - 4tcver - ns
SCK|—SOT delay time tiov | gy -30 +30 - 20 +20 | ns
. SCKXx, Internal shift
SIN—SCK? setup time tivsHi SINX clock 50 - 30 - ns
SCK1—SIN hold time tsHix ssclzm, operation 0 - 0 ; ns
. SCKXx, 2tcyep - 2tcyep -
SOT—SCK? delay time tsovHi SOTx 30 - 30 - ns
Serial clock L pulse width tsish | SCKx 2th8" - . Ztcigp - ; ns
Serial clock H pulse width tsust | SCKx tCYfg * - t‘”fg * ] ns
. SCKXx, .
SCK|—SOT delay time tsLove SOTx External shift - 50 - 30 ns
SCKx clock
SIN—-SCK? setup time tivsHe SINx, operation 10 - 10 - ns
SCK1—SIN hold time tsHixe ssclzm, 20 ; 20 ; ns
SCK fall time te SCKx - 5 - 5 ns
SCKrise time tr SCKx - 5 - 5 ns

Notes:
— The above characteristics apply to CLK synchronous mode.

— fteycep indicates the APB bus clock cycle time. For more information about the APB bus number to which the multi-function
serial is connected, see 1. Block Diagram in this datasheet.

— These characteristics only guarantee the same relocate port number; for example, the combination of SCLKx_0 and
SOTx_1 is not guaranteed.

— When the external load capacitance C. = 30 pF.
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tscve |
SCK — Vo Voo Von
—— tsovm ———» tsLowi
/\on Von
SOT K Vol VoL
« tivshi > tshHixi
ViH ViH
SIN Vi Vi
MS bit =0
t
SCK
| VlL
/4
soT Vor X
tIV§_HE . R t§HIXE
SIN Vi Vi
V“ Vu
MS bit = 1
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When Using Synchronous Serial Chip Select (SCINV =0, CSLVL =1)

S6E2C Series

(Vec = 2.7V 10 5.5V, Vss = 0V)

. Vce < 4.5V Vce 2 4.5V .
Parameter Symbol Conditions Unit
Min Max Min Max
SCS|—SCK| setup time tcssi . 94.50 94+0 94.50 94+0 ns
- Internal shift
SCK1t—SCS1 hold time teshi clock 9%+0 95+50 9%+0 95+50 ns
- operation %-50 %+50 %-50 %+50
SCS deselect time fesol +5tcvep +5tcvep +5tcvep +5tcvep ns
SCS|—SCK]| setup time tcsse 3tcvep+30 - 3tcyep+30 - ns
SCKt—SCS1 hold time tcsHE External shift 0 - 0 - ns
SCS deselect time tcsoe clock 3tcyep+30 - 3tcyep+30 - ns
SCS | —SOT delay time tose operation - 40 ] 40 ns
SCS 1 —SOT delay time toee 0 - 0 - ns

Notes:

— teycer indicates the APB bus clock cycle time. For more information about the APB bus number to which the multi-function
serial is connected, see 1. Block Diagram in this datasheet.

— For more information about CSSU, CSHD, CSDS, and the serial chip select timing operating clock, see FM4 Family

Peripheral Manual Main Part (002-04856).
— When the external load capacitance C. = 30 pF.

9 CSSU bit valuexserial chip select timing operating clock cycle [ns]
9 CSHD bit valuexserial chip select timing operating clock cycle [ns]
9% CSDS bit valuexserial chip select timing operating clock cycle [ns]

S6E2C Series Datasheet
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SCS A

output \ t
- - csmi
tcssi ‘tCSHJ

[

SCK

output

SOT

(SPI=0)

SOT

Voo s

SCS input \ ZL
¥ - ‘tCSDE‘
 tesse tosre || - 4

toes

SOT

(SPI=0) _/[_
‘tDSE‘

SOT “mun'mm
(it

(SPI=1) a5y
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When Using Synchronous Serial Chip Select (SCINV =1, CSLVL =1)

S6E2C Series

(Vec = 2.7V 10 5.5V, Vss = 0V)

. Vce < 4.5V Vce 2 4.5V .
Parameter Symbol Conditions Unit
Min Max Min Max
SCS|—SCK| setup time tcssi 97-50 7+0 97.50 97+Q ns
SCK1—SCS1 hold time tesi Internal shift 9840 98450 9840 98+50 ns
. clock operation 9950 9150 950 9450
SCS deselect time fesol +5tcvep +5tcyep +5tcyep +5tcvep ns
SCS|—SCK]| setup time tcsse 3tcvep+30 - 3tcvep+30 - ns
SCKt—SCS1 hold time tcsHE 0 - 0 - ns
; External shift
SCS deselect time tcsoe clock operation 3tcyep+30 - 3tcyep+30 - ns
SCS | —SO0T delay time tpse - 40 - 40 ns
SCS 1 —SOT delay time toee 0 - 0 - ns

Notes:

— teycer indicates the APB bus clock cycle time. For more information about the APB bus number to which the multi-function

serial is connected, see 1. Block Diagram in this datasheet.
— For more information about CSSU, CSHD, CSDS, and the serial chip select timing operating clock, see FM4 Family

Peripheral Manual Main Part (002-04856).
— When the external load capacitance C. = 30 pF.

97 CSSU bit valuexserial chip select timing operating clock cycle [ns]
9% CSHD bit valuexserial chip select timing operating clock cycle [ns]
9 CSDS bit valuexserial chip select timing operating clock cycle [ns]

S6E2C Series Datasheet
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When Using Synchronous Serial Chip Select (SCINV =0, CSLVL = 0)

S6E2C Series

(Vec = 2.7V 10 5.5V, Vss = 0V)

. Vce < 4.5V Vce 2 4.5V .
Parameter Symbol Conditions - - Unit
Min Max Min Max
SCSt—SCK| setup time tcssi ] 100.50 10040 100.50 10040 ns
- Internal shift
SCK1t—SCS| hold time teshi clock 101+0 101+50 101+0 101450 ns
) operation 102_5( 102450 102.50 102450
SCS deselect time tesol +5tcyep +5tcyep +5tcyep +5tcyep ns
SCS1—SCK| setup time tcsse 3tcyer+30 - 3tcyep+30 - ns
SCK1—SCS| hold time tcsHe External shift 0 - 0 - ns
SCS deselect time tcspe clock 3tcyer+30 - 3tcyep+30 - ns
. operation
SCS1—SOT delay time tose - 40 - 40 ns
SCS|—SOT delay time toee 0 - 0 - ns
Notes:

teyer indicates the APB bus clock cycle time. For more information about the APB bus number to which the multi-function

serial is connected, see 1. Block Diagram in this datasheet.

For more information about CSSU, CSHD, CSDS, and the serial chip select timing operating clock, see FM4 Family
Peripheral Manual Main Part (002-04856).

When the external load capacitance C. = 30 pF.

190 CSSU bit valuexserial chip select timing operating clock cycle [ns]
101 CSHD bit valuexserial chip select timing operating clock cycle [ns]
192 CSDS bit valuexserial chip select timing operating clock cycle [ns]
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When Using Synchronous Serial Chip Select (SCINV =1, CSLVL = 0)

S6E2C Series

(Vec = 2.7V 10 5.5V, Vss = 0V)

. Vce < 4.5V Vce 2 4.5V .
Parameter Symbol | Conditions - - Units
Min Max Min Max
SCS 1 —SCK 1 setup time tcssi ) 103.50 10340 103.50 10340 ns
- Internal shift
SCK | —=SCS | hold time teshi clock 10440 104450 10440 104450 ns
] operation 105_5Q 105450 10550 105450

SCS deselect time tesol +5tcycp +5tcyep +5tcyep +5tcyep ns
SCS 1 —SCK 1 setup time tcsse 3tcycpt30 - 3tcyer+30 - ns
SCK | —=SCS | hold time tcsHe External 0 - 0 - ns
SCS deselect time tcspe shift clock 3tcver+30 - 3tcver+30 - ns
SCS 1 —SOT delay time tose operation - 40 - 40 ns
SCS | —SOT delay time toee 0 - 0 - ns

Notes:

— teycer indicates the APB bus clock cycle time. For more information about the APB bus number to which the multi-function

serial is connected, see 1. Block Diagram in this datasheet.

— For more information about CSSU, CSHD, CSDS, and the serial chip select timing operating clock, see FM4 Family
Peripheral Manual Main Part (002-04856).

— When the external load capacitance C. = 30 pF.

193 CSSU bit valuexserial chip select timing operating clock cycle [ns]
104 CSHD bit valuexserial chip select timing operating clock cycle [ns]
195 CSDS bit valuexserial chip select timing operating clock cycle [ns]

S6E2C Series Datasheet
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High-Speed Synchronous Serial (SPI = 0, SCINV =0)
(Veec = 2.7V to 5.5V, Vss = 0V)

Pin o Vcc <4.5V Vcc 2 4.5V .
Parameter Symbol Name Conditions Min Max Min Max Unit
Serial clock cycle time tscye SCKXx 4tcyep - 4tcyep - ns
; SCKx
SCK|—SOT delay time tsLo ’ -10 +10 -10 +10 ns
! Y Hov SOTx Internal shift
. SCKX, clock 14
SIN—SCK? setup time tivsHi SINX operation 25 - 12.5 - ns
SCK1—SIN hold time x| S 5 ; 5 ; ns
Serial clock L pulse width tsLsH SCKXx 2tcycp - 5 - 2tcver - 5 - ns
Serial clock H pulse width tsHsL SCKXx tever + 10 - tever + 10 - ns
SCK|—SOT delay time tsLove i%%( - 15 - 15 ns
SCKx External shift
SIN—-SCK? setup time tivsHe SINx’ clock 5 - 5 - ns
SCKx operation
SCK1—SIN hold time tsHixe SlNX‘ 5 - 5 - ns
SCK fall time te SCKXx - 5 - 5 ns
SCKrise time tr SCKx - 5 - 5 ns

Notes:
— The above characteristics apply to CLK synchronous mode.

— ftevcer indicates the APB bus clock cycle time. For more information about the APB bus number to which the multi-function
serial is connected, see 1. Block Diagram in this datasheet.

— These characteristics only guarantee the following pins:

No chip select: SIN4_0, SOT4 0, SCK4 0
Chip select: SIN6_0, SOT6_0, SCK6_0, SCS60_0, SCS61_0, SCS62_0, SCS63_0

— When the external load capacitance C. = 30 pF. (For *, when CL = 10 pF)
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High-Speed Synchronous Serial (SPI = 0, SCINV =1)
(Veec =2.7V to 5.5V, Vss = 0V)

Pin i Vcc <4.5V Vcc 2 4.5V .
Parameter Symbol Name Conditions Min Max Min Max Unit
Serial clock cycle time tscyc SCKXx 4tcyep - 4tcyep - ns
: SCKx
SCKt—SOT delay time tsHowi ) -10 +10 -10 +10 ns
SOTx Internal shift
. SCKXx, clock 14
SIN—-SCK| setup time tivsui SINX operation 25 - 12.5 - ns
. SCKX,
SCK|—SIN hold time tsLixi SINX 5 - 5 - ns
Serial clock L pulse width tsLsH SCKXx 2tcycp - 5 - 2tcver - 5 - ns
Serial clock H pulse width tsHsL SCKXx tever + 10 - tever + 10 - ns
SCK1—SOT delay time tsHove i%%( - 15 - 15 ns
SCKx External shift
SIN—-SCK| setup time tivsLe SINx’ clock 5 - 5 - ns
operation
. SCKXx,
SCK|—SIN hold time tsLixe SINX 5 - 5 - ns
SCK fall time tr SCKx - 5 - 5 ns
SCKrise time tr SCKx - 5 - 5 ns

Notes:
— The above characteristics apply to CLK synchronous mode.

— ftevcer indicates the APB bus clock cycle time. For more information about the APB bus number to which the multi-function
serial is connected, see 1. Block Diagram in this datasheet.

— These characteristics only guarantee the following pins:

No chip select: SIN4_0, SOT4 0, SCK4 0
Chip select: SIN6_0, SOT6_0, SCK6_0, SCS60_0, SCS61_0, SCS62_0, SCS63_0

— When the external load capacitance C. = 30 pF. (For *, when CL = 10 pF)
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High-Speed Synchronous Serial (SPI =1, SCINV =0)
(Veec = 2.7V to 5.5V, Vss = 0V)

Parameter Symbol sze Conditions MirYCC < 4-5VMax IV\II|$|C 2 4.5VMax Unit
Serial clock cycle time tscyc SCKXx 4tcyep - 4tcyep - ns
SCKt—SOT delay time tsHowi SS%I%( -10 +10 -10 +10 ns
. Internal shift 14
SIN—-SCK| setup time tivsui SSCH}\I(:’ clock 25 - 12.5 - ns
operation :
. SCKXx,

SCK|—SIN hold time tsLixi SINX 5 - 5 - ns

SOT—SCK]| delay time tsovL SS%}%(‘ 2tcver - 10 - 2tcyer - 10 - ns

Serial clock L pulse width tsLsH SCKXx 2tcycp - 5 - 2tcver - 5 - ns

Serial clock H pulse width tsHsL SCKx tevep + 10 - tcvep + 10 - ns

SCK1—SOT delay time tsHove 2%‘%’)‘( - 15 - 15 ns
SCKx External shift

SIN—SCK]| setup time tivsLE SINx‘ clock 5 - 5 - ns
SCKx operation

SCK|—SIN hold time tsLixe SINX 5 - 5 - ns

SCK fall time te SCKx - 5 - 5 ns

SCK rise time tr SCKXx - 5 - 5 ns

Notes:
— The above characteristics apply to CLK synchronous mode.

— tever indicates the APB bus clock cycle time. For more information about the APB bus number to which the multi-function
serial is connected, see 1. Block Diagram in this datasheet.

— These characteristics only guarantee the following pins:

No chip select: SIN4_0, SOT4_0, SCK4_0
Chip select: SIN6_0, SOT6_0, SCK6_0, SCS60_0, SCS61_0, SCS62_0, SCS63_0

— When the external load capacitance C. = 30 pF. (for *, when C. = 10 pF)
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*: Changes when writing to TDR register
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High-Speed Synchronous Serial (SPI =1, SCINV =1)
(Veec = 2.7V to 5.5V, Vss = 0V)

Pin i Vce < 4.5V Vce 2 4.5V .
Parameter Symbol Name Conditions Min Max Min Max Unit
Serial clock cycle time tscyc SCKXx 4tcycp - 4tcycp - ns
SCK|—SOT delay time tsiow | S0 210 +10 210 +10 | ns
SIN—SCK1 setup time tivsH SS(I;NK;((‘ Integ?:é;hlft 1;2* - 12.5 - ns
operation -
SCK1—SIN hold time tsHix SS%)’:‘ 5 - 5 - ns
. SCKX,
SOT—SCK1 delay time tsovHi SOTx 2tcyer - 10 - 2tcyer - 10 - ns
Serial clock L pulse width tsLsH SCKx 2tcver - 5 - 2tcycp - 5 - ns
Sgrlal clock H pulse tsHsL SCKXx tever + 10 - tever + 10 - ns
width
sc . SCKXx,

K|—SOT delay time tsLove SOTx External shift - 15 - 15 ns
SIN->SCK1 setup time tivsHE Sscfﬁ:’ op‘ifact'i‘on 5 - 5 ; ns
SCK1—SIN hold time e | aer 5 . 5 ; ns
SCK fall time tr SCKXx - 5 - 5 ns
SCKrise time tr SCKXx - 5 - 5 ns

Notes:

— The above characteristics apply to CLK synchronous mode.

— tevce indicates the APB bus clock cycle time. For more information about the APB bus number to which the multi-function
serial is connected, see 1. Block Diagram in this datasheet.

— These characteristics only guarantee the following pins:

No chip select: SIN4_0, SOT4 0, SCK4 0
Chip select: SIN6_0, SOT6_0, SCK6_0, SCS60_0, SCS61_0, SCS62_0, SCS63_0

— When the external load capacitance C. = 30 pF. (for *, when C. = 10 pF)
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When Using High-Speed Synchronous Serial Chip Select (SCINV =0, CSLVL =1)

(Vec = 2.7V 10 5.5V, Vss = 0V)

. Vce < 4.5V Vce 2 4.5V .
Parameter Symbol | Conditions Unit
Min Max Min Max
SCS|—SCK| setup time tcssi 106.20 10640 106.20 10640 ns
- Internal
SCKt—SCS1 hold time teshi shift clock 19740 197420 197+0 107+20 ns
. operation 10820 108420 10820 108420
SCS deselect time tesol +5tcyep +5tcyep +5tcvep +5tcyep ns
SCS|—SCK]| setup time tcsse 3teyep+15 - 3tcvep+15 - ns
SCKt—SCS1 hold time tcsHe External 0 - 0 - ns
SCS deselect time tcspe shift clock 3tcyer+15 - 3tcyep+15 - ns
SCS|—SOT delay time tose operation - 25 ] 25 ns
SCS1—SOT delay time toee 0 - 0 - ns
Notes:

— tevyce indicates the APB bus clock cycle time. For more information about the APB bus number to which the multi-function

serial is connected, see 1. Block Diagram in this datasheet.

— For more information about CSSU, CSHD, CSDS, and the serial chip select timing operating clock, see FM4 Family
Peripheral Manual Main Part (002-04856).

— When the external load capacitance C. = 30 pF.

1% CSSU bit valuexserial chip select timing operating clock cycle [ns]
107 CSHD bit valuexserial chip select timing operating clock cycle [ns]
1% CSDS bit valuexserial chip select timing operating clock cycle [ns]

S6E2C Series Datasheet

Document Number: 002-04980 Rev. *G

Page 142 of 200



https://www.infineon.com/assets/row/public/documents/30/44/infineon-fm4-family-peripheral-manual-main-part-trm-usermanual-en.pdf?fileId=8ac78c8c7d0d8da4017d0f911bce7e60
https://www.infineon.com/assets/row/public/documents/30/44/infineon-fm4-family-peripheral-manual-main-part-trm-usermanual-en.pdf?fileId=8ac78c8c7d0d8da4017d0f911bce7e60

a CYPRESS S6E2C Series

> EMBEDDED IN TOMORROW™

SCS

output \
- (S) tcsoi \

fcssi cs
SCK "
output

A~
v

S L
L O N

MS bit =0

scs s
input \ z

tcspe
< »
| fesse tcsHE
> -

IWAVAY WA
& [ N

A

‘tDSE‘
soT e |
(SPI=1) (i
i
VLY
MS bit =1
Document Number: 002-04980 Rev. *G S6E2C Series Datasheet

Page 143 of 200




S CYPRESS

> EMBEDDED IN TOMORROW™

S6E2C Series

When Using High-Speed Synchronous Serial Chip Select (SCINV =1, CSLVL =1)

(Vec = 2.7V 10 5.5V, Vss = 0V)

. Vce < 4.5V Vcc 2 4.5V .
Parameter Symbol | Conditions Unit
Min Min Min Max
SCS|—SCK| setup time tcssi . 10920 10940 10920 10940 ns
- Internal shift
SCKt—SCS1 hold time tesHi clock 10+Q 10+20 110+0 110420 ns
. operation 11,20 11420 11,20 111420
SCS deselect time tesol +5tcvep +5tcvep +5tcyep +5tcyep ns
SCS|—SCK? setup time tcsse 3tcvep+15 - 3tcyer+15 - ns
SCKt—SCS1 hold time tcsHE External 0 - 0 - ns
SCS deselect time tcspe shift clock 3tcvep+15 - 3tcyer+15 - ns
SCS|—SOT delay time tose operation - 25 ] 25 ns
SCS1—SOT delay time toee 0 - 0 - ns
Notes:

— tevyce indicates the APB bus clock cycle time. For more information about the APB bus number to which the multi-function

serial is connected, see 1. Block Diagram in this datasheet.

— For more information about CSSU, CSHD, CSDS, and the serial chip select timing operating clock, see FM4 Family
Peripheral Manual Main Part (002-04856).

— When the external load capacitance C. = 30 pF.

199 CSSU bit valuexserial chip select timing operating clock cycle [ns]
110 CSHD bit valuexserial chip select timing operating clock cycle [ns]
11 CSDS bit valuexserial chip select timing operating clock cycle [ns]
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When Using High-Speed Synchronous Serial Chip Select (SCINV =0, CSLVL = 0)

(Vec = 2.7V 10 5.5V, Vss = 0V)

. Vce < 4.5V Vce 2 4.5V .
Parameter Symbol | Conditions - - Unit
Min Max Min Max
SCSt—SCK| setup time tcssi ] 12,20 1240 12.20 240 ns
- Internal shift
SCKt—SCS| hold time teshi clock 13+0 113420 13+0 113420 ns
. operation 114_20 114+2O 114_20 114+20
SCS deselect time tcsol +5tcyep +5tcyep +5tcyep +5tcyep ns
SCS1—SCK| setup time tcsse 3tcyer+15 - 3tcyep+15 - ns
SCK1—SCS| hold time tcsHE External 0 - 0 - ns
SCS deselect time tcsoe shift clock 3tcycp+15 - 3tcyep+15 - ns
SCS1—SOT delay time tose operation - 25 - 25 ns
SCS|—SOT delay time toee 0 - 0 - ns
Notes:

tevee indicates the APB bus clock cycle time. For more information about the APB bus number to which the multi-function

serial is connected, see 1. Block Diagram in this datasheet.
For more information about CSSU, CSHD, CSDS, and the serial chip select timing operating clock, see FM4 Family

Peripheral Manual Main Part (002-04856).

When the external load capacitance C. = 30 pF.

112 CSSU bit valuexserial chip select timing operating clock cycle [ns]
113 CSHD bit valuexserial chip select timing operating clock cycle [ns]
14 CSDS bit valuexserial chip select timing operating clock cycle [ns]

S6E2C Series Datasheet

Document Number: 002-04980 Rev. *G

Page 146 of 200



https://www.infineon.com/assets/row/public/documents/30/44/infineon-fm4-family-peripheral-manual-main-part-trm-usermanual-en.pdf?fileId=8ac78c8c7d0d8da4017d0f911bce7e60
https://www.infineon.com/assets/row/public/documents/30/44/infineon-fm4-family-peripheral-manual-main-part-trm-usermanual-en.pdf?fileId=8ac78c8c7d0d8da4017d0f911bce7e60

A~
W

-

CYPRESS

EMBEDDED IN TOMORROW™

S6E2C Series

SCS tcspi
output
fessi teshi
€
SCK r
output
SOT
(SPI=0) \ X Xi % X /
SOT
o \ >< >< % :X_/
MS bit=0
SCS ‘tCSDE‘
input I < >
fcsHe
tcsse I
SCK A r
input
toee
SOT <>
(SPI=0) \ X Xi % X 7[
tose
SOT <>
SPI=1 Wi
(SPIE) Y,
WWWWW
VALY
MS bit =1
Document Number: 002-04980 Rev. *G S6E2C Series Datasheet

Page 147 of 200



S CYPRESS

.

EMBEDDED IN TOMORROW™

S6E2C Series

When Using High-Speed Synchronous Serial Chip Select (SCINV =1, CSLVL = 0)

(Vec = 2.7V 10 5.5V, Vss = 0V)

. Vce < 4.5V Vce 2 4.5V .
Parameter Symbol | Conditions - - Unit
Min Max Min Max
SCS|—SCK| setup time tcssi ] 11520 1540 115-20 11540 ns
- Internal shift
SCKt—SCS| hold time tesHi clock 16+0 116+20 11640 116+20 ns
) operation 17220 17420 1720 17420
SCS deselect time tesol +5tcyep +5tcyep +5tcyep +5tcyep ns
SCS1—SCK1 setup time tcsse 3tcyep+15 - 3tcycp+15 - ns
SCK|—SCS| hold time tcsHe External 0 - 0 - ns
SCS deselect time tcspe shift clock 3tcyep+15 - 3tcycp+15 - ns
SCS1—SOT delay time tose operation - 40 - 40 ns
SCS|—SOT delay time toee 0 - 0 - ns
Notes:

tevee indicates the APB bus clock cycle time. For more information about the APB bus number to which the multi-function

serial is connected, see 1. Block Diagram in this datasheet.

For more information about CSSU, CSHD, CSDS, and the serial chip select timing operating clock, see FM4 Family
Peripheral Manual Main Part (002-04856).

When the external load capacitance C. = 30 pF.

15 CSSU bit valuexserial chip select timing operating clock cycle [ns]
116 CSHD bit valuexserial chip select timing operating clock cycle [ns]
17 CSDS bit valuexserial chip select timing operating clock cycle [ns]
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External Clock (EXT = 1): When in Asynchronous Mode Only

S6E2C Series

(Vec = 2.7V 10 5.5V, Vss = 0V)

Parameter Symbol | Condition Min Value Max Unit Remarks

Serial clock L pulse width tsLsH tcyce + 10 - ns
Serial clock H pulse width tsHsL CL = 30 oF teyce + 10 - ns
SCK fall time tr L=9Cp - 5 ns
SCKrise time tr - 5 ns

tr tr

— tspst —  lgen
SCK v V,, Vi, v v Vi
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12.4.13 External Input Timing
(Vec = 2.7V 10 5.5V, Vss = 0V)

. " Value :
Parameter Symbol Pin Name Conditions Min Max Unit Remarks
A/D converter trigger
ADTGx .
input
- 2tcycp!'® - ns >
FRCKx Free-run timer input clock
ICxx Input capture
Input pulse —_ DTTIxX - 2tcycp!® - ns | Waveform generator
width INH, UNL o . 100118
INTOO to INT31, ) over ) S | External interrupt,
NMIX 500110 ) | m
WKUPXx - 500120 - ns Deep standby wake up
_ tn ‘ ‘ bt _
i I Vi Vs
— Vis Vs /-

8 tcvep indicates the APB bus clock cycle time except stop when in Stop mode, in Timer mode. For more information about the APB bus number to which the A/D
converter, multi-function timer, and external interrupt are connected, see 1 Block Diagram in this data sheet.

19 When in Stop mode, in Timer mode

120 When in Deep Standby RTC mode, in Deep Standby Stop mode
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12.4.14 Quadrature Position/Revolution Counter Timing
(Veec = AVce = 2.7V 10 5.5V, Vss = AVss = 0V, Ta = -40°C to +105°C)

L Value .
Parameter Symbol Conditions Min Max Unit
AIN pin H width tAHL -
AIN pin L width taLL -
BIN pin H width tBHL -
BIN pin L width tBLL -
BIN rise time from
AIN pin H level tausu PC_Mode2 or PC_Mode3
AIN fall time from
BIN pin H level tsuaD PC_Mode2 or PC_Mode3
BIN fall time from
AIN pin L level tabep PC_Mode2 or PC_Mode3
AlIN rise time from
BIN pin L level tepAu PC_Mode2 or PC_Mode3
AIN rise time from 121 -
BIN pin H level tsuau PC_Mode2 or PC_Mode3 2tcvep ns
BIN fall time from
AIN pin H level tausp PC_Mode2 or PC_Mode3
AIN fall time from
BIN pin L level tspAD PC_Mode2 or PC_Mode3
BIN rise time from
AIN pin L level tabsu PC_Mode2 or PC_Mode3
ZIN pin H width tzHL QCR: CGSC =0
ZIN pin L width tzLL QCR: CGSC =0
AIN/BIN rise and fall time from . _
determined ZIN level tzage QCR: CGSC =1
Determined ZIN level from ) _
AIN/BIN rise and fall time tasez QCR: CGSC =1
\ I -
SDA W
N N o Y S Th ]
tSUDAT tSUSTA
tLOW tBUF
SCL /j M
—> - —> —»> |
tHDSTA tHDDAT  tHIGH tHDSTA tSP tSUSTO

21 tcvep indicates the APB bus clock cycle time except when in Stop mode, in Timer mode. For more information about the APB bus number to which the quadrature
position/revolution counter is connected, see 1. Block Diagram in this data sheet.
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12.4.15 I?C Timing

Standard-Mode, Fast-Mode
(Vcc = 2.7V to 5.5V, Vss = 0V)

Parameter Symbol Conditions Sl\ziar?dard-Mmjaex M!::St'MO%fax Unit | Remarks
SCL clock frequency fsoL 0 100 0 400 kHz
(Repeated) START condition
hold time tHDSTA 4.0 - 0.6 - us
SDA | — SCL |
SCL clock L width tLow 4.7 - 1.3 - us
SCL clock H width tHiGH 4.0 - 0.6 - us
(Repeated) START condition
setup time tsusta 4.7 - 0.6 - us
SCL1 — SDA | CL =30 pF,
i R = (Vp/loL)'??
ggtf lhidé'gf it tHoDAT (Vpflor) 0 3.4512 0 09'% | us
ggt;l lse{tu_p) tslrgﬁ 1 tsupat 250 - 100 - ns
Stop condlion setuptime | 4,51 40 Y
Bus free time between
"Stop condition" and taur 4.7 - 1.3 - us
"START condition"
2 MHz < 125 2
teyer <40 MHz 2 tever ) tcycp'2® ) ns
40 MHz < 4
4 tcyep'?® - 125 - ns
Noise filter tep tcycr <60 MHz teyep 126
60 MHz < 6 tovep'?5 6 n
tcycpr <80 MHz cver ) tcycp'?® ) S
80 MHz < 125 ) 8 )
tcyep <100 MHz 8 tever tcycp'?® ns

122 R and C. represent the pull-up resistance and load capacitance of the SCL and SDA lines, respectively. V, indicates the power supply voltage of the pull-up
resistance and loL indicates VoL guaranteed current.

123 The maximum tropr must not extend beyond the low period (tow) of the device’s SCL signal.

124 Fast-mode 1°C bus device can be used on a Standard-mode I°C bus system as long as the device satisfies the requirement of "tsupar = 250 ns.

125 tcyep is the APB bus clock cycle time. For more information about the APB bus number to which the 12C is connected, see 1.Block Diagram in this data sheet.
When using Standard-mode, the peripheral bus clock must be set more than 2 MHz.

When using Fast-mode, the peripheral bus clock must be set more than 8 MHz.

126 The noise filter time can be changed by register settings. Change the number of the noise filter steps according to the APB bus clock frequency.
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Fast mode Plus (Fm+)
(Vec = 2.7V 10 5.5V, Vss = 0V)

127
Parameter Symbol Conditions Fast mode Plus (Fm+) Unit Remarks
Min Max
SCL clock frequency fsoL 0 1000 kHz
(Repeated) START condition
hold time tHDsTA 0.26 - us
SDA | —» SCL |
SCL clock L width tLow 0.5 - us
SCL clock H width tHIGH 0.26 - us
SCL clock frequency tsusTa 0.26 - us
(Repeated) START condition C. = 30 pF,
g%c/itjme scL | tHoDAT R = (VplloL)'?® 0 0.45129. 130 bs
—

Data setup time
SDA| 1 _Fz SCL 1 tsupbat 50 - ns
gtgf fo_rldsltg)ﬂ ietup time tsusTo 0.26 - us
Bus free time between
"Stop condition" and taur 0.5 - us
"START condition"

60 MHz <

6 tcycp'®! - ns

Noise filter tsp tovor <80 MHz 182

80 MHz < 8 tcyep'®! - ns

tcycr <100 MHz

DR S T A
,,,,, e
fom tsupar A tor
R /_JV,
- « les e —» l—
tHpsTA thooar  theH tHosta tsp tsusto

127 When using fast mode plus (Fm+), set the I/0 pin to the mode corresponding to 1°C Fm+ in the EPFR register. See Chapter 12: /0 Port in FM4 Family Peripheral
Manual Main Part (002-04856) for the details.

128 R and Cy represent the pull-up resistance and load capacitance of the SCL and SDA lines, respectively. V; indicates the power supply voltage of the pull-up
resistance and loL indicates VoL guaranteed current.

129 The maximum tuppr must not extend beyond the low period (t.ow) of the device’s SCL signal.

130 The Fast mode 1°C bus device can be used on a Standard-mode I°C bus system as long as the device satisfies the requirement of "tsupar = 250 ns.

31 tcver is the APB bus clock cycle time. For more information about the APB bus number to which the I2C is connected, see 1 Block Diagram in this data sheet.

To use fast mode plus (Fm+), set the peripheral bus clock at 64 MHz or more.

132 The noise filter time can be changed by register settings. Change the number of the noise filter steps according to the APB bus clock frequency.
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12.4.16 SD Card Interface Timing

Default-Speed mode

B Clock CLK (All values are referenced to Vi and Vi transition points)
(Vec =2.7V to 3.6V, Vss = 0V)

Parameter Symbol Pin Name Conditions Min Value Max Remarks
Clock frequency Data 133
Transfer mode fep S_CLK 0 25 MHz
Clock frequency Identification 133
mode fop S_CLK Coaro < 10 pF 073/100 400 kHz
Clock low time twi S CLK (1card) 10 - ns
Clock high time twH S_CLK 10 - ns
Clock rise time tTLH S_CLK - 10 ns
Clock fall time trHL S_CLK - 10 ns

B Card Inputs CMD, DAT (referenced to Clock CLK)

Parameter Symbol Pin Name Conditions Min Value Max Remarks

) S_CMD,
Input set-up time tisu S DATA3:0 | Ccaro <10 pF S - ns
. S CMD, (1card)

Input hold time tiH S DATA3: 0 5 - ns

B Card Outputs CMD, DAT (referenced to Clock CLK)

Parameter Symbol Pin Name Conditions Min Value Max Remarks
Output Delay time during ¢ S _CMD, 0 14 ns
Data Transfer mode obLY S DATA3: 0 Ccarp <40 pF
Output Delay time during S _CMD, (1card)
Identification mode tooty S DATA3: 0 0 50 ns

twi twh
S CLK Vin 7~ ViH < ViH
(SD Clock) - Vi ViL
tTHL tTLH —
o B tisu Il (e
S_CMD, ViH ViH
S_DATA3: 0
(Card Input) Vi Vi :
| topLy(Max) tODLY(Mm |
S_CMD, VOH VOH
S_DATA3: 0 v v
(Card Output) oL oL
Default-Speed mode

Notes:

— The Card Input corresponds to the Host Output and the Card Output corresponds to the Host Input because this model is
the Host.

138 0 Hz means to stop the clock. The given minimum frequency range is for cases where a continuous clock is required.
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— For more information about clock frequency (fer), see Chapter 15: SD card Interface in FM4 Family Peripheral Manual

Main Part (002-04856)

High-speed mode

B Clock CLK (All values are referred to Vi and VL)

(Vee = 2.7V to 3.6V, Vss = 0V)

Parameter Symbol Pin Name Conditions Min Value Max Remarks
glgglg frequency Data Transfer fop S_CLK 0 50 MHz
Clock low time twi S CLK Ccaro < 10 pF 7 - ns
Clock high time twh S_CLK (1card) 7 - ns
Clock rise time trn S CLK - 3 ns
Clock fall time tTHL S_CLK - 3 ns

B Card Inputs CMD, DAT (referenced to Clock CLK)
Parameter Symbol Pin Name Conditions Min Value Max Remarks
Input set-up time tisu 8852.".\&3; 0 Cenro < 10 pF 6 - ns
. _S_CMD, (1card)
Input hold time tiH S DATA3: 0 2 - ns
B Card Outputs CMD, DAT (referenced to Clock CLK)

Parameter Symbol Pin Name Conditions Min Value Max Remarks
Output delay time during data S_CMD, CL <40 pF
transfer mode toouy S_DATA3: 0 (1card) 0 14 ns
Output hold time ton s Sﬁg.mgf 0 C?1zc;r5d§)F 25 - ns
Total system capacitance for
each line'%* CL - 1card - 40 pF

twi twh
S_CLK / 50%Vee — ViH 50%Vec LVIH
(SD Clock) / Vie .
TLH
tisu L
S_CMD, ViH ViH
S_DATA3: 0
(Card Input) Vie Vi
tobLy(Max) | | toHMin)

S_CMD, VOH VOH
S_DATA3: 0

iy VoL VoL

(Card Output)

High-speed mode

134 |n order to satisfy severe timing, host shall drive only one card.
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Notes:

— The Card Input corresponds to the Host Output and the Card Output corresponds to the Host Input because this
model is the Host.

— For more information about clock frequency (fer), see Chapter 15: SD card Interface in FM4 Family Peripheral
Manual Main Part (002-04856).

12.4.17 ETM/ HTM Timing
(Vec = 2.7V to 5.5V, Vss = 0V)

Value Unit

Parameter Symbol Pin Name Conditions Min Max Remarks
Data hold i TRACECLK, Vcec 2 4.5V 2 9 ns
arane ET TRACED[15:0] [ vec <45V 2 15
TRACECLK T Vcec 2 4.5V 50 MHz
frequency TRACE TRAGEGLK Voo <4.5V 32 MHz
TRACECLK trRACE Vcec 2 4.5V 20 - ns
clock cycle Voo <4.5V 31.25 - ns
Note:

— When the external load capacitance C. = 30 pF.

| |
| I
| |
HCLK _/W
|

I tmace !
le »!
| |
| | |
TRACECLK 7 Von — Vor 7 Von
1 | !
| | |
i termn termm i
e PR
| |
|

TRACED[15: 0] | ><| 32:1 >< 32:-
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12.4.18 JTAG Timing
(Vec = 2.7V to 5.5V, Vss = 0V)

Parameter Symbol Pin Name Conditions Min Value Max Unit Remarks
TMS, TDI setup time titacs Tl\;lrg,}SI:Dl \\//:f 2;;55\\// 15 - ns
TMS, TDI hold time tiTacH TMTSC KT’D| \\//CCCC i‘:i\\// 15 - ns
TDO delay time ti7acD ﬁg'é’ \\//CCCC iiz\\// 4212 ns

Note:
— When the external load capacitance C. = 30 pF.

TCK V}lt VOH/4

| tJTAGS : tlTAlGH |
1 I 1
l Von | Von™
TMS/TDI ! Vor ' Vor

| Vonu
TDO ‘
D
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12.4.19 Ethernet-MAC Timing

RMII Transmission (100 Mbps/10 Mbps)
(ETHVce = 3.0V to 3.6V, 4.5V to 5.5V'3®, Vss = OV, CL = 25 pF)

. i Value :
Parameter Symbol Pin Name Conditions Min Max Unit
Reference clock cycle time'3® trercyc E_RXCK_REFCK 20 ns (typical) - - ns
Reference clock trReFcycH E_RXCK_REFCK trercYcH/tREFCYC 35 65 %

High-pulse-width duty cycle

Reference clock
Low-pulse-width duty cycle treFcycL E_RXCK_REFCK trercycL/tReFcYC 35 65 %
. E_TXO03, E_TX02,
Jransmitted data — REFCK 1 twx | E_TX01, E_TXO0, - - 12 ns
y E TXEN
tREFCYC
E_RXCK_REFCK \ Ly AV
/ HS Vn_s\( / HS
tREFCYCH——> tREFCYCL:
ETx09 r
E-TX01 >§ Von
E_TX00
E_TXEN - VoL
tRMIITX

135 When ETHV = 4.5V to 5.5V, it is recommended to add a series resistor at the output pin to suppress the output current.
13 The reference clock is fixed to 50 MHz in the RMII specifications. The clock accuracy should meet the PHY-device specifications.
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RMII Receiving (100 Mbps/10 Mbps)
(ETHVce = 3.0V to 3.6V, 4.5V to 5.5V, Vss = 0V, CL = 25 pF)

Parameter Symbol Pin Name Conditions Min Valuemax Unit
Reference clock .
cycle time'¥ trercyc E_RXCK_REFCK 20 ns (typical) - - ns
Reference clock 0
High-pulse-width duty cycle treFcycH E_RXCK_REFCK trercvcH/trercyc 35 65 %o
Reference clock
Low-pulse-width duty cycle trerFcycL E_RXCK_REFCK trercycL/trReFcYC 35 65 %
. E_RXO03, E_RX02,
geefue;"t‘fggata REFCK 1 tewirxs | E_RX01, E_RX00, - 4 ; ns
E_RXDV
. E_RX03, E_RX02,
ng;e;‘i’;‘e’ data — REFCK 1 tewirxs | E_RX01, E_RX00, - 2 ; ns
E RXDV
tREFCYC
E_RXCK_REFCK \ /v /v
/ HS VILS\( / HS
tREFCYCH tREFCYCL———>
E_RX03
E_RX02 X_VIHS ViHs
E_RX01
Ejgﬁg(\)/ K Vis Vis
k—tRMIIRXS—>{<tRMIIRXH

137 The reference clock is fixed to 50 MHz in the RMII specifications. The clock accuracy should meet the PHY-device specifications.
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Management Interface
(ETHVce = 3.0V to 3.6V, 4.5V to 5.5V, Vss = OV, CL = 25 pF)

Parameter Symbol Pin Name Conditions Min Valuemax Unit
Management clock
cycle time!% tmbeye E_MDC - 400 - ns
Management clock o
High pulse width duty cycle tmMbeycH E_MDC tmbcycH/tvmpeye 35 65 %
Management clock o
Low pulse width duty cycle tmbeyeoL E_MDC tmpeyel/tvbeye 35 65 %
MDC | — MDIO
Delay time tmpo E_MDIO - - 60 ns
MDIO — MDC 1
Setup time tmpis E_MDIO - 20 - ns
MDC 1 — MDIO
Hold time tMDIH E_MDIO - 0 - ns
tMDCYC
\ / v
E_MDC (output) KVOL 7 Vo \—VOL 7 oH
tMDCYCH tMDCYCL———
ViHs Vins Vins X
E_MDIO (input) Vie Vis Vis Vi
tMDIS— #—tMDIH tMDIS—4¢—tMDIH
<—tMDO— k—tMDO—
~Vou (Vor
E_MDIO (output) vV,
VoL N_VoL

138 The clock time should be set to a value greater than the minimum value by setting the Ethernet-MAC setting register.
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MIl Transmission (100 Mbps/10 Mbps)
(ETHVce = 3.0V to 3.6V, 4.5V to 5.5V'3% Vss = 0V, CL = 25 pF)

Parameter Symbol Pin Name Conditions Min Valuemax Unit
100 Mbps ) ) ns
Transmission clock 40 ns (typical)
Cycle time™® trxcve E_TCK 100 Mbps - ] i,
400 ns (typical)
Transmission clock
High-pulse-width duty cycle trxcyeH E_TCK trxcycnltrxeye 35 65 %
Transmission clock o
Low-pulse-width duty cycle trxcyeL E_TCK trxcyeu/trxeye 35 65 %
. E_TX03, E_TX02,
gégKﬁTmZ Transmitted data it E_TX01, E_TX00, - ; 24 ns
y E_TXEN
tTXCYC
E_TCK \ /LVIHS Vis /LVIHS
«———TXCYCH tTXCYCL———|
E_TX03 -
E}%% >§ Von ><:
E_TX00
E_TXEN i Voo
tMIITX;

39 When ETHV = 4.5V to 5.5V, it is recommended to add a series resistor at the output pin to suppress the output current.
140 The transmission clock is fixed to 25 MHz or 2.5 MHz in the MII specifications. The clock accuracy should meet the PHY-device specifications.
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MIl Receiving (100 Mbps/10 Mbps)

S6E2C Series

(ETHVce = 3.0V to 3.6V, 4.5V to 5.5V, Vss = 0V, CL = 25 pF)

Parameter Symbol Pin Name Conditions Min Value Max Unit
100 Mbps ) ) ns
Receiving clock 40 ns (typical)
cycle time'*’ trxcye E_RXCK_REFCK 100 Mbps ] ] -
400 ns (typical)
Receiving clock
High pulse width duty cycle trxcYCH E_RXCK_REFCK trxcycH/trxcye 35 65 %
Receiving clock )
Low pulse width duty cycle trxcycL E_RXCK_REFCK trxcycL/trRxcyc 35 65 %
Received data — E_RX03, E_RX02,
. tMIRxs E_RX01, E_RXO00, - 5 - ns
REFCK 1Setup time E RXDV
E_RXO03, E_RX02
REFCK 1 — - — ’
. . tMIRXH E_RXO01, E_RXO00, - 2 - ns
Received data Hold time E RXDV
tRXCYC
E_RXCK_REFCK
/LVms \ LVIHS
VILS Y /
tRXCYCH tRXCYCL———)|
E_RX03
E:E%? >§L Vins Vins
E’S)fg?/ - Vis Vis

k—tMIIRXS—>¢tMIIRXH>|

41 The reference clock is fixed to 50 MHz in the RMII specifications. The clock accuracy should meet the PHY-device specifications.
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12.4.20 I?S Timing

Master Mode Timing
(Vcc = 2.7V to 5.5V, Vss = 0V)

Parameter Symbol Pin Name | Conditions Min Value Max Unit Remarks

Output frequency fmeye 12SCK - - 12.288 MHz
t 45 55 %

Output clock pulse width VAW 12SCK . >
tmw 45 55 %

12SCK—12SWS I12SCK,

delay time ors 12SWS - 0 24.0 ns

12SCK—12SDO 12SCK,

delay time'*2 tooo 12SDO - 0 24.0 ns

12SDI—12SCK

setup time thsoI 12SCK, - 25.0 - ns

12SDI—12SCK ¢ 12SDI 0

hold time HD . ) ns

Input signal rise time tri - - 5 ns

- - 12SDI
Input signal fall time tri - - 5 ns

Notes:
— When the external load capacitance C.= 20 pF

— When I2SWS = 48 kHz, I2ZMCLK = 256 x [2SWS
Frame synchronization signal (I2SWS) is settable to 48 kHz, 32 kHz, 16 kHz.
See Chapter 7-2: I’S (Inter-IC Sound bus) Interface in FM4 Family Peripheral Manual Communication Macro Part (002-
04862) for the details.

142 Except for the first bit of transmission frame
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——Fycye—
"ty

12SCK (CPOL=0) 7Z y_ti MLW_;Z N / K_%_\_/ ,_71_%_7@
12SCK (CPOL=1) N 7 N <_7‘_\_7ﬁ /_§§_7Z_§§_7Z

tor t
2SWS :;‘K 4-“;'(
(FSPH=0, FSLN=0) ~ —

Jorg t

2SWS 7£
(FSPH=1, FSLN=0) 7/

tor t,
2SWS :;‘K o dii'(
(FSPH=0, FSLN=1) ~ ——

:tDFV
2SWS 7£ o
(FSPH=1, FSLN=1)
topo
12SDO \

< t§DI »le tHDI »le tQDI » tHDI »!
< Ll L > >

A

2SDI

(SMPL=0) * * , :X
X

t
SDL pleytin

12SDI
(SMPL=1) * X ,

A

[rre

Note:

— See Chapter 7-2: I?S (Inter-IC Sound bus) Interface in FM4 Family Peripheral Manual Communication Macro Part (002-
04862) for the details of CPOL, FSPH, FSLIN, and SMPL.

0.8 XV, 0.8X Vg 0.8V,
2SDI
02X Ve 02X Ve
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Slave Mode Timing

(Vee = 2.7V to 5.5V, Vss = 0V)

S6E2C Series

Value

Parameter Symbol Pin Name Conditions Min Max Unit Remarks
Input frequency fscyc 12SCK - - 12.288 MHz
t 45 55 %
Input clock pulse width Sw 12SCK - >
tsiw 45 55 %
12SWS—12SCK ¢ 12SCK, ) 8 ) ns
Setup time SFI I2SWS
12SWS—12SCK ¢ 12SCK, ) 0 ) ns
Hold time HH 12SWS
:3232;( tiTm—e>1|%SDO topo - 0 32 ns
12SCK | —12SDO t 12SCK, 128D0 - 5 ” -
Delay Time'44 DFB1
12SDI—12SCK | tso 8 ns
Setup time ) ]
12SDI—I25CK | t 12SCK, 12SDI 0 ]
Hold time ol ) ) S
Input signal rise time tri I2SCK, - - ns
Input signal fall time tri 12SWS, 128Dl - - ns

Notes:

— When the external load capacitance C.= 20 pF

— When I2SWS = 48 kHz, I2MCLK = 256 xI2SWS
Frame synchronization signal (I2SWS) is settable to 48 kHz, 32 kHz, 16 kHz. See Chapter 7-2: I?S (Inter-IC Sound bus)
Interface in FM4 Family Peripheral Manual Communication Macro Part (002-04862) for the details.

143 Except for the first bit of transmission frame

44 When FSPH bit = 1.
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fSCYC

tsuiw ™
V4 §<_tS|_vv_>
12SCK (CPOL=0) 7 N\ 7

()

|
:

12SCK (CPOL=1) 7/

tSFI tHF
Panl
(FSPH=0, FSLN=0) ~ — 7t

2SWS
(FSPH=1, FSLN=0)

Y-
2SWS _7F_‘ \
(FSPH=0, FSLN=1) -

2SWS v
(FSPH=1, FSLN=1) " too

2SDO < X /, /, X

‘tS)I;A tHI')I ;AtSD]_> t
12sDI ><
(SMPL=0) /

tsorplytip;

2SDI
(SMPL=1) X :><

N
-+
1)
¥
7&#
T
)

I\i:
%]

o
3

A

[TTr

Notes:
— See Chapter 7-2: I?S (Inter-IC Sound bus) Interface in FM4 Family Peripheral Manual Communication Macro Part (002-
04862) for the details of FSPH, FSLN, SMPL

— [2SCK input is selectable polarity by CPOL bit of CNTREG register

gg\% 0.8 X Voo 0.8 X Voo 0.8 X Vo
12SDI 0.2 X Voo 0.2 X Vg
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I2SMCLK Input Characteristics
(Vec = 2.7V to 5.5V, Vss = 0V)

Parameter Symbol sze Conditions Min Value Max Unit Remarks
Input frequency fers 12SMCK - - 25 MHz
Input clock cycle teyLHs - - 40 - ns
; Pwhs/tcyLHs o When using
Input clock pulse width ] ) Pwis/tcyLus 45 55 & external clock
Input clock rise time and fall tcrs ) } ) 5 ns When using
time tcrs external clock
tovins
0.8 X V¢e / 0.8 X V¢e 0.8 X Vge
[2SMCLK
0.2x VCC 0.2x VCC
Pwhs Pwis
tors ters
I2SMCLK Output Characteristics
(Vcc = 2.7V to 5.5V, Vss = 0V)
Parameter Symbol NI::e Conditions Min Value Max Unit Remarks
Output frequency fors [2SMCK - - 12.288 MHz
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S6E2C Series

(Vec = 2.7V to 3.6V, Vss = 0V)

Parameter Symbol Pin Name Conditions Min Value Max Unit Remarks
_ When
Ve e by - 66 | MHz | RTM=1and
) ' mode =0,1, 3
. When
Serial clock frequency tscyem Q_SCK_0 RTM = 1 and
CL =30 pF - 50 MHz | mode =2 or
RTM = 0 and
mode=0,1,2,3
Enabled CS—
CLK Starting Time tosLskoz 1.5 Xtscvem- 5 - ns
(mode0/mode2)
Enabled CS—
CLK Starting Time tosLsk13 _SCK_0, tscyem- 5 - ns
(mode1/mode3) Q_CsS0_0, _
CLK Last— Q. cs1o, CL=30pF
Disabled CS Time tosksLo2 Q_CS2_0 tscvem - ns
(modeO/mode2)
CLK Last—
Disabled CS Time tosksL13 1.5 X tscvem - ns
(mode1/mode3)
CL =15 pF
_ ’ 0 5 ns
SIO Data output time tospar Voo = 3.0t0 3.6V
CL =30 pF 0 5
Q_SCK_0, When
Q_l00_0, 3 - ns RTM =1 and
Q_101_0, mode =0, 1, 3
Q_102 0, _ When
SIO Setup tosseT Q1030 CL =30 pF RTM = 1 and
10 - mode = 2 or
RTM =0 and
mode =0,1,2,3
SIO Hold tsbHoLD CL=30pF 0.5 X tscyem - ns
Notes:

See Chapter 8-3: High-Speed Quad SPI controller in FM4 Family Peripheral Manual Communication Macro Part (002-

04862) for the detail of RTM mode.

When using High-Speed Quad SPI, please set PDSR register to set the pin drive capability for
Vce = 3V. See Chapter 12: I/O Port in FM4 Family Peripheral Manual Main Part (002-04856) for the details.
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Q_CSO0,
Q_CS1, '\ /
Q_CS2
——tscyem
mode0 \ /|
mode?2 / \
Q.SCK < tostsko tosksLo2z P
mode 1 \
mode3 /
“4tosiski3 tosksLiz—™
input
Q_I00,
Q_IOf1, t ¢
Q102 DSSET  tspHoLD
Q_I03
X output
tospar
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12.5 12-bit A/D Converter

Electrical Characteristics for the A/D Converter
(Vec = AVec = 2.7V to 5.5V, Vss = AVss = AVRL = 0V)

Pin Value

Parameter Symbol Name Min Typ Max Unit Remarks
Resolution - - - - 12 bit
Integral nonlinearity - - -4.5 - +4.5 LSB
Differential nonlinearity - - -25 - +25 LSB AVRH
Zero transition voltage Vzt ANXxx -15 - +15 mV =27V 1055V
Full-scale transition Vv ANXX AVRH - 15 - AVRH + 15 mV ’ '
voltage FST AVcc - 15 - AVcc + 15 mV
Conversion time - - 0.5"4% - - us AVcc 2 4.5V
- >
Sampling time'46 ts - 06135 10 us :\\;CC — i:x
. - cc <4
25 - 1000 AVcc 2 4.5V
Compare clock cycle'#” tcok - = 1000 ns Y ey
- cc <4.
State transition time to t ) ) ) 10 s
operation permission o ' M
A/D 1 unit
Power supply current ) AVCC - 0.69 0.92 mA operation
(analog + digital) ; 1.3 22 UA When A/D stop
A/D 1 unit
Reference power - 1.1 1.97 mA operation
supply current (AVRH) ) AVRH AVRH = 5.5V
- 0.3 6.3 MA When A/D stop
Analog input capacity CaN - - - 12.05 pF
>
Analog input resistance RaIN - - - 1: kQ 2\\;(30 ; jgx
. cC .
Interchannel disparity - - - - 4 LSB
Analog port input leak
current ) ANxx ) ) 5 WA
Analog input voltage - ANXx ﬁxss - i\\\//RH x
ss - cc
4.5 - AVce Teck <50 ns
Reference voltage i AVRH 2.7 - AVcc v Teck 2 50 ns
- AVRL AVss - AVss \%

45 The conversion time is the value of sampling time (ts) + compare time (tc).

The condition of the minimum conversion time is when the value of Ts = 150 ns and T = 350 ns (AVcc 2 4.5V). Ensure that it satisfies the value of sampling time (ts) and
compare clock cycle (tcck).

For setting of sampling time and compare clock cycle, see Chapter 1-1: A/D Converter in FM4 Family Peripheral Manual Analog Macro Part (002-04860). The register
setting of the A/D converter is reflected by the APB bus clock timing. For more information about the APB bus number to which the A/D converter is connected, see

1 Block Diagram in this data sheet.

The sampling clock and compare clock are set at base clock (HCLK).

46 A necessary sampling time changes by external impedance. Ensure that it sets the sampling time to satisfy (Equation 1).

47 The compare time (tc) is the value of (Equation 2).
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ANxx

Analog input pin
Rext Rain

Comparator

Analog signal AVAVA w

source

: CAIN

(Equation 1) ts = (Rain + Rext) x Cain x 9
ts:  Sampling time
Ran: Input resistance of A/D = 1.2 kQ at 4.5V < AVcc < 5.5V

Input resistance of A/D = 1.8 kQ at 2.7V < AVcc < 4.5V

Cain: Input capacity of A/D = 12.05 pF at 2.7V < AVcc < 5.5V
Rext: Output impedance of external circuit

(Equation 2) tc = tcck x 14
tc: Compare time
tcck: Compare clock cycle
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Definition of 12-bit A/D Converter Terms

B Resolution: Analog variation that is recognized by an A/D converter.

B [ntegral nonlinearity: Deviation of the line between the zero-transition point

(0b000000000000 «—— 0b000000000001) and the full-scale transition point
(0b111111111110 <—— 0b111111111111) from the actual conversion characteristics.

B Differential nonlinearity: Deviation from the ideal value of the input voltage that is required to change

the output code by 1 LSB.

Integral nonlinearity Differential nonlinearity

VEsT:
VNT:

Voltage at which the digital output changes from OxFFE to OxFFF.
Voltage at which the digital output changes from 0x(N - 1) to OxN.

OxFFFT
Actual conversion _
OxFFET characteristics \ ------ { Ox(N+1)t Actual CONVETSION s+
{1 LSB(N-1) + Vz1} characteristics
OxFFDt NGt - :
: ! Vst . :
! Ideal characteristics
- ! o [t (Actually- | oxN+ T RNe-- :
3 ' \\ measured | 2
g : : | = : :
3 0x004 R B Ny v 3 5 =
< : (Actually-measured E 5 :
2 0x003+ value) SOx(N-1)1 s i ’
\Actual conversion : T (Actually-measured
; I
0x002+ : characteristics ! VNt e
<——Ideal characteristics (Actually-measured
0x001-+ 0x(N-2) T value)
Vzr (Actually-measured value) Actual conversion characteristics
AVss AVRH AVss AVRH
Analog input Analog input
- x (N-1)+
Integral nonlinearity of digital output N = Vit - {1LSB 1(I\LISBJ) Var} [LSB]
. . . . _ _ Vin+1)T - VNT
Differential nonlinearity of digital output N = - 1[LSB]
1LSB
_ _Vest-Vzr
1LsB = 4094
N: A/D converter digital output value.
Vzr:  Voltage at which the digital output changes from 0x000 to 0x001.
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12.6 12-bit D/A Converter

Electrical Characteristics for the D/A Converter
(Vec = AVec = 2.7V to 5.5V, Vss = AVss = 0V)

Parameter Symbol N';i': e Min V%I;;e Max Unit Remarks
Resolution - - - 12 bit
S tcao 0.56 0.69 0.81 ys Load 20 pF
Conversion time to100 2.79 3.42 4.06 us Load 100 pF
Integral nonlinearity'4® INL -16 - +16 LSB
Differential
nonlinearity ™8 DNL DAXx -0.98 - +1.5 LSB
- - +10 mV When setting 0x000
Output voltage offset Vorr -20.0 - +1.4 mV When setting OxFFF
Analog output R 3.10 3.80 4.50 kQ D/A operation
impedance ° 2.0 - - MQ When D/A stop
260 330 410 us D/A 1ch o%ega\l;lon AVcc =
Power supply current'48 IDDA AVCC 400 510 620 us D/A 1ch operation AVcc =
5.0V
IDSA - - 14 us When D/A stop

148 During no load
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12.7 USB Characteristics
(Vec = AVee = 2.7V to 5.5V, USBVccO = USBVeel = 3.0V to 3.6V, Vss = AVss = 0V)

Pin i Value .
Parameter Symbol Name Conditions Min Max Unit | Reference
Input H level voltage Vi - 20 | USBYVee |y 1
Input L level voltage Vi - Vss-0.3 0.8 \Y 1
Input Diff tial inout
characteristics imerential Inpu VoI - 0.2 - \Y, 2
sensitivity
Different common Ve ) 0.8 25 vV 5
mode range
External pull-
Output H level voltage Vo .down _ 2.8 3.6 \Y, 3
resistance =
UDPO/
15 kQ
UDMO,
UDP1/ External pull-up
Output L level voltage VoL resistance = 0.0 0.3 \Y, 3
UDM1 15 kQ
Output Crossover voltage VcRrs - 1.3 2.0 \% 4
characteristics Rise time trrR Full-Speed 4 20 ns 5
Fall time trF Full-Speed 4 20 ns 5
Rise/fall time matching tFRFM Full-Speed 90 111.11 % 5
Output impedance ZpRrv Full-Speed 28 44 Q 6
Rise time tr Low-Speed 75 300 ns 7
Fall ime tLr Low-Speed 75 300 ns 7
Rise/fall time matching tLRFM Low-Speed 80 125 % 7
References:

1: The switching threshold voltage of the single-end-receiver of USB I/O buffer is set as within ViL (Max) = 0.8V,
Vin (Min) = 2.0V (TTL input standard).

There is some hysteresis applied to lower noise sensitivity.

2: Use differential-receiver to receive USB differential data signal. Differential-receiver has 200 mV of differential input
sensitivity when the differential data input is within 0.8V to 2.5V to the local ground reference level.

Above voltage range is the common mode input voltage range.

1.0

sensitivity [V]

02 —---17 |
I= >

T 1T T 17T 17T 17T 1T 17T T T°77
08 25
Common mode input voltage [V]

Minimum differential input
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3: The output drive capability of the driver is below 0.3V at low state (VoL) (to 3.6V and 1.5 kQ load), and 2.8V or
above (to the VSS and 1.5 kQ load) at high state (Von).

4: The cross voltage of the external differential output signal (D +/D —) of USB /O buffer is within 1.3V to 2.0V.

D+ *
MaX 2.0V oS N Y 3
Vcrs specified range
Min13V A N
D- +

5: They indicate rise time (trise) and fall time (traLL) of the full-speed differential data signal.
They are defined by the time between 10% and 90% of the output signal voltage.
For full-speed buffer, tr/tr ratio is regulated as within £ 10% to minimize RFI emission.

S6E2C Series

Document Number: 002-04980 Rev. *G

D+
90% 90%
10% 10%
Trise TraLL
Rise time Falling time
Full-speed Buffer
Rs=27 Q
TxD+ N 1
f ) /; C,=50 pF
Rs=27 Q
TxD- J_
Q C_=50 pF
3-State Enable /;
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6: USB Full-speed connection is performed via twisted-pair cable shield with 90Q + 15% characteristic impedance
(differential mode).
USB standard defines that the output impedance of the USB driver must be in the range from 28 Q to 44 Q. So, a
discrete series resistor (Rs) addition is defined in order to satisfy the above definition and keep balance.
When using this USB 1/O, use it with 25 Q to 30 Q (recommended value 27 Q) series resistor Rs.

Full-speed Buffer

280 to 44Q Equiv. Imped.

XD+ — m
i N
e

TxD- 28Q to 44Q Equiv. Imped.

3-State Enable —_.J ‘ Mount it as external resistance. j

Rs series resistor 25Q to 30Q
Series resistor of 27Q (recommendation value) must be added.
And, use "resistance with an uncertainty of 5% by E24 sequence.”

7: They indicate rise time (trise) and fall time (traLL) of the low-speed differential data signal.
They are defined by the time between 10% and 90% of the output signal voltage.

D+
90% 90%
b 10% 10%

TriSE TraLL

Rise time Falling time

Note:
— See Low-Speed Load (Compliance Load) for conditions of external load.
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Low-Speed Load (Upstream Port Load) - Reference 1

Low-speed Buffer
i1 Rs=270
TXD+ —; —
| 9 | Rpd % CL=50pF to 150pF
; | - /7—|;
! ! Rs=270
TxD- : 3 . J_
| O | Rpd é CL=50pF to 150pF
3-State Enable ! Yoo /;
Rpd=15kQ
Low-Speed Load (Downstream Port Load) - Reference 2
Low-speed Buffer
. Rs=270Q
XD+ — L AN 1 VTERM
| O Cu=
, i ;ﬁ_ 200pF to 600pF Rpu
i ! Rs=270 '
- e
| O | Ci= Rpu=1.5k0
3-State Enable —— ; /; 200pF to 600pF VTERM=3.6V
Low-Speed Load (Compliance Load)
Low-speed Buffer
T Rs=27Q
TXD+ W
( ) /; CL=200pF to 450pF
i . Rs=270
THD- W
§ 9 | CL=200pF to 450pF
3-State Enable ! ;
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12.8 Low-Voltage Detection Characteristics

12.8.1 Low-Voltage Detection Reset

i Value :

Parameter Symbol Conditions Min Typ Max Unit Remarks
Detected voltage VDL - 2.46 2.55 2.64 v mgg voltage
Released voltage VDH - 251 2.60 2.69 Y I‘r’l\g;‘;“ voltage

12.8.2 Interrupt of Low-Voltage Detection
i Value :
Parameter Symbol Conditions Min Typ Max Unit Remarks
Detected voltage VDL 2.80 2.90 3.00 vy | Whenvoltage
— drops
SVHI =00111 When voltage
Released voltage VDH 2.90 3.00 3.1 \% rises 9
Detected voltage VDL 299 | 3.0 3.21 v | {henvoltage
_ rops
SVHI=00100 When voltage
Released voltage VDH 3.09 3.20 3.31 \% rises 9
Detected voltage VDL 3.18 3.30 3.42 Y, \then voltage
_ rops
SVHI = 01100 When voltage
Released voltage VDH 3.28 3.40 3.52 \% rises 9
Detected voltage VDL 3.67 3.80 3.93 v | Whenvoltage
_ rops
SVHI = 01111 When voltage
Released voltage VDH 3.76 3.90 4.04 \% rises 9
Detected voltage VDL 3.76 3.90 4.04 Vv \é\’he” voltage
- rops
SVHI=01110 When voltage
Released voltage VDH 3.86 4.00 4.14 v rises ?
Detected voltage VDL 4.05 4.20 4.35 v | Whenvoltage
_ rops
SVHI=01001 When voltage
Released voltage VDH 4.15 4.30 4.45 Vo isen 9
Detected voltage VDL 415 4.30 4.45 v \éVhe“ voltage
_ rops
SVHI=01000 When voltage
Released voltage VDH 4.25 4.40 4.55 Vo fises 9
Detected voltage VDL 4.25 4.40 455 Vv \éVhen voltage
_ rops
SVHI = 11000 When voltage
Released voltage VDH 4.34 4.50 4.66 \% rises 9
LVD stabilization wait 6000xtcyce
time tivow B - - 149 MS

49 tcyep indicates the APB2 bus clock cycle time.
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12.9 MainFlash Memory Write/Erase Characteristics

S6E2C Series

(Vec = 2.7V to 5.5V)

Value :
Parameter Min Typ Max Unit Remarks

Large Sector - 0.7 3.7 s
Sector erase Includes write time prior to internal
time erase

Small Sector - 0.3 11 s

Write cycles < 100
Ei?)lf word (16- times i 12 100 us Not including system-level overhead

A Write cycles > 100 time

write time times 200
Chip erase time'® ) 136 68 s Includes write time prior to internal

erase

Write Cycles and Data Retention Time

Erase/Write Cycles (Cycle)

Data Retention Time (Year)

1,000 205
10,000 1015
100,000 5151

12.10 Dual Flash Memory Write/Erase Characteristics

It is the same write/erase characteristics as the MainFlash memory.

See 3.6 Dual flash mode in this product's Flash Programming Manual for the detail of dual flash mode.

150 |t indicates the chip erase time of 1 MB MainFlash memory

For devices with 1.5 MB or 2 MB of MainFlash memory, two erase cycles are required.

See 3.2.2 Command Operating Explanations and 3.3.3 Flash Erase Operation in this product's Flash Programming Manual for the detail.

51 This value comes from the technology qualification (using Arrhenius equation to translate high temperature

acceleration test result into average temperature value at + 85°C).
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12.11Standby Recovery Time
12.11.1 Recovery Cause: Interrupt/WKUP
The time from the interrupt occurring to the time of program operation start is shown.

Recovery Count Time
(Vec = 2.7V to 5.5V, Vss = 0V)

Value .
Parameter Symbol Typ | Max 52 Unit Remarks
Sleep mode HCLKx1 us
High-speed CR Timer mode
Main Timer mode 40 80 us
PLL Timer mode
Low-speed CR Timer mode 450 900 ps
Sub Timer mode 896 1136 us
RTC mode
Stop mode tient 316 581 us
(High-speed CR/Main/PLL Run mode return)
RTC mode
Stop mode 270 540 us
(Low-speed CR/sub Run mode return)
365 667 s without RAM
Deep Standby RTC mode with RAM retention H retention
Deep Standby Stop mode with RAM retention with RAM
365 667 HS retention

Example of Standby Recovery Operation (when in External Interrupt Recovery'%3)

ExtINT

Interrupt factor

Active
accept

|

P N

! tienT

Interrupt factor
clear by CPU
CPU
Operation Start

52 The maximum value depends on the built-in CR accuracy.
158 External interrupt is set to detecting fall edge.
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Example of Standby Recovery Operation (when in Internal Resource Interrupt Recovery'%4)

Internal
Resource INT

Interrupt factor
accept

CPU
Operation

W

Active

tionT

Interrupt factor
clear by CPU

Start

Notes:

— The return factor is different in each low-power consumption mode. See Chapter 6: Low Power Consumption mode and
Operations of Standby modes in FM4 Family Peripheral Manual Main Part (002-04856).

— The recovery process is unique for each operating mode. See Chapter 6: Low Power Consumption mode in FM4 Family
Peripheral Manual Main Part (002-04856).

%4 Depending on the standby mode, interrupt from the internal resource is not included in the recovery cause.
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12.11.2 Recovery Cause: Reset
The time from reset release to the program operation start is shown.

Recovery Count Time
(Vec = 2.7V to 5.5V, Vss = 0V)

Value .
Parameter Symbol Typ Max™5 Unit Remarks
Sleep mode 155 266 us
High-speed CR Timer mode
Main Timer mode 155 266 us
PLL Timer mode
Low-speed CR Timer mode 315 567 us
Sub Timer mode tReNT 315 567 us
RTC mode
Stop mode 315 567 Hs
without RAM
Deep Standby RTC mode with RAM retention 336 667 Hs retention
Deep Standby Stop mode with RAM retention with RAM
336 667 HS retention
Example of Standby Recovery Operation (when in INITX Recovery)
|
INITX
D)
<= |
| | |
' > ! !
C i
Internal RST RST Active | Release
| |
| | |
| P
! : troNT :
I |
|
|
|
|
CPU
Operation Start

%5 The maximum value depends on the built-in CR accuracy.
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Example of Standby Recovery Operation (when in Internal Resource Reset Recovery'5¢)

Internal
Resource RST

Internal RST RST Active Release

treNT

CPU

. Start
Operation a

Notes:

— The return factor is different in each low power consumption mode.
See Chapter 6: Low Power Consumption mode and Operations of Standby modes in “FM4 Family Peripheral Manual
Main Part (002-04856).

— The recovery process is unique for each operating mode. See Chapter 6: Low Power Consumption mode in FM4 Family
Peripheral Manual Main Part (002-04856).

— When the power-on reset/low-voltage detection reset, they are not included in the return factor. See 12.4.8 Power-On
Reset Timing.

— In recovering from reset, CPU changes to High-speed Run mode. In the case of using the main clock and PLL clock, they
need further main clock oscillation stabilization wait time and oscillation stabilization wait time of Main PLL clock.

— Internal resource reset indicates Watchdog reset and CSV reset.

% Depending on the low-power consumption mode, the reset issue from the internal resource is not included in the recovery cause.
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13.0rdering Information

S6E2 C C 9 JOAGV 2000A

W

C Series

—‘ 4‘ Package Identifier

Memory Size
Product Feature Set

Cypress FM 4 MCU

S6E2C Series

Flash

RAM

CAN/

Ethernet-

USB
Part Number (MB) | (KB) | 2.0 CAN FD MAC Package
1ch (max)
S6E2CC8HOAGV2000A 1 128 | 2ch 2ch/1ch el
(max)
S6E2C58HOAGV2000A 1 128 2ch 2ch/1ch N/A
S6E2C59HOAGV2000A 15 192 2ch 2ch/1ch N/A
S6E2C5AHOAGV2000A 2 256 2ch 2ch/1ch N/A
S6E2C18HOAGV2000A 1 128 N/A N/A N/A
S6E2C19HOAGV2000A 1.5 192 N/A N/A N/A
S6E2C1AHOAGV2000A 2 256 N/A N/A N/A
Plastic LQFP
1ch (max) | (0.5 mm pitch),
MIl: 1ch 144 pin
S6E2C28HOAGV2000A 1 128 2ch N/A RIl: 1ch (LQS144)
(max)
1ch (max)
MIl: 1ch
S6E2C29HOAGV2000A 1.5 192 2ch N/A RIl: 1ch
(max)
1ch (max)
MIl: 1ch
S6E2C2AHOAGV2000A 2 256 2ch N/A RIl: 1ch
(max)
S6E2C38HOAGV2000A 1 128 2ch N/A N/A
S6E2C39HOAGV2000A 1.5 192 2ch N/A N/A
S6E2C48HOAGV2000A 1 128 N/A 2ch/1ch N/A
S6E2C49HOAGV2000A 1.5 192 N/A 2ch/1ch N/A
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S6E2C Series

Flash

RAM

UsSB

CAN/

Ethernet-

Part Number (MB) (KB) 2.0 CAN FD MAC Package
S6E2C4AHOAGV2000A 2 256 N/A 2ch/1ch N/A
1ch (max)
S6E2CCOHOAGV2000A 15 | 192 | 2ch 2ch/1ch el
(max)
S6E2CCAHHAGV2000A 2 256 2ch N/A N/A
1ch (max)
MIl: 1ch
S6E2CC8J0AGV2000A 1 128 2ch 2ch/1ch RIl- 1ch
(max)
1ch (max)
MIl: 1ch
S6E2CC9JOAGV2000A 15 192 2ch 2ch/1ch RIl- 1ch
(max)
S6E2C58J0AGV2000A 1 128 2ch 2ch/1ch N/A
S6E2C59J0AGV2000A 15 192 2ch 2ch/1ch N/A
S6E2C5AJ0AGV2000A 2 256 2ch 2ch/1ch N/A
S6E2C18J0AGV2000A 1 128 N/A N/A N/A
Plastic LQFP
SBE2C19J0AGV2000A 1.5 192 N/A N/A N/A (0-51“;215;:0“)’
(LQP176)
S6E2C1AJOAGV2000A 2 256 N/A N/A N/A
1ch (max)
Mil: 1ch
S6E2C28J0AGV2000A 1 128 2ch N/A RIl- 1ch
(max)
1ch (max)
MiIl: 1ch
S6E2C29J0AGV2000A 15 192 2ch N/A RIl- 1ch
(max)
1ch (max)
Mil: 1ch
S6E2C2AJ0AGV2000A 2 256 2ch N/A RIl- 1ch
(max)
S6E2C38J0AGV2000A 1 128 2ch N/A N/A
S6E2C39J0AGV2000A 1.5 192 2ch N/A N/A
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S6E2C Series

Flash RAM USB CAN/ Ethernet-

Part Number (MB) (KB) 2.0 CAN FD MAC Package
S6E2C48J0AGV2000A 1 128 N/A 2ch/1ch N/A
S6E2C49J0AGV2000A 1.5 192 N/A 2ch/1ch N/A
S6E2C4AJOAGV2000A 2 256 N/A 2ch/1ch N/A
S6E2CCAJHAGV2000A 2 256 2ch N/A N/A
S6E2C18J0AGB1000A 1 128 N/A N/A N/A
S6E2C19J0AGB1000A 1.5 192 N/A N/A N/A
S6E2C1AJOAGB1000A 2 256 N/A N/A N/A

1ch (max)
MIl: 1ch
S6E2C28J0AGB1000A 1 128 2ch N/A RIl- 1ch
(max)
1ch (max)
MII: 1ch
S6E2C29J0AGB1000A 1.5 192 2ch N/A RII- 1ch
(max) )
1ch (max) Plastic FBGA
S6E2C2AJOAGB1000G / MIl: 1o | (0.8 mim pitch),
B6E2C2AJ 2 256 2ch N/A RIl: 1ch 192 pin
(max) (LBE192)
S6E2C38J0AGB1000A 1 128 2ch N/A N/A
S6E2C39J0AGB1000A 1.5 192 2ch N/A N/A
S6E2C3AJO0AGB1000A 2 256 2ch N/A N/A
S6E2C48J0AGB1000A 1 128 N/A 2ch/1ch N/A
S6E2C49J0AGB1000A 1.5 192 N/A 2ch/1ch N/A
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S6E2C Series

Part Number

Flash
(MB)

RAM
(KB)

UsSB

CAN/
CAN FD

Ethernet-
MAC

Package

S6E2C4AJOAGB1000A

256

N/A

2ch/1ch

N/A

S6E2C58J0AGB1000A

128

2ch

2ch/1ch

N/A

S6E2C59J0AGB1000A

1.5

192

2ch

2ch/1ch

N/A

S6E2C5AJ0AGB1000A

256

2ch

2ch/1ch

N/A

S6E2CC8J0AGB1000A

128

2ch

2ch/1ch

1ch (max)
MIl: 1ch
RIl: 1ch
(max)

S6E2CC9JOAGB1000A

1.5

192

2ch

2ch/1ch

1ch (max)
MIl: 1ch
RIl: 1ch
(max)

S6E2CCAJOAGB1000A

256

2ch

2ch/1ch

1ch (max)
MIl: 1ch
RII: 1ch
(max)

S6E2CCAJHAGB1000A

256

2ch

2ch/1ch

1ch (max)
MIl: 1ch
RIl: 1ch
(max)

S6E2C18LOAGL2000A

128

N/A

N/A

N/A

S6E2C19LOAGL2000A

1.5

192

N/A

N/A

N/A

S6E2C1ALOAGL2000A

256

N/A

N/A

N/A

S6E2C28LOAGL2000A

128

2ch

N/A

1ch (max)
MIl: 1ch
RIl: 1ch
(max)

S6E2C29L0AGL2000A

1.5

192

2ch

N/A

1ch (max)
MII: 1ch
RIl: 1ch
(max)

S6E2C2AL0AGL2000G

256

2ch

N/A

1ch (max)
MIl: 1ch
RIl: 1ch
(max)

S6E2C38LOAGL2000A

128

2ch

N/A

N/A

Plastic LQFP
(0.4 mm pitch),
216 pin
(LQQ216)
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Flash | RAM UsSB

CAN/

Ethernet-

Part Number (MB) | (KB) | 2.0 CAN FD MAC Package
S6E2C39L0AGL2000A 15 | 192 2ch N/A N/A
SEE2C3ALOAGL2000A 2 256 2ch N/A N/A
S6E2C48LOAGL2000A 1 128 N/A 2ch/1ch N/A
S6E2C49L0AGL2000A 15 | 192 N/A 2ch/1ch N/A
SBE2C4ALOAGL2000A 2 256 N/A 2ch/1ch N/A
S6E2C58LOAGL2000A 1 128 2¢ch 2ch/1ch N/A
S6E2C59L0AGL2000A 15 | 192 2ch 2ch/1ch N/A
SBE2C5ALOAGL2000A 2 256 2¢ch 2ch/1ch N/A

1ch (max)
MIl: 1ch
SEE2CC8LOAGL2000A 1 128 2¢ch 2ch/1ch L 1o
(max)
1ch (max)
MIl: 1ch
SBE2CCILOAGL2000A 15 | 192 2ch 2ch/1ch il
(max)
1ch (max)
S6E2CCALOAGL2000A 2 256 | 2ch 2ch/Ach M 1on
(max)
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14. Acronyms
Acronym Description
ADC analog-to-digital converter
ACK acknowledge
AHB AMBA (advanced microcontroller bus architecture) high-performance bus, an ARM data transfer bus
ARM® Advanced RISC Machine, a CPU architecture
CEC Consumer Electronics Control, a command and control interface over HDMI (High Definition Multimedia
Interface)
CMOS complementary metal oxide semiconductor
CPU central processing unit
CR clock and reset
CRC cyclic redundancy check, an error-checking protocol
CSIO clock synchronous serial interface
CSV clock supervisor
CTS clear to send, a flow control signal in some data communication interfaces
DTSC descriptor system data transfer controller
EOM end of message
FIFO first in, first out
GPIO general-purpose input/output
HDMI High Definition Multimedia Interface
HDMI-CEC High Definition Multimedia Interface - Consumer Electronics Control, see CEC
I/F interface
I2C, or lIC Inter-Integrated Circuit, a communications protocol
I2S, or IIS Inter-IC (integrated circuit) Sound, a communications protocol
110 input/output, see also GPIO
IRQ interrupt request
LIN Local Interconnect Network, a communications protocol
LVD low-voltage detect
MFS multi-function serial
MSB most significant byte
MTB micro trace buffer
NMI non-maskable interrupt
NVIC nested vectored interrupt controller
(O8] operating system
0osC oscillator
PLL phase-locked loop
PPG programmable pulse generator
PWC pulse-width counter
PWM pulse-width modulator
RAM random access memory
RX receive
RTS request to send, a flow control signal in some data communication interfaces
SPI Serial Peripheral Interface, a communications protocol
SRAM static random access memory
SW-DP serial wire debug port
X transmit
UART universal asynchronous receiver transmitter
USB Universal Serial Bus
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15.Package Dimensions

Package Type

Package Code

LQFP 144

LQS 144

S6E2C Series

+0.2

COMPLANARITY

SEATING PLANE

108 73
HHHHHHHHHHHHHHHHHH!HHHHHHHHHHHHHHHHHH

=
vy

i
O

|
|
|
HHHHI.ir.H
=]
[20
72

-
~

LELELEEEEEEEREEL

BRELLELLLEELEE!

w
et

'WH
P HHHHHHHHHHHHHHHH'!'HHHHHHHHHHHHHHHH
|

= 20[cja-8Jo

11 DOES NOT INCLUDE PLASTIC OR METAL PROTRUSION OF 0.25 MAX. PER SIDE
2) DOES NOT INCLUDE DAMBAR PROTRUSION OF 0.08 MAX. PER SIDE AT MAX. MATERIAL CONDITION

II}H CEEEEEELEELELE | FEEEEL HHHHHHHHHJL ]
J0.10]c/A-E[D]
INDEX MARKING 0272005
—t———L&0.08M|c[a-BBpE)|

~
~

HﬂHHHHHHHHHHHHHHHH!HHHHHHHHHHHHHHHHHH

w
=

0.1:0.05
2

(1)

|
|
|

T
|
|
|

(LEELSELLLEEEEELEELEELEY

LEERELELELEEE

Z8B00255984 v02

Document Number: 002-04980 Rev. *G

S6E2C Series Datasheet

Page 192 of 200




a CYPRESS S6E2C Series

> EMBEDDED IN TOMORROW™

Package Type Package Code
LQFP 176 LQP 176

COPLANARITY
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Package Type Package Code
LQFP 216 LQQ 216

7.7 151
"""""""""""""""""""" H \ = %
SEATING PLANE =l H ﬁ‘—\\ = =
COPLANARITY
162 109
il
163 i == 108
I
1
|
| o oo
A i B
I
|
216 ! 55
i
1 Sk
D
INDEX MARKING 0.18.008
i £ BP0 A-BEPGE
—lo-20[JA-B]
1) DOES NOT INCLUDE PLASTIC OR METAL PROTRUSION OF 0.25 MAX, PER SIDE Z8B00256217 v01
2) DOES NOT INCLUDE DAMBAR PROTRUSION OF 008 MAX. PER SIDE AT MAX, MATERIAL CONDITION
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Package Type Package Code
PFBGA 192 LBE 192
145 Max.
0.35:01 | 104
| g [
] Aof20[

7% d

aNaNare
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T -]
SEATING PLANE !

\INDEX

Z8B00251505 v02

192 X®0.45:0.10
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16.Major Changes

Spansion Publication Number: DS709-00009

S6E2C Series

Page ‘ Section ‘ Change Results
Revision 0.1
- | - | Initial release
Revision 0.2
Added the following products.
13 Title S6E2CC8HHA/S6E2CCOHHA/S6E2CCAHHA/
’ S6E2CC8JHA/S6E2CCOJHA/S6E2CCAJHA/
S6E2CC8LHA/S6E2CCILHA/S6E2CCALHA
14 2.Feature Added “Crypto Assist Function”
16, 17 3.Product Lineup Added “Crypto Assist Function”
Added the following products.
18 4 Packages S6E2CC8HHA/S6E2CCOHHA/S6E2CCAHHA/
’ S6E2CC8JHA/S6E2CCOJHA/S6E2CCAJHA/
S6E2CC8LHA/S6E2CCIOLHA/S6E2CCALHA
Added the following part numbers.
S6E2CC8HHAGV20000/S6E2CCI9HHAGV20000/S6E2CCAHHAGV2000/
212 15.0RDERING INFORMATION S6E2CC8JHAGV20000/S6E2CC9JHAGV20000/S6E2CCAJHAGV20000/
S6E2CC8JHAGB10000/S6E2CC9JHAGB10000/S6E2CCAJHAGB 10000/
S6E2CC8LHAGL20000/S6E2CCILHAGL20000/S6E2CCALHAGL20000
Revision 0.3
13 Title Added the following products.
’ S6E2CCAJGA /S6E2CC8JGA/S6E2CC8JFA/S6E2CCAJFA
14 2.Features Added Voice Function
. Added the following products.
15,16 | 3.Product Lineup SOE2CCAJGA/SOESCCBIGASBE2CCBIFAISSE2CCAIFA
17 4 Packages Added the following products.
) S6E2CCAJGA /S6E2CC8JGA/S6E2CC8JFA/S6E2CCAJFA
Added the following products.
21 15.0rdering Information S6E2CCAJGAGV20000/ SBE2CC8JGAGB10000/ S6E2CC8JFAGB10000
S6E2CCAJGAGB10000/ S6BE2CCAJFAGB10000
Revision 1.0
175 g E?:étrcetsuneup Added that CAN-FD Interface supported non-CAN FD.
12 2. Features
;g ?Oplg?gglf tDLi;ngi:‘r)n Deleted HDM-CEC/Remote Control Receiver.
91 12. Memory Map
Deleted the pins of HDM-CEC/Remote Control Receiver.(CECO0,CEC1)
18-20 5. Pin Assignments Modified the pin name of 12S. (MI2S*_0—MI2S*0_0)
Deleted the pin of IGTRGO_0.
Deleted the pins of HDM-CEC/Remote Control Receiver.(CECO0,CEC1)
Modified the pin name of 12S. (MI2S*_0—MI2S5*0_0)
22-24 6. Pin Descriptions Modified the pin number of PF7 in LQFP216.(91—90)
Modified the pin number of X1. (73, 58, 50, P5—107, 87, 71, P13)
Modified the pin number of X0A. (107, 87, 71, P13—73, 58, 50, P5)
N Modified IOH/IOL of Type S.(IOH=-12mA—-10mA, IOL=12mA—10mA
75-82 | 7.1/0 Circuit Type Added the case of using 26in Type E, F, G, L, N, S. :
97-105 13. Pin Status In Each CPU State Deleted X and Y in Pin Status Type.
106-107 | 14.1. Absolute Maximum Ratings Added 10mA type.
. Added AVRL in Analog reference voltage.
108-112 | LH2.  Recommended  Operaling | wogified the mistake in Ethernet-MAC Pins.
Modified the leakage current in Maximum leakage current at operating
113-122 | 14.3.1. Current Rating Modified the maximum current of each category.
Added the characteristic of external bus in H level input voltage (hysteresis
123-124 | 14.3.2. Pin Characteristics input).
Added the characteristic of 10mA type.
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Page Section Change Results
14.4.5. Operating Conditions of
127 USB/Ethernet PLL - 12S PLL (in the | Modified the maximum of 12S PLL macro oscillation clock frequency.
case of using main clock for input | (307.2MHz—384MHz)
clock of PLL)
Modified the minimum of Sampling time.
196 14.5.12-bit A/D Converter Modified the characteristic of State transition time to operation permission
Added AVRL in Analog reference voltage.
204 | 1482 Interrupt of Low-Voltage | \;,qified the SVHI values in Conditions
Detection
5&6 Product Lineup Deleted the max data
83 Electrical Characteristics Delgted the power consumption ite'm due to an error in the Absolute
Maximum Ratings under the Electrical Characteristics.

NOTE: Please see “Document History” for later revised information.

Document Number: 002-04980 Rev. *G

S6E2C Series Datasheet Page 197 of 200




Y

w CYPRESS

> EMBEDDED IN TOMORROW™

Document History

S6E2C Series

Document Title: FM4: S6E2C Series Microcontroller Datasheet 200 MHz Arm® Cortex®-M4F High-Performance MCU
Document Number: 002-04980

Revision ECN Submission Description of Change
Date
** - 03/25/2015  |New spec.
Company name and layout design change.
*A 5126421 02/05/2016  |Added the note of TAP pin.
Updated Package Code and Dimensions (LQFP-144, LQFP-176, LQFP-216).
Updated “12.4.8 Power-On Reset Timing” to change parameter from “Power Supply rise
time(tvecr)[ms]” to “Power ramp rate(dV/dt)[mV/us]” and added some comments.
Modified typos in “12.4.12 CSIO (SPI) Timing”. Deleted “SPI=1, MS=0" in the
titles and added MS=0,1 in the schematic
Modified Real-Time Clock(RTC) in “Features”
Changed starting count value from 01 to 00. Deleted “second, or day of the week” in the
Interrupt function.
Modifications related to the VBAT in the following chapter.
“8 Handling Devices” Notes on Power-on “11. Pin Status in Each CPU State” List of VBAT
Domain Pin Status “12.3.1 Current Rating”
Deleted descriptions about Voice function
Deleted MPNs below from “13. Ordering Information”
S6E2CCAJGAGV20000, S6E2CC8JGAGB10000, SBE2CC8JFAGB10000,
S6E2CCAJGAGB10000, SGBE2CCAJFAGB10000
S6E2CC8HOAGV20000, S6E2CCIHOAGV20000, SBE2CCAHOAGV20000,
S6E2CC8HHAGV20000, S6E2CCI9HHAGV20000, SBE2CCAHHAGV20000,
B 5634625 02/20/2017

S6E2CC8J0AGV20000, S6E2CCIJOAGV20000, SBE2CCAJOAGV20000,
S6E2CC8JHAGV20000, SBE2CC9JHAGV20000, SBE2CCAJHAGV20000,
S6E2CC8J0AGB10000, S6E2CCIJOAGB10000, SBE2CCAJOAGB 10000,
S6E2CC8JHAGB10000, S6BE2CC9JHAGB10000, SBE2CCAJHAGB10000,
S6E2CC8LOAGL20000, S6BE2CCILOAGL20000, SBE2CCALOAGL20000,
S6E2CC8LHAGL20000, S6E2CCILHAGL20000, S6BE2CCALHAGL20000
Added MPNs below to “13. Ordering Information”
S6E2CC8HOAGV2000A, S6E2CCIHOAGV2000A, SBE2CCAHOAGV2000A,
S6E2CC8HHAGV2000A, SEE2CCIHHAGV2000A, SBE2CCAHHAGV2000A,
SB6E2CC8J0AGV2000A, S6E2CCIJOAGV2000A, SBE2CCAJOAGV2000A,
S6E2CC8JHAGV2000A, SBE2CCIJHAGV2000A, SBE2CCAJHAGV2000A,
S6E2CC8J0AGB1000A, S6E2CCI9JOAGB1000A, SGBE2CCAJOAGB1000A,
S6E2CC8JHAGB1000A, SBE2CC9JHAGB1000A, SBE2CCAJHAGB1000A,
S6E2CC8LOAGL2000A, S6E2CCILOAGL2000A, S6E2CCALOAGL2000A,
S6E2CC8LHAGL2000A, S6E2CCILHAGL2000A, SBE2CCALHAGL2000A
Deleted Baud rate spec for High-Speed Synchronous Serial in “12.4.12 CSIO (SPI) Timing”
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Revision

ECN

Submission
Date

Description of Change

Modified the expression of the “Built-in CR” and add Note in the “2. Product Lineup”
Modified typo(SCLKx_0 -> SCKx_0)
Change the name from “USB Function” to “USB Device”
Added Maximum Access size in “Features”
Updated IO circuit (type A)

Completing Sunset Review.

*C

6110443

03/26/2018

Updated Document Title to read as “FM4: S6E2C Series Microcontroller Datasheet 200 MHz
ARM Cortex-M4F High-Performance MCU”.

Merged S6E2CC, S6E2C5, S6E2C4, S6E2C3, S6E2C2, and S6E2C1 datasheets. Recreated
Pin Assignments drawings using only the pin names and added a pin multiplexing table that
shows alternative functions. Added navigation aids to tables with hyperlinks to circuit types and
pin behavior. Added part differentiation tables at the beginning of the document and
reorganized the front of the datasheet to match Cypress specifications. Replaced table
footnotes with continuous footnote numbering (throughout). Added and expanded Ordering
Information table. Added the Acronyms table. Updated Package Outlines in 15 Package
Dimensions to latest. Changed Typ to Max in 12.4.7 Reset Input Characteristics, 12.4.8 Power-
On Reset Timing, and 12.4.9 GPIO Output Characteristics.

Removed Crypo function and part numbers that supported Crypto.

Completing Sunset Review.

*D

6579097

05/22/2019

Updated to new template.

*E

7901049

05/10/2023

Updated Block diagram.

Updated Pin Description:

Updated pin description of pin 25 and 26 corresponding to LQQ216 package.
Updated Package Dimensions:

Spec 002-13015 — Changed revision from *A to *B.

Spec 002-15150 — Changed revision from ** to *A.

Updated some format issues across the document.

Updated links across the document.

Completing Sunset Review.

*F

8101392

01/24/2025

Updated Memory Map, Ordering Information and Package Dimensions.

Replaced package diagram spec 002-15150 by Z8B00252086, 002-13015 by Z8B00255984,
002-13493 by Z8B00251505, 002-15153 by Z8B00256217.

Completing ECN Sunset Review.

*G

8185906

07/23/2026

Deleted the power consumption item &related max data due to an error in the Product lineup &
Absolute Maximum Ratings under the Electrical Characteristics.
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Sales, Solutions, and Legal Information

Worldwide Sales and Design Support
Cypress maintains a worldwide network of offices, solution centers, manufacturer’s representatives, and distributors. To find the
office closest to you, visit us at Cypress Locations.

Products PSoC® Solutions

Arm® Cortex® Microcontrollers cypress.com/arm PSoC 1| PSoC 3 | PSoC 4 | PSoC 5LP | PSoC 6 MCU
Automotive cypress.com/automotive Cypress Developer Community

Clocks & Buffers cypress.com/clocks Forums | WICED IOT Forums | Projects | Video | Blogs |
Interface cypress.com/interface Training | Components

Internet of Things cypress.com/iot Technical Support

Memory cypress.com/memory cypress.com/support

Microcontrollers cypress.com/mcu

PSoC cypress.com/psoc

Power Management ICs cypress.com/pmic

Touch Sensing cypress.com/touch

USB Controllers cypress.com/usb

Wireless/RF cypress.com/wireless

Arm® and Cortex® are the registered trademarks of Arm Limited in the EU and other countries. All other trademarks or registered trademarks referenced herein are the property of their respective
owners.

© Cypress Semiconductor Corporation, 2015-2026. This document is the property of Cypress Semiconductor Corporation and its subsidiaries (“Cypress”). This document, including any software or
firmware included or referenced in this document (“Software”), is owned by Cypress under the intellectual property laws and treaties of the United States and other countries worldwide. Cypress
reserves all rights under such laws and treaties and does not, except as specifically stated in this paragraph, grant any license under its patents, copyrights, trademarks, or other intellectual property
rights. If the Software is not accompanied by a license agreement and you do not otherwise have a written agreement with Cypress governing the use of the Software, then Cypress hereby grants
you a personal, non-exclusive, nontransferable license (without the right to sublicense) (1) under its copyright rights in the Software (a) for Software provided in source code form, to modify and
reproduce the Software solely for use with Cypress hardware products, only internally within your organization, and (b) to distribute the Software in binary code form externally to end users (either
directly or indirectly through resellers and distributors), solely for use on Cypress hardware product units, and (2) under those claims of Cypress’s patents that are infringed by the Software (as
provided by Cypress, unmodified) to make, use, distribute, and import the Software solely for use with Cypress hardware products. Any other use, reproduction, modification, translation, or
compilation of the Software is prohibited.
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device can be absolutely secure. Therefore, despite security measures implemented in Cypress hardware or software products, Cypress shall have no liability arising out of any security breach,
such as unauthorized access to or use of a Cypress product. CYPRESS DOES NOT REPRESENT, WARRANT, OR GUARANTEE THAT CYPRESS PRODUCTS, OR SYSTEMS CREATED USING
CYPRESS PRODUCTS, WILL BE FREE FROM CORRUPTION, ATTACK, VIRUSES, INTERFERENCE, HACKING, DATA LOSS OR THEFT, OR OTHER SECURITY INTRUSION (collectively,
“Security Breach”). Cypress disclaims any liability relating to any Security Breach, and you shall and hereby do release Cypress from any claim, damage, or other liability arising from any Security
Breach. In addition, the products described in these materials may contain design defects or errors known as errata which may cause the product to deviate from published specifications. To the
extent permitted by applicable law, Cypress reserves the right to make changes to this document without further notice. Cypress does not assume any liability arising out of the application or use of
any product or circuit described in this document.  Any information provided in this document, including any sample design information or programming code, is provided only for reference purposes.
It is the responsibility of the user of this document to properly design, program, and test the functionality and safety of any application made of this information and any resulting product. “High-Risk
Device” means any device or system whose failure could cause personal injury, death, or property damage. Examples of High-Risk Devices are weapons, nuclear installations, surgical implants,
and other medical devices. “Critical Component” means any component of a High-Risk Device whose failure to perform can be reasonably expected to cause, directly or indirectly, the failure of the
High-Risk Device, or to affect its safety or effectiveness. Cypress is not liable, in whole or in part, and you shall and hereby do release Cypress from any claim, damage, or other liability arising from
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