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In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.
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BRECOMMENDED LAND PATTERN DIMENSION OF PCB

(RECOMMENDED METAL MASK THICKNESS:0. 15mm)
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ICROSS CUT SECTION - SIGNAL(5:1)
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24005
3. 4|PHOSPHOR BRONZE | TIN-PLATING
CONTACT AREA : GOLD 0. 1km min.
NOTES [1>10 HATCHED /] PARTS:GROUND CIRCUIT. = |PHOSPHOR BRONZE | LEAD AREA : GOLD FLASH
@2 HATCHED pARTSGRDUND CIRCUIT ; I_CPMA'I'EHIAI_ BEIGIEINIST—iLQSI;/M;ZKS MATERIAL = PII;A;I\IN:([;S:HNIC:;IT:MZE:;”
3 SMT LEAD-COPLANARITY:0.1 MAX. oD : . '
UNITS SCALE COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
4 THIS PRODUCT HAS NO POLARITY TO PATTERN FOR MOUNTING. m @g RN
5 THE DIMENSIONS IN PARENTHESES ARE FOR REFERENCE. APPROVED : HS. OKAWA 08.06. 26 DRQ‘(’)“NG EDC3-151981-25
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