Oct.1.2025 Copyright 2025 HIROSE ELECTRIC CO., LTD. All Rights Reserved.
In case of consideration for using Automotive equipment / device which demand high reliability, kindly contact our sales window correspondents.
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PACKING REEL CFRED)

— _/ - NOTES 1. APPLICABLE WIRE IS AWG #16~#18. CUL1007, ULT015)
W} Ej q) \__/ INSULATION DIAMETER ¢ 3.30mm MAX.
2. PER REEL : 3500 CONTACTS.
| LIELE LirLE 3. APPLICABLE CRINPING NACHINE AND CRINPING CONDITIONS
s . CCRINP HETGHT etc.) WILL BE SPECTFIED ACCORDING T0
AWGH OR WIRE APPLIED.
/A 4. REFER T0 ATAT-E2926 FOR CRIMP QUALITY STANDARDS.
CONTACT AREA : GOLD PLATING  0.2xm MIN.
] COPPER ALLOY TERMINAL AREA : TIN PLATING 1 MIN,
v—l ] UNDER PLATING : NICKEL PLATING 0.54«m MIN.
. NO. MATERIAL FINISH . REMARKS
K UNITS SCALE COUNT DESCRIPTION OF REVISIONS DESIGNED CHECKED DATE
]@% mm @E} 501 Al 1 | DIS-E-004910 TY. MIURA NM. NISHIMATSU | 14.01. 20
—/ aPPROVED +KN. TCHIKAWA 10,08, 29 [ DRAWING FDC3-126920-00
HIROSE CHECKED :KN. ICHIKAWA 10. 09. 29 :
m E(L)ECE[')C DES IGNED «TY. MIURA 10,08, 29 | No. PA50-1618PCFA
' v LTFHIGASHITANA 10,00, 27 | Co0F CL236-2006-4-00 |Al4
FORM HCOO11-5-7 1 3 4 5 | 6 | 7 | 8




