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WIRE RANGE Listed e e
FILE E13288 Certified
16—14 AWG 16—14AWG 16—14AWG
SOLID OR STRANDED SOLID OR STRANDED SOLID OR STRANDED

SERRATIONS 04.545+0.0/6
[2.1714.003] /1N STAMP AMP 16—14* APPROX AS SHOWN.
INSULATIO FOR M4[#8] STUD
2 WIRE INSULATION DIAMETER: @2.667[.105] TO @3.810[.150]
SLEEVE—
) BODY MATERIAL THK: 0.787+0.051[.0314+.002]
A FINISH:
BODY & SLEEVE — TIN PLATE 0.00254[.000100]
0.787 MIN EXT THK PER ASTM B545
[.031] INSULATION COLOR — BLUE
MIN
A MATERIAL:
BODY & SLEEVE — COPPER PER ASTM B152
INSULATION — NYLON
@ APPLIES FROM EDGE OF METAL WIRE BARREL
TO CENTER OF STUD HOLE.
A DIMPLE STAMP MARK OPTIONAL
100 LOOSE PIECE, BOX| 8=320560—1
T KIT = 250 PIECES LOOSE PIECE 6—320560-0
5000 320560 ON TAPE | 2—3520560—"1
1000 LOOSE PIECE 520560
QTY PALKRCE PART NO
THIS DRAWING IS A CONTROLLED DOCUMENT. |°™ 08JANO7
AMP INCORPORATED MAX RECOMMENDED OPERATING _JR_RUTH a=>"FE 15 connectivity
CUSTOMER SERVICE SYSTEMS 105C [221°F] MAX — — T MICHIELUTTI
FOR ADDITIONAL ' OTHERWISE SPECIFIED:  [APVD 08JANQY | NAME
PRODUCT INFORMATION OR | PRODUCT INFORMATION CENTER VOLTAGE RATING: mm LINCHES] - . _LMICHELUTT TERMINAL, RING TONGUE,
AND TECHNICAL DOGUMENTS | 1-800-522-6752 200 v MAX 1RC k- UL 486A—B P1.D.C.
FOR APPLICATION TOOLING ASSISTANCE CENTER CIRCULAR MIL AREA: @gé “Lo * 01270.005)  [APPLCATION SPEC WIRE SIZE: T16—14 AWG
1.0472.62mm2[2,05075ﬂ80] iNg\\:ECS + — . w ,‘472/‘ 57 SIZE CAGE CODE | DRAWING NO RESTRICTED TO
TOOLING INFORMATION 1-800-722-1111 SO OR STRANDED — NOLES - = A3 00779C=320560 B
O ORDER BRI [evoTReTeIE é@éEﬁ%@%‘%&iﬁE;ég%ﬁgfggiﬁf%gw A A CUSTOMER DRAWING E L P e Moo
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