PRODUCT

DATASHEET
C13233_HB-2X2-M

HB-2X2-M

~25° medium beam

SPECIFICATION:

Dimensions 50.0 x 50.0

Height 8.5 mm

Fastening glue, pin, screw

ROHS compliant yes

MATERIALS:

Component Type Material Colour Finish Length (mm)
HB-2X2-M Multi-lens PMMA clear

» Box size: 480 x 280 x 300 mm

ORDERING INFORMATION:

Component Type Qty in box MOQ MPQ Box weight (kg)
C13233_HB-2X2-M Multi-lens 800 160 160 9.2
Last update: 31/08/2026 Subject to change without prior notice Published: 11/06/2020
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See also our general installation guide: www.ledil.com/installation_guide
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www.ledil.com/installation_guide
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OPTICAL RESULTS (MEASURED):

5)
Compe. 3 GUICKFLUX XTP. 208 74075, G& 369 @Z0mA. D% SFT38W.1=0 25

LED QUICK FLUX XTP 2x4 xxx LS G5 = )

FWHM / FWTM 28.0°/52.0° a0 A 50

Efficiency 94 % : \ L

Peak intensity 3.1 cd/lm ‘\\

LEDs/each optic 1 & L.l &

Light colour/type  White ‘ |

Required components: = st &
awy

Light distribution files

=

LED QUICK FLUX XTP 2x6 xxx LS G5

FWHM / FWTM 29.0°/52.0° Compe T3 QUK. LY XTP_ 6740, L5-G5. 1447 FAm@a50mA P-4 55406110 257
Efficiency 94 % 105 105
Peak intensity 3 cd/lm

LEDs/each optic 1
Light colour/type White

Required components: 600

Light distribution files

CREE=

~ LEDs
LED XB-D
FWHM / FWTM 26.0°/47.0° LEDIL Oy C13233_HB-2x2.M_(XB-D) Ef£95.2% 1 LDC (Polar)
Efficiency 94 % Compe. "  CREE X8.0, 56 (303 seom@zeomay - -
Peak intensity 3.9 cd/lm
LEDs/each optic 1
Light colour/type White / \\
Required components: [

Light distribution files
Last update: 31/08/2026 Subject to change without prior notice Published: 11/06/2020
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https://www.ledil.com/data/prod/HighBay/13233/7e7055-C13233_HB-2X2-M_(QUICK_FLUX_XTP_2x4_740_LS_G5)_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/C13233_HB-2X2-M_(QUICK_FLUX_XTP_2x6_740_LS_G5)_photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/692591-C13233_HB-2x2-M_(XB-D)_photometric_LDF.zip
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OPTICAL RESULTS (MEASURED):

CREE =

LEDs
LED XP-G
FWHM / FWTM 31.0°/ 54.0° Limiar: 1Oy CIS2% K212 Cre 3P 25T @ 25 Rcine-31%
Efficiency 91 % - me
Peak intensity 3.1 cd/lm il N
LEDs/each optic 1 /)
Light colour/type White " i
Required components:

Light distribution files
::/k\m 15 o i can

CREE=

LEDs
LED XP-G2
FWHM / FWTM 33.0°/54.0° Lo Lt Oy 12238 4321 (10 3762 420 250m) Ecrey—87%
Efficiency 93 % 1050 10
Peak intensity 3.4 cd/lm - \ -
LEDs/each optic 1 /
Light colour/type White : il
Required components: e / ™

|
Light distribution files
Wm w| ]

CREE+
— LEDs
LED XT-E
FWHM / FWTM 25.0°/46.0° L e O 1525 45,204 (e X 350m @ 250n4 ERiney=52%
Efficiency 92 % e 105
Peak intensity 3.7 cd/lm o . i
LEDs/each optic 1 /
Light colour/type White ” )
Required components: ‘w |
o0 |
| |
i 3000 / =
Light distribution files
Vcdj/k\m B : = - -
Last update: 31/08/2026 Subject to change without prior notice Published: 11/06/2020
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https://www.ledil.com/data/prod/HighBay/13233/497b0a-C13233_HB-2x2-M-XPG_Photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/2a2cea-C13233_HB-2x2-M-XPG2_Photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/efa13b-C13233_HB-2x2-M-XTE_Photometric_LDF.zip

OPTICAL RESULTS (MEASURED):

PRODUCT

DATASHEET
C13233_HB-2X2-M

LED

FWHM / FWTM
Efficiency

Peak intensity
LEDs/each optic
Light colour/type

inventr

Onics

PrevaLED Brick HP 2x8

30.0°/51.0°
93 %

3.4 cd/im

1

White

Required components:

Light distribution files

oo

80

16%

"

2630

y

sofie

a0k

 LUMILEDS

LED LUXEON Q
FWHM / FWTM 26.0°/49.0°
Efficiency 94 %

Peak intensity 3.6 cd/Im
LEDs/each optic 1

Light colour/type White

Required components:

Light distribution files

Luminaire: LEDIL Oy C13233_HB-2X2-M_(LUXEON_Q)

300

cd/kim

co- im0

LUXEON_Q_2x2 {LHQ-3080)_298 363Im

c90- 270

)
250mA,_P=2.87385\_1=249.9mA

 LUMILEDS

LED LUXEON Z ES
FWHM / FWTM 21.0°/42.0°
Efficiency 91 %

Peak intensity 5.6 cd/Im
LEDs/each optic 1

Light colour/type White

Required components:

Light distribution files

Last update: 31/08/2026
LEDIL is a registered trademark of LEDIL Oy in the European Union, USA, and certain other countries.
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https://www.ledil.com/data/prod/HighBay/13233/C13233-HB-2X2-M_photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/3fff74-C13233_HB-2X2-M_(LUXEON_Q)_Photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/3b4c3d-C13233_HB-2X2-M_(Luxeon_Z_ES)_Photometric_LDF.zip
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LEDiL

OPTICAL RESULTS (MEASURED):

C13233_HB-2X2-M

Required components:

Light distribution files

WNICHIA

LED NVSxE21A

FWHM/FWTM  20.0°/40.0° Ly LE0L 0y sy v E2 2 gzt 28050 1250
Efficiency 94 % = —

Peak intensity 5 cd/im - .
LEDs/each optic 1
Light colour/type  White I” ”

ANICHIA
LED NVSxx19B/NVSxx19C
FWHM / FWTM 29.0° / 52'00 t:z::w‘eXL’z‘zlvgyz?;éz}a;awvn—@zézﬁ—éwwma219[\Jos\m@ziﬂw\]muencwst%
Efficiency 91 % 1050 1050
Peak intensity 3.1 cd/im o R -
LEDs/each optic 1 [\
Light colour/type ~ White \ ?
\

Required components: |

[

Light distribution files

Required components:

W NICHIA

LED NVSxx19B/NVSxx19C

FWHM / FWTM 29.0°/53.0° e oL, 447 o3 CCT-AOROK =2 84651 1-0 258
Efficiency 90 % ot B e
Peak intensity 3 cd/lm s -
LEDs/each optic 1

Light colour/type White 755 ”

[

|
o

Light distribution files 4
Last update: 31/08/2026 Subject to change without prior notice Published: 11/06/2020
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https://www.ledil.com/data/prod/HighBay/13233/2da577-C13233_HB-2X2-M_(E21A)_photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/d17129-C13233_HB-2x2-M-219B_Photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/2a2715-C13233_HB-2x2-M_(NVSL219CE)_photometric_LDF.zip
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OPTICAL RESULTS (MEASURED):

OSRAM

Opto Semiconductors

LED OSLON Square CSSRM2/CSSRM3
FWHM / FWTM 30.0°/51.0° o e e 22 (50 Gen)
Efficiency 93 % o 105
Peak intensity 3.4 cd/lm o
LEDs/each optic 1

75 i 75
Light colour/type White /
Required components: ‘;“ \

Light distribution files
;W, - ] . - m;;-

OSRAM

Opto Semiconductors

LED OSLON Square PC
FWHM/FWTM  30.0°/54.0° T -
Efficiency 91 % I 105
Peak intensity 3.4 cd/im i X o
LEDs/each optic 1 R
Light colour/type White & mm\ i
Required components: oo \
, ‘

Light distribution files
LED LH351B
FWHM / FWTM 31.0°/53.0° e SATSUNGLTSTS 25 453 T Sm@eAimA <2 8431 1W1-248 m
Efficiency 94 % = 105
Peak intensity 2.8 cd/im - L
LEDs/each optic 1
Light colour/type White "
Required components: i /T \ e

Light distribution files

:“n/k‘m@,cm m(«m—(zm ) "‘9‘::’” .
Last update: 31/08/2026 Subject to change without prior notice Published: 11/06/2020
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https://www.ledil.com/data/prod/HighBay/13233/9edead-C13233-HB-2x2-M_(SQ_Gen3)_photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/b25d38-C13233_HB-2x2-M-SQPC_Photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/b792dd-C13233_HB-2X2-M_(LH351B)_photometric_LDF.zip
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OPTICAL RESULTS (MEASURED):

SAMSUNG

LED LH351Z
FWHM/FWTM  32.0°/52.0° e SR T 2 S A2 ¥ sy s e
Efficiency 93 % 105 105
Peak intensity 2.9 cd/im " L
LEDs/each optic 1 \
Light colour/type White /‘ \ .
Required components: w 7 -

Light distribution files s

L -

Lo 4
SEQUL SEMICONDUCTOR
LED Z8Y15
FWHM / FWTM 20.0°/41.0° Compe X SEOUL VIGOPEZo% 15 554 S42m@280m. P2 S399W_1-0 250A
Efficiency 89 %
Peak intensity 4.6 cd/lm = =
LEDs/each optic 1
Light colour/type  White (1)
i . o ‘ | 600

Required components: o ]

| 3000 |

U1

Light distribution files
I N nooe

<>

SEQUL SEMICONDUCTOR

LED Z8Y19

FWHM / FWTM 22.0°/46.0° Lo, < SEOUL RGO ZL20V15 468 124m@0mi -2 85790 1-0 2608

Efficiency 89 % 105 105

Peak intensity 3.8 cd/lm s . o

LEDs/each optic 1

Light colour/type White T

Required components: [

Light distribution files
T S

Last update: 31/08/2026 Subject to change without prior notice Published: 11/06/2020
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https://www.ledil.com/data/prod/HighBay/13233/b8ce87-C13233_HB-2X2-M_(LH351Z)_Photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/804353-C13233_HB-2X2-M_(WICOP2_Z8Y15)_Photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/8beb96-C13233_HB-2X2-M_(WICOP2_Z8Y19)_Photometric_LDF.zip
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OPTICAL RESULTS (MEASURED):

>
SEQUL SEMICONDUCTOR
LED 78Y22
FWHM/FWTM  24.0°/53.0° e 0 peosrow Ui 24
Efficiency 94 % 105 105
Peak intensity 3 cd/lm o ) -
LEDs/each optic 1 /
Light colour/type White [
Required components: |
| |
Light distribution files
;‘:/“mcu : ) = -
Lo 4
SEQUL SEMICONDUCTOR
LED Z8Y22P
FWHM / FWTM 28.0°/56.0° e e o aae RAER0) A58 Tosepsomi =2 7215201120 250A
Efficiency 94 % 1050 105
Peak intensity 2.9 cd/Im & . L
LEDs/each optic 1 [\
Light colour/type White / \‘\
Required components: oo [T o
‘w‘ 1500 \i
Light distribution files o
Y
TOSHIBA
Leading Innovation >
LED TL1L4
FWHM / FWTM 25.0°/46.0° _ Ledic13zs3 HB-2X2M_(TL1L&)/LDC (Polar)
Efficiency 85 % oo T Toonva, TLILA 268 (TEILA DVID)_472 6381m@250mA_CCT=8500K _P=2 9W_1=0 260
Peak intensity 3.5 cd/lm o e
LEDs/each optic 1 %0 s0°
Light colour/type White 75 75
Required components:
Light distribution files
Last update: 31/08/2026 Subject to change without prior notice Published: 11/06/2020
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https://www.ledil.com/data/prod/HighBay/13233/c0fae7-C13233_HB-2X2-M_(Z8Y22)_photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/969059-C13233_HB-2X2-M_(Z8Y22+)_photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/49c724-C13233_HB-2X2-M_(TL1L4)_photometric_LDF.zip
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OPTICAL RESULTS (MEASURED):

TRIDONIC

LED RLE 2x4 2000lm HP EXC2 OTD o
FWHM / FWTM 29.0°/50.0°
Efficiency 93 %

16%

Peak intensity 3.4 cd/lm
LEDs/each optic 1

Light colour/type White 20 )

Required components:

£

Light distribution files

TRIDONIC

LED RLE G1 49x121mm 2000Im xxx EXC OTD

FWHM / FWTM 29.0°/53.0° e e e

Efficiency 94 % Tos° 1052
Peak intensity 3 cd/lm - L

LEDs/each optic 1
Light colour/type White
Required components: » 2000 "

3000

\ s/
\/
Light distribution files \/

cd/kim = 94%
——Co-c180 ——cs0-C270 -

TRIDONIC

LED RLE G1 49x133mm 2000Im xxx EXC OTD
FWHM / FWTM 29.0°/53.0° e e ) o

Efficiency 94 % s iy 7 5 T
Peak intensity 3 cd/lm - -

LEDs/each optic 1
Light colour/type White

2000

Required components: oo -
\ o f
Light distribution files \/
Last update: 31/08/2026 Subject to change without prior notice Published: 11/06/2020
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https://www.ledil.com/data/prod/HighBay/13233/C13233-HB-2x2-M_(RLE_HP_EXC2_OTD)_photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/9695a1-C13233_HB-2X2-M_(Tridonic_Module_RLE_G1)_photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/9f31da-C13233_HB-2X2-M_(Tridonic_Module_RLE_G1)_photometric_LDF.zip
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OPTICAL RESULTS (MEASURED):

TRIDONIC

LED RLE G1 49x223mm 4000lm xxx EXC OTD
FWHM / FWTM 29.0°/53.0° o Modin L 1 4278 S Soma. 53 o0 11120.700A
Efficiency 94 % 0 o5
Peak intensity 3 cd/lm " |
LEDs/each optic 1
Light colour/type White
Required components: 3 ‘f T ‘\‘

I

Light distribution files ~

TRIDONIC

LED RLE G1 49x245mm 4000Im xxx EXC OTD
FWHM / FWTM 29.0°/53.0° e X Todone Modue FLE 14515 @ ooma_P-12 000110 700A
Efficiency 94 % 05 105
Peak intensity 3 cd/lm - 9
LEDs/each optic 1 \
Light colour/type ~ White \
Required components: o T \“‘ L

00|

Light distribution files
Last update: 31/08/2026 Subject to change without prior notice Published: 11/06/2020
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https://www.ledil.com/data/prod/HighBay/13233/ea9c25-C13233_HB-2X2-M_(Tridonic_Module_RLE_G1)_photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/00ba16-C13233_HB-2X2-M_(Tridonic_Module_RLE_G1)_photometric_LDF.zip
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OPTICAL RESULTS (SIMULATED):

CREE+=

LEDs /\
LED J Series 2835 > \
FWHM / FWTM 28.0°/ 46.0° e
Efficiency 93 % B )
Peak intensity 3.7 cd/lIm 00
LEDs/each optic 1 /
Light colour/type PC Amber 20
Required components: /

4 15 4§20 5° i
Light distribution files

CREE=

LEDs
LED J Series 2835 ¥
FWHM / FWTM 22.0°/46.0°
Efficiency 88 % 2
Peak intensity 3.8 cd/Im )
LEDs/each optic 1
Light colour/type Amber \ /
Required components: 20

Light distribution files

CREE+
~LEDs
LED XD16 e
FWHM / FWTM 28.0°/48.0° o / @
Efficiency 95 % 150
Peak intensity 3.6 cd/Im ( )
LEDs/each optic 1 4 s =
Light colour/type White
Required components: A
v

Light distribution files

Last update: 31/08/2026 Subject to change without prior notice Published: 11/06/2020
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https://www.ledil.com/data/prod/HighBay/13233/C13233_HB-2X2-M_(JE2835_N_Class_PC-Amber)_simulation_photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/C13233_HB-2X2-M_(JE2835_N_Class_Amber)_simulation_photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/C13233_HB-2X2-M_(XD16)_SIMULATED_photometric_LDF.zip
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OPTICAL RESULTS (SIMULATED):

CREE < : -
LEDs

LED XP-G2 »

FWHM / FWTM 32.0°/52.0° o ar

Efficiency 93 %

Peak intensity 3 cd/lm | —

LEDs/each optic 1 & &

Light colour/type White

Required components: Z‘y

Protective plate, glass Lighf distribution files

CREE=

LEDs
LED XQ-E HD
FWHM / FWTM 36.0°/58.0°
Efficiency 96 %
Peak intensity 2.3 cd/lIm
LEDs/each optic 4
Light colour/type RGBW
Required components:

Light distribution files

90° %0
75 75
60> 00 s0°
e e
16%
2000
157 o 150
90° 90°
/n\

CREE+
~LEDs
LED XQ-E HI
FWHM / FWTM 22.0°/42.0° o o
Efficiency 93 %
Peak intensity 5.5 cd/lIm 4
LEDs/each optic 1 4 §
Light colour/type White
Required components: o
V

Light distribution files

Last update: 31/08/2026 Subject to change without prior notice Published: 11/06/2020
LEDIL is a registered trademark of LEDIL Oy in the European Union, USA, and certain other countries. 13/18


https://www.ledil.com/data/prod/HighBay/13233/C13233_HB-2X2-M_(XP-G2_-_CW)_(6mm_Glass)_SIMULATED_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/C13233_HB-2X2-M(XQ-E_HD_RGBW_01)_simulation_photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/a427cc-C13233_HB-2X2-M_XQE-HI_SIMULATED_LDF.zip
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OPTICAL RESULTS (SIMULATED):

’ t:w;:v?XLLe:vwvlm()ey“::l:i:;};anﬂx%ﬁ (Luxeon_ 3030_2D)_SIMULATED
™ LUMILEDS
LED LUXEON 3030 2D (Round LES)
FWHM / FWTM 28.0°/49.0° ; /°
Efficiency 94 % s ’3’/ \ -
Peak intensity 3.6 cd/Im | o \‘
LEDs/each optic 1 > \ ;‘)ﬂ %
Light colour/type White w’
Required components: .
Light distribution files
p, Lainaie: Li Oy 1223 1862 (Licon ©) SMULATED
 LUMILEDS
LED LUXEON C
FWHM / FWTM 25.0°/ 45.0° ”
Efficiency 94 % pe ot e
Peak intensity 4.6 cd/lm
LEDs/each optic 1 ” S
Light colour/type White 4000
Required components: ;
Light distribution files
OSRAM - -
Opto Semiconductors
LED OSCONIQ C 2424 Genl
FWHM / FWTM 26.0°/43.0° £ 1600 o
Efficiency 96 %
Peak intensity 4.6 cd/lm
LEDs/each optic 1 ! ’
Light colour/type White i
Required components:
Light distribution files
Last update: 31/08/2026 Subject to change without prior notice Published: 11/06/2020
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https://www.ledil.com/data/prod/HighBay/13233/c2b364-C13233_HB-2X2-M_(Luxeon_3030_2D)_SIMULATED_Photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/C13233_HB-2X2-M_(Luxeon_C)_SIMULATED_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/C13233_HB-2X2-M_005-Osram_Osconiq_C2424_4000K_10M_Simulated_photometric_LDF.zip

O ® PRODUCT
I DATASHEET
C13233 HB-2X2-M

OPTICAL RESULTS (SIMULATED):

OSRAM . -
Opto Semiconductors

LED OSCONIQ C 3030 >

FWHM / FWTM 28.0°/46.0° e

Efficiency 88 % 100

Peak intensity 3.6 cd/lm ( )

LEDs/each optic 1 i A4 &
Light colour/type White

Required components:

Light distribution files

OSRAM s
Opto Semiconductors /\

LED OSCONIQ C 3030 il

FWHM / FWTM 28.0°/46.0° o / \
Efficiency 96 % £

Peak intensity 3.9 cd/Im

LEDs/each optic 1 ‘
Light colour/type White

Required components: =0

Light distribution files

OSRAM g -
Opto Semiconductors

LED OSLON Square CSSRM2/CSSRM3

FWHM / FWTM 30.0°/56.0° o e a
Efficiency 88 %

Peak intensity 2.5 cd/lIm

LEDs/each optic 1 4 ’
Light colour/type White

Required components:

Protective plate, glass Ligl’lf distribution files

Last update: 31/08/2026 Subject to change without prior notice Published: 11/06/2020
LEDIL is a registered trademark of LEDIL Oy in the European Union, USA, and certain other countries. 15/18


https://www.ledil.com/data/prod/HighBay/13233/C13233_HB-2X2-M_006-Osram_OSCONIQ_C_3030_GW_PLTRA1cm_5700K_glass_Simulated_photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/C13233_HB-2X2-M_006-Osram_OSCONIQ_C_3030_GW_PLTRA1cm_5700K_Simulated_photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/C13233_HB-2X2-M_(Oslon_Square_Gen5)_WithGlass_photometric_LDF.zip

O ® PRODUCT
I DATASHEET
C13233 HB-2X2-M

OPTICAL RESULTS (SIMULATED):

Opto Semiconductors

LED OSLON SSL 80 j
FWHM / FWTM 29.6°/48.1° e 7=
Efficiency 94 % " -
Peak intensity 3.5 cd/lm 2000

LEDs/each optic 1 . <
Light colour/type White | m

Required components: o

cd/kim n=96%
——C0-C180 ——C90-C270

Light distribution files

SAMSUNG
LED LH231B o

FWHM / FWTM 28.0°/50.0°
Efficiency 94 %

Peak intensity 3.4 cd/lm

LEDs/each optic 1
Light colour/type White i

Required components: \

Light distribution files

SEQUL SEMICONDUCTOR
LED Z8Y22T %o
FWHM / FWTM 28.0°/51.0° o / @
Efficiency 94 % o
Peak intensity 3.4 cd/lIm
LEDs/each optic 1 4 N
Light colour/type White T
Required components: \ /
30° <i°/ 30°
Light distribution files
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https://www.ledil.com/data/prod/HighBay/13233/C13233_HB-2X2-M_(OSLON-SSL-80)_SIMULATED_PHOTOMETRIC_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/C13233_HB-2X2-M_(LH231B)_SIMULATED_photometric_LDF.zip
https://www.ledil.com/data/prod/HighBay/13233/C13233_HB-2X2-M_(Seoul_Z8Y22T)_SIMULATED_LDF.zip

PRODUCT

DATASHEET
C13233_HB-2X2-M

OPTICAL RESULTS (SIMULATED):

TRIDONIC

LED RLE 2x4 3000lm HP HE EXC3 OTD

FWHM / FWTM 36.0°/64.0° /
Efficiency 94 %

Peak intensity 2 cd/Im /
LEDs/each optic 1

Light colour/type White

Required components: \sa:/

Light distribution files
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https://www.ledil.com/data/prod/HighBay/13233/C13233_HB-2X2-M_(RLE_2x4_3000lm_722)_photometric_LDF.zip

LEDiL

PRODUCT
DATASHEET

C13233_HB-2X2-M

GENERAL INFORMATION:

NOTE: The typical beam angle will be changed by different color, chip size
and chip position tolerance. The typical total beam angle is the full angle
measured where the luminous intensity is half of the peak value.

MATERIALS:

As part of our continuous research and improvement processes, and to ensure
the best possible quality and availability of our products, LEDIL reserves the
right to change material grades without notice.

PRODUCT DATA USER AGREEMENT AND DISCLAIMER:

The measured data in the provided downloadable LEDIL Product Datasheets
and Mechanical 2D-Drawings is rounded and provided as reference for
planning. LEDIL Oy's optical specifications have been verified by conducting
performance testing of the products in accordance with the company's quality
system. The reported data are averaged results of multiple measurements with
typical variation. LEDIL Oy reserves the right to without prior notification make
changes and improvements to its products.

LEDIL Oy assumes neither warranty, nor guarantee nor any other liability of
any kind for the contents and correctness of the provided data. The provided
data has been generated with highest diligence but the provided data may in
reality not represent the complete possible variation range of all intrinsic
parameters. Therefore, in certain cases a deviation from the provided data
could occur.

LEDIL Oy reserves the right to undertake technical changes of its products
without further notification which could lead to changes in the provided data.
LEDIL Oy assumes no liability of any kind for the possible deviation from any
provided data or any other damage resulting from the usage of the provided
data.

The user agrees to this disclaimer and user agreement with the download or
usage of the provided files.
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LEDIL Oy
Joensuunkatu 7
FI-24100 SALO
Finland

LEDIL Inc.

228 West Page Street
Suite D

Sycamore IL 60178
USA

Ledil Optics Technology
(Shenzhen) Co., Ltd.

# 405 , Block B

Casic Motor Building
Shenzhen 518057
P.R.CHINA

Local sales and technical
support

www.ledil.com/
where_to_buy

Shipping locations
Poznan, Poland
Hong Kong, China

Distribution Partners

www.ledil.com/
where_to_buy
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